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Abstract
The applicability of radio frequency magnetron sputtering (RFMS) for the develop-
ment of: a) transparent conducting oxides (TCOs) and b) fully sputtered CdTe/CdS
solar cells is demonstrated.
TCO materials - In2O3:Sn (ITO), SnO2:F (FTO), ZnO:Al (AZO) and ZnO:F
(FZO) - were investigated with respect to key deposition parameters in an attempt
to generate films with low resistivities and high transmittances. Minimum resistivity
values of 1.2× 10−4 Ω.cm and 4.7× 10−4 Ω.cm were achieved for films of ITO and
AZO respectively while maintaining transmittances of > 80%. Such films are viable
for incorporation into CdTe based solar cells as front contact layers. A model for
the dielectric permittivity, ε(ω), for TCO materials is presented based on classical
Lorentz and Drude models of bound and free electron behaviour, and a model of
inter-band transitions that describes behaviour in the vicinity of a direct band-gap.
The model is successfully applied to the fitting of transmittance data for TCO films
and used to extract opto-electronic properties.
The results of a fully-sputtered CdTe prototype device structure are presented;
a maximum conversion efficiency of 12.5% is achieved. Further investigations, via
XRD, into the effect of sputter pressure on CdTe films indicates that a 10 mTorr Ar
pressure is best for optimising device efficiency. J-V-T and C-V measurements show
that at room temperature, current transport in the sputtered devices is dominated by
Shockley-Read-Hall recombination and that the CdTe layer, under zero applied bias,
is fully depleted with a carrier concentration of 4× 1014 cm20. Cross-sectional SEM
and TEM show that both CdS and CdTe layers undergo significant recrystallisation
during post-deposition CdCl2 treatment.
A multi-layer optical model of transmittance is developed based on a transfer
matrix method and using optical data acquired from spectrophotometry and ellip-
sometry. The model is used to predict the fraction of transmitted light received by
the CdTe absorber in a fully sputtered device and it is indicated that through fur-
ther thinning of the CdS layer, to below 50 nm, significant gains in transmittance,
upwards of 20%, may be achieved.
It is established that the further development of sputtered CdTe/CdS solar cells
requires a significant improvement in the uniformity of the current CdCl2 based
post-deposition treatment.
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Chapter 1
Introduction
The current global rate of energy consumption stands at around 20 TW and is increasing
by ∼ 2% annually, fuelled by demand from rapidly developing countries such as China and
India. With energy consumption therefore expected to double over the next 30 years [1], it
is critical that the continued use of fossil fuels is limited in order to reduce greenhouse gas
emissions and prevent further global warming. A full, internationally binding agreement
for the reduction of emissions - to be implemented following the expiration of the Kyoto
Protocol [2] in 2013 - is yet to be achieved, however some consensus has been made with
the Copenhagen Accord [3], which states the long-term goal of limiting climate change to a
rise in the average global temperature of no more than 2◦C. The achievement of this goal is
critically dependent on the development and implementation of new sources of renewable
energy. Currently, the combined gamut of renewables - hydro, geothermal, biomass, wind
and solar PV - contributes to approximately 16% of the total global capacity for energy
production [4] and is expected to increase to around 25% by 2030.
Solar PV, while currently far from being the dominant renewable technology (con-
tributing less than 1% to the total renewables market [5]), holds the greatest potential for
long-term increases in capacity, compared to other technologies, due to the high abundance
of solar energy available (the average ‘on-land’ solar irradiance being >100,000 TW). The
total installed PV capacity, reportedly 40 GW in 2010 [5], is increasing annually by around
40% and further increases are expected as the costs of module production decrease further
and as conversion efficiencies continue to rise. The biggest market for PV is within the EU
which contributes to over 80% of the installed capacity - Germany alone is responsible for
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almost half this.
The dominant PV technology, crystalline silicon, has recently received significant com-
petition from emerging thin-film technologies such as CdTe, CIGS and amorphous Si. The
key advantage of thin-film PV is the large potential for cost reduction afforded by the use
of much thinner semiconductor layers (e.g. on the scale of several µm compared to hun-
dreds of µm for crystalline Si) and relatively impure materials. To date the most successful
thin-film technology is that based on CdTe with the likes of the company First Solar, the
world’s second largest PV manufacturer in 2011, now producing over 2 GW per annum at
a cost of less than 1$/Wp [6].
One of the biggest misgivings about the widespread use of CdTe PV is the toxicity of
cadmium. However, it has been shown that over the life-cycle of a CdTe module the only
significant Cd emissions are those associated with the burning of fossil fuels during fabrica-
tion. Relative to crystalline Si PV the energy payback times for thin-film technologies are
lower, due to the reduced processing energy requirements, and so the Cd emissions associ-
ated with Si PV is in fact higher than that for CdTe PV [7]. Furthermore, environmental
assessments of the destruction of CdTe modules by fire have shown that over 99.96% of
the Cd is retained within the modules by the glass encapsulation which becomes molten
and prevents toxic exposure [8]. The biggest barrier to the increased uptake of CdTe PV
is due to the scarcity of tellurium which is expected to limit production to around 20 GW
per year by 2020 [9] unless key materials and technological challenges, namely the increase
of module efficiency and the thinning of CdTe absorber layers, are met [10, 11].
CdTe PV is the main focus of this work and all investigations are performed within its
context. A key theme is the use of radio frequency magnetron sputtering (RFMS) for the
deposition of the transparent conducting oxide (TCO) front contact layers for CdTe devices.
RFMS has some significant advantages over other techniques, such as chemical vapour
deposition (CVD), for the deposition of TCOs: The technique’s use of a confined plasma
permits the deposition of a wide range of materials at relatively low temperatures and the
nature of the deposition process permits a large degree of control over the resultant film
properties. Furthermore, recent developments within the technological field of magnetron
sputtering, such as the use of rotatable targets and pulsed deposition modes [12], permits
the achievement of high material utilisation efficiencies compared to those for techniques
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that involve liquid chemical precursors (even if these precursors are recycled).
The use of TCOs is ubiquitous across most PV technologies, but to date their largest
application is in flat-panel display devices and low emissivity windows. The most widely
used TCO material is Sn doped In2O3 (ITO) - it having a market share in 2010 of over
97% [13]. However, the long term use of ITO is considered unsustainable due to the
increasing scarcity and cost of indium [14]. This work uses RFMS to develop Zn and Sn
based alternatives to ITO that have comparable performance characteristics. It must be
noted that while these materials are investigated with their application to CdTe PV in
mind, there is great potential for their application in many other fields.
This work also focusses on the use of RFMS for the fabrication of entire CdTe device
structures. Fully-sputtered CdTe solar cells have been demonstrated as having compara-
ble efficiencies, i.e. > 14% [15, 16], to those which employ more traditional deposition
techniques such as close space sublimation (CSS). The key advantage, at the laboratory
scale, of using RFMS for generating complete devices is the high degree of film unifor-
mity and run-to-run reproducibility that the technique affords. Therefore, any experiment
that involves a series of devices in which a single parameter is varied, e.g. the thickness
of a constituent layer, is likely to determine, with a high confidence, the effect of that
parameter (if any) on the device performance. Furthermore, the uniformity of sputtered
films and their sub-micron grain structures mean that they lend themselves very well to
characterisation via optical techniques such as spectrophotometry and ellipsometry. These
techniques are advantageous as they are non-destructive and relatively straight forward to
perform, although subsequent analysis of the data can be challenging in some cases.
The development and optimisation of CdTe device structures typically adopts some sys-
tematic, experimental approach that involves the fabrication of a large number of lab-scale
devices. Due to the complexity of the material interactions (optical, electrical, chemical
and structural) it is very difficult to develop an all encompassing theoretical model for
the resultant performance of such devices. However, the uniformity of sputtered films,
and the possible achievement of abrupt interfaces between each of the constituent layers,
provides an excellent opportunity for optical modelling. This work aims, through the op-
tical characterisation of the materials involved in device design, to develop a model of the
multi-layer optical response of a fully-sputtered CdTe solar cell. This model will be used
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to predict optimised device structures that maximise the transmittance of incident light
to the CdTe absorber layer which will result in increased photo-current generation, and
higher conversion efficiencies, in real devices. It is hoped that such an approach will lead
to an improved device design without the experimental need to fabricate extensive sample
sets, thus providing a method by which the optical design of any sputtered device can be
rapidly improved.
A more detailed overview of the contents of this work is as follows:
 Chapter 2: A description of how a TCO material is formed and the physics de-
tailing the opto-electrical characteristics of a TCO is presented. Further discussions
concerning the necessary requirements of TCO materials with respect to CdTe based
devices is included along with a review of the research literature surrounding TCOs.
 Chapter 3: The fundamentals of photovoltaics - i.e the photovoltaic effect, semicon-
ductor junction formation and current-voltage characteristics - are presented followed
by a specific review of CdTe based PV which includes a literature survey of recent
experimental device designs and performances.
 Chapter 4: A full description of radio frequency magnetron sputtering is presented
with specific reference to the equipment used within this work. This is followed by a
description of the optical, electrical and structural characterisation techniques applied
to sputtered films and devices, and the theoretical modelling methods employed.
 Chapter 5: The results of investigations concerning sputtered TCO materials,
namely ITO, SnO:F, ZnO:Al and ZnO:F, are presented and a detailed comparison of
the performance of each material is presented.
 Chapter 6: Device results for fully sputtered CdTe solar cells are presented with an
examination of their electrical and structural properties. A discussion is also made
of the most promising routes for further device optimisation.
 Chapter 7: A multi-layer optical model is used to predict the effect that changes
to a prototype fully-sputtered device structure, presented in chapter 6, have on the
fraction of light transmitted to the CdTe absorber layer. The use of the model is also
demonstrated in the design of anti-reflection coatings and Bragg reflectors.
4
 Chapter 8: This work is concluded by a full summary of experimental results and
a discussion of potential areas of future work
5
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Chapter 2
The Physics of Transparent
Conducting Oxides
2.1 Introduction
High values of electrical conductivity, typically associated with metals, are considered to
be due to a high density of free carriers. These free carriers partake in optical absorption
processes and prevent the optical transmission of electromagnetic radiation. Transparent
insulators on the other hand possess low conductivities but typically have wide direct band
gaps, Ed, such that Ed > hν for visible wavelengths, thus making them transparent over
this range. There is a well known group of materials known as transparent conducting
oxides (TCOs) that possess both a high conductivity and high transparency. This class
of materials was first discovered by Badekar in 1907 [1] who measured the conductivity
of incompletely oxidised CdO deposited by sputtering. Today, the most commonly used
TCO materials exist in the form of thin films of In2O3, SnO2 and ZnO which have optical
transmittances of > 80% at visible wavelengths and sheet resistances typically in the range
1-100 Ω/. They find widespread application in solar cells, displays, electro- and photo-
chromic windows and transparent electronics.
In this chapter the physics of TCOs is described with special reference to their appli-
cation in thin film solar cells. In particular, the underlying physics of a TCO’s optical
and electrical properties is presented in detail with the aim of evaluating optical dispersion
data of relevance to solar cell design; i.e. the determination of the wavelength dependence
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of refractive index n and extinction coefficient κ from transmittance measurements.
Section 2.2 gives a qualitative overview of some important concepts relevant to TCOs
and in section 2.3, the accepted models that describe the frequency dependence of the
dielectric permittivity ε(ω) are reviewed in detail. Section 2.4 discusses the requirements
of TCOs for use in thin film PV devices and the chapter is concluded with a review of
some key TCO materials.
2.2 Energy bands and conductivity in TCOs
The properties of TCOs may be described in terms of their behaviour as wide band gap
semiconductors having direct band gaps in the range 3−4 eV. Such materials are evidently
transparent to visible wavelengths (1.8−3.1 eV). In the absence of donor or acceptor states
thermal excitation across the band gap is negligible; the Fermi level is positioned mid-gap
and the material is insulating as shown in figure 2.1a.
For the case of there being a population of shallow donors (figure 2.1b) thermal exci-
tation is sufficient to promote electrons from the donor states into the conduction band
as approximated by a Fermi distribution. As a result of this population the Fermi level
re-locates from mid-gap to a point just below the conduction band [2, 3]. In a metal/oxide
system such shallow donor states originate from native defects, notably the oxygen vacancy
VO. In this case, an oxygen ion O
2− may be considered to have been removed from the
lattice resulting in the loss of the covalent bond to an adjacent metal ion. The remaining
metal ion donates two electron states to the lattice which are located, in terms of energy,
just below the bottom of the conduction band (figure 2.1b). Note that oxygen vacancies
typically occur naturally in as deposited material. It is however, possible to introduce
further shallow donor states through the incorporation of extrinsic dopants that are sub-
stituted into the lattice at either the metallic (anion) sites or the oxygen (cation) sites.
In the case of anion doping, a metal ion is introduced that has a different valency from
that of the original host ion. For example, in the case of In2O3, the In
3+ anion can be
substituted with a Sn4+ ion. This ion again bonds covalently to the surrounding oxygen
but contributes a single shallow donor state, XM , just below the conduction band. Alter-
natively, a dopant with a valency of VII could be introduced to substitute at the oxygen
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sites. A single shallow donor would again be introduced. Examples of commonly used
cation dopants include fluorine and chlorine.
At relatively low concentrations of donor states the Fermi level remains within the band
gap, but at a position very close to the bottom of the conduction band. However, as the
density of these states increases they form a continuous band which continues to broaden
Figure 2.1: Energy band and diagrams relevant to TCO behaviour: (a) An intrin-
sic semiconductor for which Ef is located mid-gap. (b) A semiconductor with a
population of shallow donors (oxygen vacancies, VO, and metal ion dopants, XM ).
Here Ef is positioned just below the bottom of the conduction band. (c) A heavily
doped ‘degenerate’ semiconductor, i.e. ne > ncrit. Here Ef is located within the
conduction band.
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as more states are added. At some critical density, known as the Mott transition point
[4], the impurity band and conduction band merge to the extent that the Fermi level is
effectively pushed into the conduction band, as shown in figure 2.1c. At this point the
material gains a permanent (degenerate) population of free charge carriers and enters into
a metallic-like conduction regime. Despite this metallic behaviour, the material’s direct
band gap is maintained so that it is still transparent to photons of energy less than Ed.
2.3 Models of the dielectric function relevant to TCOs
The previous section is now expanded upon by introducing a mathematical framework that
describes, in detail, the effect that a population of donor states has on both the optical
and electrical properties of a transparent conducting oxide. For any TCO material, all
its opto-electronic properties are embodied by a single complex function, the dielectric
permittivity,
ε = ε1 − iε2 (2.1)
where ε1 and ε2 are the real and imaginary components respectively. It is these components
and how they relate to measurable quantities such as carrier density and absorption coef-
ficient that will be the main focus of the following sections. In particular, it is important
to know the relation between the dielectric permittivity and the complex refractive index,
n˜, the components of which can be extracted via analytical techniques from transmittance
spectra (see section 4.2.4). The dielectric permittivity is related to the complex refractive
index, n˜, according to
ε = n˜2 = (n− iκ)2 (2.2)
where n is the real refractive index and κ is the extinction coefficient. ε1 and ε2 are thus
related to n and κ according to
ε1 = n
2 − κ2 (2.3)
ε2 = 2nκ (2.4)
and conversely
n =
(√
ε21 + ε
2
2 + ε1
2
)1/2
(2.5)
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κ =
(√
ε21 + ε
2
2 − ε1
2
)1/2
(2.6)
Throughout this thesis the frequency dependent behaviour of materials shall be referred
to in terms of either ε1 and ε2 or n and κ as is most appropriate to the discussion.
The theoretical models used to describe the variation with frequency of ε are either
classical or quantum mechanical in nature. In section 2.3.1, the classical models that
account for the behaviour due to both bound and free electrons are presented. These
theories require no knowledge of the band structure of the material. Secondly, the band
structure and the effect of inter-band transitions across a direct band-gap are modelled
explicitly according to a quantum mechanical basis as described in section 2.3.2.
2.3.1 Classical models of insulating and metallic behaviour
The Lorentz oscillator model (for insulators)
In an ideal intrinsic semiconductor system, all electrons are bound to their respective
atoms within the crystal structure. The Lorentz oscillator model predicts the frequency
dependence of the dielectric function for according to classical postulates: Electrons are
considered bound to nuclei by Hookean springs (having orbital dependent stiffness) and
respond to electromagnetic radiation by simple harmonic motion about their equilibrium
positions at a resonant frequency ω0. Such a system generates an electric dipole moment,
for each electron/atom pair, of the form
p = er (2.7)
where e is the electronic charge and r is the displacement of the electron from its equilibrium
position. An AC electric field, such as that associated with an incident light wave, will act
to drive the electron at a frequency ω. If ω = ω0 then energy from the light wave will be
absorbed resonantly. If ω 6= ω0 then the incident wave continues to drive the oscillator at
a frequency ω but with a phase that lags behind that of the wave. The wave is therefore
permitted to travel though the material, without absorption, but at a reduced velocity, i.e.
the material has a refractive index > 1.
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The displacement of such bound electrons in response to an incident light wave is
described by the following equation of motion
me
d2r
dt2
+meγ
dr
dt
+meω
2
0r = −eE (2.8)
where me is the effective electron mass and γ is a damping coefficient. On the left hand
side of the equation, the first term represents the acceleration generated by the external
field. The second term represents the damping of the motion of the electron and may be
considered to be due to electron-phonon collisions within the system. Finally the third
term describes the restoring force on the electron of the spring that binds it to its nucleus.
By considering a time dependant electric field of the form E = E0 exp(−iωt), where E0
is the amplitude of the oscillation, equation 2.8 can be solved by looking for solutions with
the same time dependence as E [5]. Thus,
r =
1
me
−eE
ω20 − ω2 + iωγ
(2.9)
The form of the dielectric permittivity ε can be derived from the relation between the
electric displacement D of the medium and the electric field
D = ε0εE = ε0E + P (2.10)
where P is the macroscopic polarisation of the material defined as the number of electric
dipoles per unit volume
P = Ner = ε0E (ε− 1) (2.11)
in which N is the number of atoms per unit volume, assuming here that there is one electron
per atom. The dielectric permittivity due to a system of bound electrons represented by
Lorentz oscillators may therefore be defined by
ε = 1 +
Ner
ε0E
= 1− e
2N
meε0
(
1
ω20 − ω2 + iγω
)
(2.12)
and the real and imaginary components may be separated and written as
ε1 = 1 +
Ne2
meε0
[
(ω20 − ω2)
(ω20 − ω2)2 + (γω)2
]
(2.13)
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Figure 2.2: The functional form of real and imaginary components, ε1 and ε2, ac-
cording to the Lorentz model. Values of N = 7.8× 1022 cm−3 and h¯ω0 = 33eV were
used to calculate the component shapes. These values are associated with In2O3.
ε2 =
Ne2
meε0
[
γω
(ω20 − ω2)2 + (γω)2
]
(2.14)
For a real metal oxide system each atom will possess multiple electrons that will be arranged
in a series of shells. This arrangement can be accounted for simply by assigning springs
of different stiffnesses to the electrons of each shell. Therefore the resonant frequency ω0
of each electron will depend on which orbital it occupies. Typically, the electrons in the
outer shell, i.e. the valence electrons, will have the lowest ω0 as they are the most weakly
bound to the atom. It is sufficient to describe the polarisation response of the system to
an external electric field in terms of these valence electrons alone. Therefore, in the case
of a metal oxide, it is appropriate to multiply N in equation 2.12 by the average valency
of the system.
An example of the use of the Lorentz model to describe the dielectric function and thin-
film optical transmission properties is now presented: The parameters chosen for the model
are representative (nominally) of In2O3. They are an electron density of N = 7.8 × 1022
cm−3 and a resonant energy of h¯ω0 = 33 eV (this energy is deep in the UV). Figure 2.2
shows the variation of ε1 and ε2 calculated using equations 2.13 and 2.14. Both components
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Figure 2.3: The dispersion of the refractive index and the resultant transmittance
spectrum of a thin film (nominally of In2O3) modelled as using a single Lorentz
oscillator with a resonance deep in the UV. (a) The refractive index that arises
within the range shown is smoothly varying and almost constant. The extinction
coefficient, κ is virtually zero. (b) The transmittance spectra for a thin film of
thickness 500 nm on a non-absorbing substrate.
show resonant behaviour at the energy corresponding to the natural frequency ω0, with ε1
showing an overall change from positive to negative values as the energy increases through
h¯ω0, and ε2 showing a peak at 33 eV. Figure 2.3a shows the dispersion of the refractive
index calculated using equation 2.5 for the range of wavelengths most applicable to solar
cell design. At wavelengths above the material’s band gap (typically 330 nm, i.e. 3.75 eV,
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for In2O3) the refractive index reaches an almost constant value of 1.98. The value of κ (not
shown) is almost zero over this range. Figure 2.3b shows the corresponding transmittance
spectrum for a thin film of this material having a thickness of 500 nm and being on a
non-absorbing substrate that has a constant refractive index n = 1.5. Interference fringes
in the spectra are generated by coherent and incoherent reflections from the film/air and
substrate/film interfaces.
The Lorentz oscillator model is generally considered sufficient to accurately predict the
magnitude of the dielectric permittivity for a system of bound electrons, such as that in a
metal oxide, over the range of wavelengths associated with solar cell design.
The Drude Model
Now considerations are made of the metallic-like behaviour of a highly doped metal oxide
system in which there is a population of ‘free’ electrons which are responsible for electrical
conduction. The Drude model [6] defines these free electrons classically as solid particles
that are de-localised from an assembly of large, positively charged ions. In a doped semi-
conductor, these positively charged ions are represented by ionized impurities (e.g. metal
dopant atoms or oxygen vacancies). The free electrons are scattered, as before, by their
interactions with phonons, but are now additionally scattered by the ionized impurities
according to a Coulomb interaction [7–9]. Despite the underlying complexity, the Drude
model approximates all electron interactions as instantaneous, elastic collisions.
The equation of motion of the free electrons in response to an external electric field is
identical to that in equation 2.8 with the restoring force term removed, i.e.
me
d2r
dt2
+
me
τ
dr
dt
= −eE (2.15)
Here γ (from equation 2.8) is written as 1/τ , where τ is the average time between collisions,
and is defined by
γ =
1
τ
=
1
τp
+
1
τii
(2.16)
where the subscripts ‘p’ and ‘ii’ represent scattering due to phonons and ionized impurities
respectively. It is of interest to see how the electrons respond to a constant DC electric
field as this defines some useful quantities. Under an applied DC electric field equation
2.15 has a steady state solution which yields a linear relationship between the velocity v
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of the electrons and the magnitude of the field, i.e.
dr
dt
= v =
−eτ
me
E (2.17)
and we define
µe =
eτ
me
(2.18)
as the proportionality factor between v and E known as the electron mobility. Equation
2.17 can also be re-written in terms of the macroscopic quantity, current density j
j = −neev = nee
2τ
me
E = σ0E (2.19)
where ne is the density of free electrons within the system and now the constant of pro-
portionality provides the definition of the system’s DC electrical conductivity σ0
σ0 =
1
ρ
=
nee
2τ
me
= neµe (2.20)
where ρ is the resistivity. Note that the subscript ‘0’ indicates the fact that the electric
field is static, i.e. ω = 0. These quantities, µe and σ0, are important because they describe
the practical electrical behaviour of the system and are easily measured (see section 4.1.1).
Inevitably, the behaviour of a material’s DC conductivity is inextricably linked to its AC
behaviour (i.e. it’s optical behaviour). The effects of a time varying electric field associated
with a light wave are now described.
Again, as with the Lorentz oscillator, the introduction of an AC electric field of the
form E = E0 exp(−iωt) to the system is considered. The acceleration term in 2.15 is now
non-zero and so the expression for the electron velocity v must be re-written as
v =
eτ
me (1− iωτ)E (2.21)
Re-writing this in terms of j leads to the definition of a complex, frequency dependent
conductivity, sometimes referred to as the optical conductivity,
σ(ω) = σ0
(
1
1− iωτ
)
(2.22)
which, expanding to separate the real and imaginary parts becomes
σ(ω) = σ0
(
1
1− ω2τ 2
)
+ i
σ0
ωε0
(
1
1 + ω2τ 2
)
(2.23)
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The form of the dielectric permittivity ε resulting from such a system of free electrons can
now be derived by considering Maxwell’s third equation
∇×H = ε0ε∞∂E
∂t
+ j
= ωε0ε∞
∂E
∂t
+
σ(ω)
iω
∂E
∂t
= ε0
(
ε∞ +
σ(ω)
iωε0
)
∂E
∂t
(2.24)
where H is the magnetic field strength and ε∞ is defined as the high frequency dielectric
constant associated with the interaction of the field with a system of bound electrons
according to the previous Lorentz oscillator model. The dielectric permittivity is therefore
defined as the term in brackets in equation 2.24,
ε(ω) = ε∞ − iσ(ω)
ωε0
(2.25)
and expanding this in terms of its real and imaginary components yields
ε(ω) = ε∞ − σ0
ε0
(
τ
1 + ω2τ 2
)
︸ ︷︷ ︸
ε1
+
iσ0
ωε0
(
1
1 + ω2τ 2
)
︸ ︷︷ ︸
ε2
(2.26)
Figure 2.4a shows the functional form of ε over the wavelength range 250 - 2000 nm for a
variety of carrier concentrations that are all typical of a degenerately doped TCO system
(i.e. ne > 10
18 cm−3) and figure 2.4b shows the corresponding curves for n and κ. In
all cases, the real component ε1 decreases from its constant background value (attributed
to the Lorentz oscillator), with increasing wavelength. Eventually, ε1 becomes negative
and it is at this point that the material enters into a highly reflective regime and wherein
the transmittance, shown in figure 2.4c, drops off rapidly (The transmittance curves were
calculated using dispersion data according to the methods described in section 4.3.2). The
frequency at which ε1 = 0 is defined as the plasma frequency ωp and from 2.26 this is
expressed as
ωp =
√
σ0
ε∞ε0τ
− 1
τ 2
(2.27)
which may be approximated to
ωp ≈
√
σ0
ε∞ε0τ
=
√
nee2
meε∞ε0
(2.28)
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Figure 2.4: (a) The functional form of the real and imaginary components, ε1 and ε2,
of the dielectric permittivity according to the Drude model for carrier concentrations
ne of 0.5, 1.0 and 2.0× 1020 cm−3 respectively. (b) The subsequent forms of n and
κ. Note that even though κ increases rapidly at wavelengths above the plasma
edge n < 1, i.e. the film is highly reflective (metallic). (c) Transmittance spectra
for corresponding doping densities. The location of the plasma edge obeys the
relation ωp ∝
√
n and at carrier concentrations ne > 2 × 1020 cm−3, the plasma
edge encroaches into the visible wavelength range. See section 4.3.2 for details of
the calculations of these curves.
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The key feature of this equation is that ωp ∝ √ne. Thus the location of the plasma edge
in transmittance spectra can be tailored by means of the doping level. In other words,
the trade-off between the material’s electrical and optical properties can be controlled
exclusively by the magnitude of ne, a process dependent parameter. The ability to control
ne experimentally for any metal oxide system is crucial and is the primary focus of Chapter
5.
The Drude model can be extended by incorporating a frequency dependent scattering
time τ(ω). This is necessary in order to describe the behaviour of a real material in which
the interactions between electrons and structural defects (e.g. grain boundaries) must also
be accounted for [10, 11]. The following expression is used to define τ(ω) [12]
1
τ(ω)
= γ(ω) = γlow − γlow − γhigh
pi
{
tan−1
(
ω − ωcross
ωδ
)}
(2.29)
where γ(ω) is the corresponding frequency dependent collision rate (or damping factor),
γlow is the collision rate as ω → 0, γhigh is the collision rate as ω → ∞, ωcross defines the
point at which the transition between γhigh and γlow occurs and ωδ defines the width of
the transition. An example of a typical shape for τ(ω) is shown in figure 2.5. Note that
a consequence of a frequency dependent scattering time is a frequency dependent electron
mobility. Therefore, in principle, the mobility of a real material determined from a DC
electrical measurement (i.e. ω = 0) should correspond to the value of γlow.
This concludes the discussion of the use of classical models in predicting the behaviour
of ε for highly doped metal oxide systems. Together, the Lorentz and Drude models,
despite their very basic assumptions, can be used effectively to predict the response of
bound and free electrons to both the time varying electric field (associated with a light
wave) and the constant DC field associated with simple electrical measurements. However,
these classical models are incapable of accounting for the behaviour in the vicinity of a
material’s band-gap.
2.3.2 Inter-band transition model
To describe how a TCO material responds to wavelengths of light having energies close
to its direct band gap energy Ed we must consider a quantum mechanical theory of inter-
band transitions between the valence and conduction bands. This requires a mathematical
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Figure 2.5: Wavelength dependence of the scattering time τ according to the ex-
tended Drude model for parameter values of h¯ωcross = 1.5 eV, h¯ωδ = 0.19 eV,
γlow = 1.7 × 1014 s−1, γhigh = 3.0 × 1012 s−1. These values are typical of a TCO
material. The corresponding wavelength dependence of the electron mobility is also
shown. At longer wavelengths (i.e. > 1000 nm) the electron mobility is consistent
with typical values determined via DC electrical measurements (e.g. Hall effect) in
polycrystalline thin films.
formulation of the qualitative description provided in section 2.2. The key assumption, on
which all proceeding theory is based, is that close to the band gap the shape of valence
and conduction bands is parabolic and that their respective maxima and minima occur at
the same momentum wave-number, k = 0. For simplicity the bottom of the conduction
band is defined as the zero of energy (see figure 2.1). The E − k relations of each of the
bands can therefore be described mathematically by
Ec =
h¯2k2
2me
(2.30)
Ev = − h¯
2k2
2mh
− Ed (2.31)
where and me and mh are the effective masses of electrons within the conduction band and
in the valence band bands respectively and are expressed in units of the electron rest mass
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m0 [13].
This parabolic band model is used to determine the component of the dielectric per-
mittivity, close to the band gap, that must be added to the existing background (that
has already been defined above by the classical Lorentz and Drude models) in order to
fully describe the opto-electric behaviour of transparent conducting oxides. We begin with
an analysis of an ideal, intrinsic semiconductor and then incorporate the effects of heavy
doping and impurity states. The effects of possible indirect transitions are also discussed.
Direct Transitions
For a direct (i.e. vertical) transition to occur between the bands at a particular value of k
a photon of energy
h¯ωcv = Ec − Ev = h¯
2k2
2mr
+ Ed (2.32)
is required where the subscript ‘cv ’ denotes a transition to the conduction band from the
valence band and where mr is the reduced electron mass defined by
mr =
memh
me +mh
(2.33)
The probability, Pcv, that in a given time, t, a photon will be absorbed and induce a
transition is derived from time dependent first-order perturbation theory [14]
Pcv = |Hcv|2
sin2
[
1
2
(ω − ωcv)t
]
h¯2(ω − ωcv)2
(2.34)
Here, the perturbation’s matrix element is defined by
|Hcv|2 = 2e
2I(ω)|pcv|2
3m20nε0cω
2
(2.35)
where I(ω) is the intensity of the incident light and |pcv|2 is the square of the momentum
matrix element, given by
pcv = −ih
∫
ψ∗c∇ψvdr (2.36)
The wave functions ψc and ψv are represented by the Bloch functions
ψv = uv(r,kv) exp ikv · r, ψc = uc(r,kc) exp ikc · r (2.37)
where kc and kv are the corresponding momentum wave vectors of the two states and
uc(r,kc) and uv(r,kv) that are typically trigonometric functions, the periodicity of which
match that of the lattice.
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To account for all the possible transitions between all pairs of states separated by h¯ωcv
it is necessary to integrate equation 2.34 over all frequencies. Thus
Pcv(t) = |Hcv|2
∫ ∞
0
sin2
[
1
2
(ω − ωcv)t
]
h¯2(ω − ωcv)2
2
g(h¯ωcv)h¯dω (2.38)
gives the transition probability, where g(h¯ωcv) is the joint density of states (JDOS) for the
valence and conduction band combined. For non-infinitesimal times, the integral returns
the value pit/2 and so the probability of a transition occurring in a time t is given by
Pcv(t) =
e2I(ω)|pcv|2g(h¯ωcv)pit
3m20nε0h¯ω
2
(2.39)
The number of wave vector states in a shell of infinitesimal width dk is given as
g(kcv)dk =
4pik2
(2pi/L)3
dk =
V k2
2pi2
dk (2.40)
where L denotes the spacing between each state and V is the volume in k-space taken up
by a single state (i.e. V = L3). Note that each wave vector state may by occupied by two
energy states according to the Pauli exclusion principle and therefore
g(h¯ωcv)dE = 2g(kcv)dk (2.41)
Using the relation in equation 2.32 the JDOS of the system may be derived as
g(h¯ωcv) =
V (2mr)
3
2
2pi2h¯
(h¯ω − Ed) 12 (2.42)
A useful, measurable quantity can now be defined that relates the intensity of the incident
light to the transition probability and hence to the imaginary component of the dielectric
function ε2. The absorption coefficient α is defined as the fractional decrease in intensity
with distance x through the material [13], expressed in units of inverse length.
α = − 1
I(ω)
dI(ω)
dx
=
h¯ωPcv
I(ω)V t
(2.43)
=
e2|pcv|2
6pim20nε0cω
(
2mr
h¯2
)3/2
(h¯ω − Ed)1/2 (2.44)
α may also be related to the extinction coefficient by
α =
2ωκ
c
(2.45)
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and so using this relation along with equations 2.43 and 2.4, the form of the component ε2
can be derived for direct inter-band transitions, i.e.
ε2 =
e2|pcv|2
3pim20ε0ω
2
(
2mr
h¯2
)3/2
(h¯ω − Ed)1/2 (2.46)
Figure 2.6a shows the shape of this relation for a material with a direct band gap of Ed
= 3.75 eV, which is typical of a metal oxide material. At energies above the band gap,
ε2 exhibits the (h¯ω−Ed)1/2 dependence associated with the JDOS of the system, whereas
below the band gap, ε2 = 0 and the material is non-absorbing as expected.
There is no analogous derivation for the real component of the dielectric permittivity
ε1. However, the relation between ε1 and ε2 is such that knowing one means that the other
can be defined. This is according to the Kramers-Kronig relation [15, 16]
ε1 = 1 +
2
pi
P
∫ ∞
0
ω′ε2(ω′)
ω′2 − ω2 (2.47)
where P denotes the principal value. The use of ω′ is necessary as the causality of a change
in ε2 at ω
′ does not typically generate a change in ε1 at the same ω′ but at an another
frequency ω. Applying equation 2.47, ε1 is determined as
ε1 = 1 +
e2|pcv|2
3pim20ε0ω
2
(
2mr
h¯2
)3/2
×[2Ed − Ed1/2(Ed + h¯ω)1/2 − Ed1/2(Ed − h¯ω)1/2Θ(Ed − h¯ω)] (2.48)
where
Θ(Ed − h¯ω) =
 1 if Ed > h¯ω0 if Ed < h¯ω (2.49)
Knowing the form of both components of the complex dielectric permittivity due to
direct transitions and superimposing their shape onto a background generated by the clas-
sical models now permits the calculation of the transmittance in the vicinity of the band
gap, see figure 2.6b. The effect of a direct band gap is to produce a sharp cut-off at energies
above Ed. Such a sharp transition between a transparent and absorbing region does not
occur in a real semiconducting material and is usually smoothed over a wider range due
to transitions involving impurity states or phonons. Also, as discussed in section 2.2, the
optical band gap of intrinsic material will shift to higher energies if the doping is sufficient
enough to push the Fermi level into the conduction band.
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Figure 2.6: Modelling behaviour due to direct transitions. (a) The imaginary com-
ponent of the dielectric permittivity ε2 shows a (h¯ω −Ed)1/2 dependence according
to derivations from first order perturbation theory. The boundary, located at the
band gap (Ed = 3.75 eV), between absorbing and non-absorbing regions is abrupt
in the case of an ideal (i.e. no impurities or defects), crystalline material. (b) The
corresponding transmittance is shown over the range.
Burstein-Moss shifts
The key difference between the electrical behaviour of a metal and an insulator is that at as
T → 0 K, the conductivity of a metal increases towards infinity whereas the conductivity of
an insulator decreases to zero. It is possible to induce a transition between the insulating
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and metallic state by introducing to the system a critical density of free carriers, nc,
either through intrinsic or extrinsic doping, or both. Mott [4] was the first to suggest
such a transition and derived a semi-empirical expression for the critical density in a
semiconductor material,
n1/3c aH ' 0.2 (2.50)
where aH is the Bohr radius of the free electron given by
aH =
ε0h¯
2ε∞
mee2
(2.51)
where ε∞ again represents the background permittivity that arises from an assembly of
bound valence electrons. For a typical metal oxide system ε∞ ∼ 4 and me = 0.35 m0.
Thus, a typical critical density can be calculated as nc ∼ 5 ×1017 cm−3. Such carrier
densities are common in transparent conducting oxide materials.
We must now consider the effect that a population of carriers of density ne > nc has on
the imaginary component of the dielectric permittivity derived for direct transitions. As
mentioned in section 2.2, for ne > nc the Fermi level is pushed into the conduction band,
and below this level all states are considered to be filled. Therefore, inter-band transitions
are not permitted to states in the conduction band below the Fermi-level and the effective
band gap of the material apparently shifts to higher energies (see figure 2.1c). This shift
was first simultaneously observed by Burstein [17] and Moss [18] in heavily doped InSb.
The states within the conduction band are filled according to the Fermi-Dirac distri-
bution function
Fe =
[
1 + exp
Ec −∆BM
kT
]−1
(2.52)
=
[
1 + exp
1
1+me/mh
(h¯ω − Ed)−∆BM
kT
]−1
(2.53)
where ∆BM is the Burstein-Moss shift of the system and, when the bottom of the conduc-
tion band is set at E = 0, is equivalent to the Fermi energy, Ef , which can be calculated
from simple free-electron theory as
Ef = ∆BM =
h¯2
2me
(3pine)
2/3 (2.54)
The JDOS that may partake in inter-band transitions is therefore reduced by a factor
(1 − Fe) and it follows that the imaginary component ε2 is reduced by the same factor.
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Therefore, for a metal oxide system with a free carrier density ne > nc the imaginary
component of the dielectric permittivity can be expressed as
ε2 =
D
ω2
(h¯ω − Ed)1/2 [1− Fe] (2.55)
where, according to equation 2.46
D =
e2|pcv|2
3pim20ε0
(
2mr
h¯2
)3/2
Figure 2.7a shows how the shape of ε2 changes, relative to that of an intrinsic (undoped)
metal oxide semiconductor, when the system is doped with carrier concentrations > nc.
The corresponding transmittance curve (figure 2.7b) is also shown and demonstrates the
shifting of the band edge to higher energies. Note that the shape of the absorption edge
in critically doped systems is not as sharp as the the abrupt cut-off associated with an
intrinsic material. This is because the Fermi-Dirac distribution is blurred when T > 0 K.
Impurity bands: Urbach tails
The above description of the effect of direct inter-band transitions on the dielectric permit-
tivity of a heavily doped metal oxide semiconductor is still incomplete. As mentioned in
section 2.2, for a degenerately doped system the donor impurity band merges into the con-
duction band. However, there is a remaining density of states below the conduction band
minimum that extends into the forbidden gap. In a real system it is possible for these ‘tail’
states to be emptied by a population of compensating acceptors that arise from defects in
the lattice. It is therefore possible for these tail states to take part in direct inter-band
transitions and hence contribute to the absorption coefficient at frequencies below the band
gap Ed. This effect was first observed by Urbach [19] hence the tails are commonly referred
to as Urbach tails. The distribution of tail states in the forbidden region can be modelled
using an exponential function and their corresponding contribution to ε2 may be expressed
according to
ε2 =

D
ω2
(h¯ω − Ed)1/2 [1− Fe] if h¯ω > Ed + ∆BM
exp
1
1+me/mh
(h¯ω−Ed)−∆BM
γw
if h¯ω < Ed + ∆BM
(2.56)
where γw represents the extent of the tail in the forbidden region. The shape of ε2 across
the boundary between the two regions is smooth and continuous, as shown in figure 2.8a.
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Hence, the tail acts to reduce the sharpness of the direct band edge by extending it into
the forbidden region. A corresponding reduction in the sharpness of the cut-off in trans-
mission near the band gap is also shown in figure 2.8b. It is important to note that the
exponential function used to model the shape of the Urbach tail has no physical basis,
unlike the expression for behaviour above the band gap: It is simply a mathematical con-
struct that empirically fits commonly observed behaviour in amorphous and polycrystalline
Figure 2.7: Carrier densities above the critical density nc generate Burstein-Moss
shifts according to ∆BM ∝ n2/3e . (a) The component ε2 for direct transitions is
modified by the factor (1 − Fe) which acts to shift the effective band gap, E′d, to
higher energies. (b) The corresponding transmittance.
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Figure 2.8: The effect of Urbach tails on direct transitions. (a) The shape of ε2
is modified by an exponential tail parameterised by γw. (b) The sharpness in the
cut off in the transmission is reduced by an Urbach tail as absorption is extended
to lower energies.
semiconductors.
Indirect transitions
Direct transitions involve the interaction of an electron with a single photon, the momentum
kh¯ω of which can be considered as negligible. Therefore the momentum of the electron
before (k) and after (k′) the transition is assumed to be equal. However, if an interaction
29
Figure 2.9: Indirect transitions: An electron is promoted to conduction band at
a different momentum value, k′, provided that the transition involves a phonon of
energy Ep. The parabolic band approximation is still adhered to.
involves a phonon as well as a photon it is possible for k′ 6= k. These indirect transitions
have a much lower probability than direct transitions but nonetheless may contribute a
significant component to the absorption coefficient and hence the shape of ε2. An example
of an E - k schematic representing an indirect transition is shown in figure 2.9. The
conservation of momentum for an indirect transition may be expressed as
k′ = k±Kp (2.57)
where Kp is the momentum of the photon. The sign ± indicates that the interaction may
involve either the absorption or emission of a phonon. The corresponding relationship for
the energies involved in the interaction is expresses as
Ec(k
′) = Ev(k) + h¯ω ± Ep (2.58)
Note that it is still possible to use the parabolic band model if it is assumed that
transitions occur to regions close to a minimum in the conduction band. The contribution
to ε2 is derived from second order perturbation theory [20]
ε2 =
D′
ω2
{
(h¯ω + Ep − Ei)2
exp(Ep/kT )− 1 +
(h¯ω − Ep − Ei)2
1− exp(−Ep/kT )
}
(2.59)
30
Figure 2.10: The contribution of indirect transitions. (a) The line − · · − ·· shows
the shape of the component of ε2 due to indirect transitions according to ε2 ∝
(h¯ω−Ei±Ep)2, where Ei = 3.0 eV, Ep = 3 meV. The line ···· shows the contributions
of direct transitions (including a BM shift and an Urbach tail), and shows the
combined contribution of direct and indirect transitions. (b) The transmittance
curves for a system that permits only direct transitions and a system that permits
both direct and indirect transitions.
where Ei is the indirect band gap and represents the difference in energy between the top
of the valence band and the adjacent minimum in the conduction band.
Figure 2.10 shows the contribution to ε2 and the corresponding transmittance curve
31
generated by indirect transitions accross a gap of Ei = 3.0 eV and involving phonons
of energy 3 meV. The contribution of indirect transitions acts to broaden the cut-off in
transmittance at the direct band gap edge.
This concludes the description of the relevant theory for describing the dielectric per-
mittivity of transparent conducting oxide materials. The theory presented in this chapter
is key to understanding the profiles of experimentally determined transmittance spectra
and will be used extensively in the following chapters, particularly Chapter 5, to extract
optical and electrical parameters from real materials.
2.4 TCO requirements for thin film PV
Within this thesis, transparent conducting oxide materials will be discussed almost exclu-
sively within the context of thin film photovoltaics, particularly CdTe based devices. It
is therefore necessary to specify, for TCOs, the ranges of optical and electrical behaviour
most appropriate for solar cell design. They key optical parameter of a TCO film is its
transmittance, T (λ), which may be defined approximately as
T (λ) = Tsub exp(−α(λ)d) (2.60)
where d is the film thickness and Tsub is the substrate transmittance. The linear absorption
coefficient α(λ) is defined as
α(λ) =
4pik
λ
(2.61)
When quoting the transmittance of a TCO film according to equation 2.60 the convention
throughout this thesis shall be that the combined transmittance of both the material and
the substrate is stated. Furthermore, it is useful to assess the transmittance over the range
of wavelengths relevant to solar cell design by defining the parameter T˜ , the integrated
transmittance
T˜ =
1
b− a
∫ b
a
T (λ)dλ ≈ Tsub exp(−α˜d) (2.62)
where a and b are the lower and upper limits of the wavelength range respectively and the
parameter α˜ is the equivalent integrated absorption coefficient over the range a → b. For
CdTe based solar cells a suitable value of a is 400 nm which represents a value close to the
onset of the UV cut-off in the solar spectrum while a value of b = 850 nm represents the
32
band gap of CdTe. Wavelengths outside the range 400-850 nm are unable to contribute
towards the generation of a photo-current within a CdTe device and are therefore not to
be considered when determining the optical performance of a TCO.
It is clear from equation 2.62 that the maximum value of T˜ (even for a film with α˜ = 0)
is determined by the substrate transmittance Tsub. A typical soda-lime glass substrate
has an almost constant value of Tsub ∼ 0.9 over the range of interest and so the optical
performance of a TCO can be determined by how close T˜ is to this value. In general, any
TCO film with a T˜ > 0.8 is considered as having a ‘good’ optical performance.
The key electrical parameter of a TCO film is its sheet resistance defined by
R2 =
ρ
d
(2.63)
where ρ is the bulk resistivity, as defined previously and typically is expressed in units of
Ω.cm. The unit of sheet resistance is therefore Ω, which is more commonly expressed as
Ω/2 (Ohms per square), the 2 unit representing the fact that the value of R2 will remain
constant provided it is measured over any square area of the film’s surface. Generally,
for a TCO film to be incorporated into a solar cell device a sheet resistance of R2 < 10
Ω/2 is required, however sheet resistances as high as 15 Ω/2 are commonly employed in
commercial solar modules.
The overall quality of a TCO film must be assessed in terms of both its optical and
electrical performance. A figure of merit, originally proposed by Haacke [21, 22], is defined
that embodies both a film’s optical and electrical properties according to
φ =
(T˜ /Tsub)
10
R2
≈ d
ρ
exp(−10α˜d) (2.64)
The exponent ‘10’ acts to weight the significance of the transmittance so that φ is max-
imised at a value of T˜ ∼ 0.8. An estimate for the film thickness (dmax) that maximises the
value φ can be calculated according to
∂φ
∂dmax
= 0 =
1
ρ
exp(−10α˜dmax)(1− 10α˜dmax) (2.65)
the solution to which gives
dmax =
1
10α˜
(2.66)
Figure 2.11 shows the relationship between φ and d for a variety of films having different
values of α˜ and ρ. It is clear that the films that have lower α˜, and correspondingly higher
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Figure 2.11: The figures of merit, over a range of film thicknesses, for several
hypothetical TCO materials defined by their values of α˜ and ρ. A line of constant
φ is shown at ∼ 5× 10−2 Ω−1 and is consistent with the criteria T˜ = 0.85, R2 = 10
Ω/2. Films with values of φ above the line are considered as good candidates for
front contact layers in CdTe thin film solar cells.
ρ values, require a greater film thickness for φ to be maximised. Nonetheless, all the films
represented in figure 2.11 surpass the value of φ = 5×10−2 Ω−1, consistent with the criteria
T˜ = 0.85 and R2 = 10 Ω/2, for a range of film thicknesses.
The figure of merit, φ, is only ever to be used as a rough guide as to whether a TCO
material is suitable for use as a front contact layer in a CdTe solar cell. There are other
material properties that determine a TCO’s applicability, such as morphology (i.e. grain
size, structure) and temperature stability, which will determine it’s overall performance.
Also, the determination of dmax for a material, depends on a linear relationship between
sheet resistance and thickness. This may not be the case for a real material as it is possible
for the bulk resistivity to also have a thickness dependence, i.e. R2 = ρ(d)/d. Nonetheless,
the optical and electrical properties of a TCO are the most significant and the figure of
merit φ will serve as a good indicator as to whether a material is suitable for solar cell
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design.
2.5 TCO literature review
To date, the most commonly researched n-type TCO materials are doped forms of In2O3,
SnO2 and ZnO. Tin doped In2O3 in particular has received extensive investigation, via a
wide range of deposition techniques [23, 24], and today is produced industrially to meet the
ever growing demand for flat-panel and touch screen devices. However, the high relative
cost and scarcity of indium makes the continued use of In2O3:Sn unsustainable and in
recent years there has been a concerted effort to find a TCO material that is In free.
Fluorine doped SnO2 has been employed extremely successfully within the float glass
industry as a low emissivity coating for architectural applications. It is deposited almost
exclusively using chemical vapour deposition techniques [25] which are highly compatible
with the float glass fabrication process [26]. SnO2:F is therefore able to meet large scale
production demands and achieve excellent economies of scale through “in-line” fabrication
procedures, as well as eliminating the need for In. However, CVD deposited SnO2:F, while
suitable for window coatings, does not achieve the high visible transmittances required
for thin-film solar cell design. This is due to the large grain sizes, a product of the CVD
technique, which increases the haze factor of the films and reduces their specular transmit-
tance. Nonetheless, commercial glass substrates that have a CVD deposited SnO2:F layer
have been used experimentally to achieve high quality CdTe devices that have conversion
efficiencies greater than 15% [27, 28]. An excellent review of doped SnO2 is given in [29].
ZnO based TCOs show the most promise for the reduction of large scale production
costs due to the very low price of Zn (see table 2.1). The use of Al doped ZnO is now
widespread in thin film PV, particularly for CIGS based devices [30], where magnetron
sputtering is the favoured deposition technique. Sputtering has two advantages over CVD:
Firstly, lower substrate temperatures are necessary, making sputtered materials more com-
patible with cell fabrication procedures. Secondly, sputtering allows for a much broader
range of deposition parameters and hence film compositions. This provides the opportu-
nity for the properties (optical, electrical and structural) of doped ZnO films to be fully
optimised for their application. However, sputtering is yet to match the throughput capa-
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bility of CVD and any industrial production of doped ZnO films must take place “off-line”.
Nonetheless, with continued research into new sputtering approaches [31, 32], the techn-
nique’s producability is sure to match that of CVD in the near future. A full review of
doped ZnO films deposited by magnetron sputtering is given in [33, 34]. The technique of
radio frequency magnetron sputtering (RFMS) is discussed in greater detail in Chapter 4.
Recently, successful attempts have been made to fabricate high performance TCOs
based on cadmium stannate (Cd2SnO4) and incorporate them into record efficiency CdTe
devices [35]. This material demonstrates very high electron mobilities and in turn low
sheet resistances while maintaining a superior optical transmittance compared with other
TCOs. Sn2O4 is therefore an excellent alternative to In2O3:Sn for use in solar cell design.
However, the fabrication of high quality Cd2SnO4 films typically requires an additional
annealing step, involving temperatures > 550◦C. Furthermore, the fabrication of Cd2SnO4
on cheap soda-lime glass substrates, an important requirement for CdTe based PV in
particular, has yet to be demonstrated.
Table 2.1 shows the physical properties of the undoped forms of the TCO materials
discussed above as well as the annual production and cost of each of their constituent
metals. Table 2.2 reviews in detail the most significant research contributions, according
to their optical and electrical properties, for each TCO material.
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Chapter 3
Solar Cell Characteristics and CdTe
Devices
3.1 Introduction
Photovoltaic (PV), or solar cell, devices convert solar radiation directly into electrical
current through the use of semiconductor materials that exploit the photovoltaic effect
(see section 3.2.1). Over the last decade the demand for terrestrial PV has increased
considerably, motivated by the desire to increase the contribution of renewables to the
global energy capacity and combat global warming. In 2001 the total global installed PV
capacity was ∼ 1.6 GW (equivalent to the output of a single typical UK coal-fired power
station). This capacity has increased annually by an average of 40%, standing today (2011)
at just over 40 GW. It is predicted to increase in this manner, breaking the Terawatt
barrier in around 2020 [1]. The dominant PV technology to date has been that based
on bulk crystalline silicon. However, new thin-film PV platforms, e.g. CdTe, CIGS and
amorphous Si, continue to increase their market share and have made significant advances
in the reduction of module production costs. In the case of CdTe in particular, production
cost has already been reduced to below $1/Wp by the company First Solar [2, 3]. Further
advances in cost reduction, the most crucial objective within the PV industry, will make the
use of thin-film PV more attractive for domestic use, particularly in the current climate of
ever increasing gas and oil prices. In this chapter the necessary physics describing a solar
cell’s opto-electric behaviour is presented in section 3.2 which includes: A discussion of
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the photovoltaic effect, the formation of an n-p heterojunction and its corresponding J-V
response and the factors that contribute to losses in device conversion efficiencies. This is
followed, in section 3.3, by a specific review of CdTe based PV which includes a discussion
of all component layers and a literature survey of recent experimental device designs and
performances.
3.2 Solar cell characteristics
3.2.1 The photovoltaic effect
The key physical phenomenon responsible for the operation of a solar cell is the photovoltaic
effect, whereby two materials in close contact, at least one of which is a semiconductor,
generate a voltage on exposure to light. A manifestation of the effect (the ‘photogalvanic’
effect), observed during experiments involving electrolytic cells, was reported as early as
1839 by Becquerel [4] but it was not until 1873, following the observation of the effect in
selenium [5], that initial attempts were made to exploit the phenomenon and convert light
into useful electrical energy [6].
The photovoltaic effect is a direct consequence of a semiconductor’s band structure
(see Chapter 2) and the potential for the promotion of bound electrons within the valence
band to higher energy states in the conduction band where they are free to partake in
electrical conduction. The outcome of the interaction between a single incident photon and
a semiconductor has three different possibilities depending on the energy of the photon,
hν, and the inherent band gap, Eg of the material. Firstly, if hν < Eg then the photon
is not absorbed as there is insufficient energy to generate a transition. The material is
said to be ‘transparent’ to photons in this energy range. Secondly, if Eg < hν < 2Eg then
the photon is absorbed and a single electron is promoted to the conduction band, leaving
behind it a hole in the valence band. Thirdly, if hν > 2Eg the photon is again absorbed but
promotes an electron with enough kinetic energy to generate further transitions through
impact ionization.
Should these interactions occur in a lone piece of semiconductor material the promoted
electrons and the corresponding holes would naturally recombine, thus ensuring the can-
cellation of any generated photo-voltage. However, the electron-hole pairs generated in a
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semiconductor that is in close contact with some other material may be separated by the
internal electric field that arises at the interface between the two. The separation of these
carriers mean that the photo-voltage can be sustained. Making a connection to either side
of the interface through some external load will therefore permit a ’photo-current’ to flow
and work to be done. There are three distinct types of semiconductor junction that may
be used to exploit the photovoltaic effect. They are:
 Schottky junction - a semiconductor is contacted to a metal
 Homo-junction - the junction formed between two layers of the same semiconductor
material that have different majority carrier types, i.e n-type and p-type
 Hetero-junction - the junction formed between two different semiconductor materials
of different carrier types
For a full description of the behaviour of the Schottky junction and homo-junction the
reader is referred to key texts by Sze [7] and Fahrenbruch [8]. The n-p hetero-junction,
being of specific relevance to the field of thin-film photovoltaics, and the themes within this
work, is described in detail below with reference to its formation and electrical response.
3.2.2 Formation of an n-p hetero-junction
Figure 3.1a shows the energy band diagrams for two isolated semiconductor materials, one
being n-type and the other p-type. The two materials are characterised by their values for
the band gap, Eg, electron affinity, χ, work function, φ and Fermi level, Ef , and for each
material these values are distinguished by the subscripts n and p. These materials may be
brought into intimate contact with each other through a wide range deposition techniques
(e.g. thermal evaporation, spray pyrolysis, sputtering, MOCVD, PLD etc.) to form an n-p
hetero-junction.
The junction forms according to the key condition that the Fermi levels of each material
must re-align to coincide with each other. This requires a transfer of some electrons, via
diffusion, from the n-type material into the p-type material where they annihilate with
holes (or equivalently, the transfer of holes from the p to the n-type material and their
annihilation with electrons). The result of this transfer and annihilation is the formation
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of a region close to the interface between the two materials where ionised atoms together
with very few carriers exist. This region is called the depletion zone.
Figure 3.1: Formation of an n-p junction: (a) Band structure of two isolated semi-
conductors, one being n-type and the other p-type. (b) The resultant band structure
at the interface between the two semiconductors on formation of a hetero-junction.
52
Figure 3.1b shows the resultant changes in the band structure of the two materials
in the vicinity of the interface. This energy band model for the formation of an abrupt,
ideal hetero-junction was fist proposed by Anderson [9]. A consequence of the transfer and
annihilation of carriers during junction formation and the generation of a depletion zone is
the bending of the conduction and valence bands. In the case of an n-p homo-junction (i.e
where the n-type and p-type layers are of the same semiconductor material), the bending of
the bands is continuous across the point x = 0. However, in a hetero-junction, because of
the initial offsets in the band positions, i.e. ∆EC = |ECn−ECp| and ∆EV = |EV n−EV p|,
the resultant band profiles are discontinuous at the interface (x = 0). A spike is therefore
formed in the conduction band at x = 0 which will oppose the flow of carriers.
The total built in potential Vbi is equal to the sum of the partial voltages Vb1 and Vb2
that arise due to band bending at the interface. As in the case of a homo-junction this Vbi
corresponds to the difference in work function of each material, i.e.
Vbi = Vb1 + Vb2 = q(φp − φn) (3.1)
It is assumed that the junction is abrupt, i.e. the boundary between the n and p
materials is sharp, and that the carrier concentrations decrease rapidly from the bulk values,
ND and NA, at the edges of the depletion zone. It is therefore possible to calculate the
extent of the depletion zone into each material, wn and wp, by solving Poisson’s equation,
which relates the potential φ(x) to the charge density ρ(x). The reader is referred to
the detailed derivation provided in reference [10]. The calculation is dependant on the
condition that both the potential and electric field are continuous at the interface (x = 0),
i.e. εnEn = εpEp, where ε refers to the dielectric permittivity of each material. The extent
of the depletion zone may therefore be expressed as
wn =
[
2NAεnεpε0Vbi
eND(εnND + εpNA)
]1/2
(3.2)
wp =
[
2NDεnεpε0Vbi
eNA(εnND + εpNA)
]1/2
(3.3)
(3.4)
and the total width, W , of the depletion zone may be expressed as
W = wn + wp =
[
2ε0εpVbi(εnND + εpNA)
eεnNAND
]1/2
(3.5)
53
In many real situations it is often the case that the carrier concentration in one material is
much greater than the other. For example, in CdTe/CdS the carrier concentration in the
n-type CdS layer is several orders of magnitude higher than that in the p-type CdTe layer.
In this case the extent of the depletion zone into the low doped layer will be far greater and
it is possible to apply a one sided junction approximation whereby the junction extends
solely in the direction of the low doped material from x = 0. Equation 3.5 can therefore
be re-written as
W =
[
2εpεnVbi
eNA
]1/2
if ND  NA (3.6)
If the external faces of the two semiconductors are contacted and a bias voltage, V , is
applied then this bias acts as if it is applied directly across the junction. This is because
of the relatively high resistivity of the depletion zone which is free of carriers. The width
of the depletion zone will therefore change as a function of applied bias according to
W =
[
2εpεn(Vbi − V )
eNA
]1/2
(3.7)
From this it is clear that under forward bias the width of the junction will decrease and
under reverse bias, increase. The corresponding junction capacitance per unit area may be
calculated according to
C =
εp
W
=
[
eNAεpε0
2(Vbi − V )
]1/2
(3.8)
Respective plots of W and C as a function of bias, calculated from equations 3.7 and
3.8, are shown in figure 3.2 for an n-p junction characterised by the value eVbi = 1.4 eV,
constructed from p-type material having a carrier concentration of NA ≈ 1015 cm−3. Such
values are typical of those found in CdTe based devices.
Experimentally, it is possible to determine values of Vbi and NA by measuring C as a
function of applied bias and then plotting the linear relation 1/C2 vs V . Any resultant
straight line trend in the data will yield a gradient that is equivalent to NA and a V -axis
intercept equivalent to Vbi. This approach is applied in section 6.3.3 for a CdTe device.
3.2.3 J-V characteristics of ideal devices
The current-voltage (J-V) response of an n-p junction as derived by Shockley [11, 12] can
be written as
J = J0
[
exp
(
qV
AkBT
)
− 1
]
(3.9)
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Figure 3.2: Simulated curves and depletion zone width plotted as a function of
applied bias. The plots were constructed using equations 3.7 and 3.8 and are for an
abrupt, one-sided n-p junction having eVbi = 1.4 eV and NA = 10
15 cm−3.
where J0 is the reverse saturation current, kB is Boltzmann’s constant, T is the temperature
in Kelvin and V is the applied bias in volts. A is a constant called the diode ideality factor
and has a value of 1 for an ideal device in which the current transport across the junction
is not limited by recombination. For real junctions A typically takes values between 1 and
2.
As discussed in section 3.1, any semiconductor junction under illumination will exhibit
the photovoltaic effect and in the case of an n-p junction any e-h pairs generated by light
induced transitions within the depletion zone will be separated by the internal potential
Vbi. Therefore, under illumination, equation 3.9 must be re-written as
J = J0
[
exp
(
qV
AkBT
)
− 1
]
− JL (3.10)
where JL is the corresponding photo-current generated by the photo-voltaic effect. Note
that JL acts in the opposite direction to the current flow through the junction when under
forward bias.
Such an n-p junction may be represented by the equivalent circuit diagram shown in
figure 3.3. The n-p junction itself is represented by a single diode and the origin of the
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Figure 3.3: Equivalent circuit diagram for a hetero-junction under illumination.
Note that the ideal case is represented by values of Rs = 0 Ω.cm
2 and Rsh = ∞
Ω.cm2.
Figure 3.4: J-V response of an ideal hetero-junction in dark and under illumination.
photo-current is represented by a current source in parallel to this diode. Two resistances
Rs and Rsh, connected in series and parallel respectively, represent effects typically present
in real devices and will be discussed in detail in section 3.2.4. For an ideal device however,
these resistances take values of Rs = 0 Ω.cm
2 and Rsh =∞ Ω.cm2.
Figure 3.4 shows the J-V response of an ideal device in the dark and under illumination.
The dark curve shows the expected behaviour of a diode. Under illumination however
this curve is shifted downwards by an amount JL. From this light curve, some important
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parameters may be extracted that characterise the junction’s ability to convert light energy
into electrical power. They are the short circuit current, JSC , the open circuit voltage, VOC
and the fill factor, FF .
Short circuit current JSC
The JSC is defined as the current that would flow under illumination with a zero applied
bias, and in an ideal device is equivalent to the total generated photo-current, JL.
Open circuit voltage VOC
The VOC corresponds to the voltage maintained across the junction, under illumination,
when it is not connected to anything, or is connected to an infinite load i.e. zero current
is permitted to flow out of the junction. By re-arranging equation 3.10 the VOC can be
expressed in terms of the photo-current JL.
VOC =
AkBT
q
[
ln
(
JL
J0
)
+ 1
]
≈ AkBT
q
ln
(
JL
J0
)
(3.11)
Note that the size of the VOC is inevitably limited by the built in voltage Vbi and in real
devices, VOC ∼ 0.7Vbi, due to shunt and series resistances described below.
Fill factor FF
The fill factor defines the “squareness” of the J-V response and is calculated with reference
to the maximum power rectangle (shown in figure 3.4) defined by the pair of values Jmp
and Vmp the product of which corresponds to the maximum power point Pm. The FF
factor can thus be expressed as
FF =
JmpVmp
JSCVOC
× 100% (3.12)
Device efficiency η
The efficiency of an illuminated junction, η, is defined simply as the ratio of the incident
radiant power, Pin, to the electrical power generated, Pmp, i.e
η =
Pmp
Pin
× 100% = JSCVOCFF
Pin
(3.13)
thus giving the key parameter by which a comparison of all solar cell devices can be readily
made.
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3.2.4 Losses in real devices
The above discussions are limited to the case of ideal devices, the performance of which
is maximised with respect to some arbitrary, wavelength independent input power, Pin.
However, real devices must be designed in response to the incident light received from the
Sun, the spectral behaviour of which is by no means wavelength independent. The shape
of the spectrum is equivalent to that of a black body emission spectra at a temperature of
∼ 5780 K, as shown in figure 3.5. Furthermore, the effects of atmospheric absorption must
be considered when designing terrestrial PV. Therefore it is conventional to design devices
with respect to the radiation received from the Sun following its path through an air mass
of 1.5 (AM1.5), i.e at an angle of 48.2◦ to a plane normal the the Earth’s surface (AM1.0
representing the path at the equator). The AM1.5 spectrum is also shown in figure 3.5
[13].
The limitation that the AM1.5 spectrum imposes on device performance is twofold:
Firstly, the use of a semiconductor material with a large band gap, e.g. Eg > 2 eV, means
that a significant fraction of the solar spectrum will pass through the material without
being absorbed and therefore the potential for photo-current generation will be reduced.
Secondly, the use of a semiconductor with a relatively low band gap, e.g. Eg < 1 eV,
permits the absorption of the majority of the spectrum at the cost of a reduced Vbi and
Figure 3.5: The solar spectrum at air mass indexes of AM0 (i.e outside Earth’s
atmosphere) and AM1.5.
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hence a reduced Vmp. Figure 3.6 shows the theoretical maximum conversion efficiency
as a function of band gap. A maximum conversion efficiency of ∼ 30% is achieved for a
material with a band gap of ∼ 1.5 eV [14, 15]. The energy gaps of some commonly used PV
materials are superimposed onto this curve. Note that one of the best candidate materials
for the maximisation of conversion efficiency is CdTe, having a band gap of 1.45 eV.
Further losses to device efficiency relate to the series and shunt resistances alluded to in
section 3.2.3 that are present in real devices. Their origin and effect on device performance
is now discussed.
Series resistance Rs
Series resistances may arise at interfaces, e.g. between the semiconductor materials and
their metallic contacts, due to the formation of non-Ohmic contacts. However, the most
significant contribution to Rs is generally made by a device’s TCO front contact layer (see
Chapter 2), the resistivity of which is relatively high compared to metals. The reduction in
resistivity of these TCO materials, while maintaining a high optical transmittance, is key
to reducing Rs and maximising device performance. The minimisation of the resistivity of
TCO materials is the main objective of the work presented in chapter 5.
The effect of Rs on the J-V characteristics of a device is shown in figure 3.7a. The
Figure 3.6: Theoretical maximum conversion efficiency as a function of band gap
in response to an AM1.5 spectrum
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gradient of the forward bias section of the curve becomes less steep with increasing Rs and
generates a reduction in the fill factor thus generating a corresponding loss in efficiency.
Experimentally, it is possible to estimate the size of a device’s series resistance from the
linear part of the illuminated J-V curve under forward bias, which is approximately 1/Rs.
Shunt resistance Rsh
.
Shunt resistances originate from the formation of leakage paths through the semiconductor
materials, via pin-holes or grain boundaries, that permit the flow of current to bypass the
n-p junction. The corresponding effect of such resistances are shown in figure 3.7b. A
positive increase in the gradient of the reverse bias section of the curve is observed with
a decrease in Rsh. This again generates a reduction in the FF . Experimentally, a value
of Rsh can be estimated from the gradient of reverse bias part the J-V curve which is
proportional to 1/Rsh.
Equation 3.10 can be modified to account for these series and shunt resistances accord-
ing to
J = J0
[
exp
(
q(V − JRs)
AkBT
)
− 1
]
+
V − JRs
Rsh
− JL (3.14)
Potential for further losses in real devices, other than those described above, include a
reduction in the photo-current due to the reflection of incident light at material interfaces
[16]. For example, the combined reflection loss due to the air/glass and glass/TCO inter-
Figure 3.7: Calculated curves showing (a) series resistance and (b) shunt resistance
on the J-V response of an n-p hetero-junction device under illumination.
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faces in a typical CdTe device can be as high as 10%. The reduction of these reflection
losses presents an excellent opportunity for performance improvements and is the subject
of Chapter 7.
3.3 CdTe devices
As mentioned in section 3.2.4, CdTe is an ideal candidate material for solar cell design.
Theoretical estimates for idealised CdTe devices show that conversion efficiencies up to
∼ 27% may be achieved [14]. Furthermore, the linear absorption coefficient of CdTe is
very high at wavelengths above the band gap, α > 104 cm−1, meaning that a relatively
thin layer of CdTe is required for maximum absorption, a film thickness of ∼ 2 µm being
sufficient to absorb over 99 % of incident light.
The most common CdTe based PV devices are those that consist of an n-type CdS win-
dow (i.e transparent) layer and a p-type CdTe absorber layer. The fist demonstration of
such a device was reported by Bonnet and Rabenhorst [17]. From here onwards, the term
CdTe based device will refer to this specific n-type/p-type material combination. To date,
these devices have been constructed almost exclusively in the superstrate configuration, i.e
the CdTe layer is deposited following the deposition of a TCO front contact and CdS win-
dow layer onto a rigid, transparent substrate (typically glass). However, it has been shown
that devices constructed in the substrate configuration, i.e. the CdTe being deposited prior
to the CdS and TCO layers directly onto some metallic substrate, can achieve reasonable
efficiencies of up to 8% [18]. The advantages offered by substrate device designs and their
potential for the further reduction of performance losses are discussed in Chapter 8.
The following section discusses the role of each component layer within a CdTe device
and the subsequent post-deposition treatment that is required to generate devices with
high performances.
3.3.1 Device structure
Figure 3.8 shows the most common CdTe device structure consisting of a glass substrate,
a transparent conducting oxide (TCO) front contact, a highly resistive transparent (HRT)
oxide intermediate layer, n-type CdS and p-type CdTe semiconductor layers and a metallic
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back contact. The current record for such a device stands at 16.5% (JSC = 25.88 mAcm
−2,
VOC = 845 mV, FF = 75.51%) over a 1 cm
2 contact [19]. However, recent press releases
from First Solar report that the company has achieved a new record efficiency of 17.3%
[20].
Glass substrate
A transparent substrate is a requirement of any superstrate solar cell design. Glass is an
ideal candidate as it is robust, readily available and has a very low absorption coefficient
(< 10−1 cm−1) over the range of wavelengths important to cell design. The most common
type of glass used for module production is soda-lime (SL) glass, large volumes of which
can be easily manufactured using the float glass process [21]. However, the use of SL glass
limits any subsequent device fabrication procedures to maximum substrate temperatures
of ∼ 550◦C, beyond which SL glass begins to soften. Cell fabrication procedures that
require substrate temperatures higher than this must use aluminosilicate or borosilicate
glasses which are stable up to ∼ 800◦C and ∼ 700◦C respectively. However, while both
the temperature stability and purity of these glasses are better than SL glass they are
significantly higher in cost and are not considered viable for large scale module production.
Figure 3.8: Common design for a CdTe solar cell in the superstrate configuration,
i.e. where light enters through a the glass substrate.
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One of the key photo-current losses in a superstrate device is due to the reflection of
light from the front surface of the glass (i.e the air/glass interface), with up to 5% of the
incident light being lost over the range of useful wavelengths. This may be reduced to
∼ 2% through the application of an anti-reflection coating to this front surface. Such
anti-reflective coatings and their contribution to device efficiency are discussed in section
7.5.2.
TCO front contact
An n-type front contact is required to contact the CdS layer. The requirements of an n-
type TCO material with respect to solar cell design are discussed in detail in the previous
chapter (Section 2.4) but to summarise they are:
 A sheet resistance of Rs < 10 Ω/2.
 An integrated optical transmittance of T˜ > 85% over the range 400-850 nm.
The development of new TCO materials that meet and improve upon these criteria is a
critical objective for thin-film solar cell design. It is the resistance of this layer that makes
the greatest contribution to a device’s series resistance, Rs. A reduction in the TCO’s
sheet resistance will therefore generate gains in device fill factors.
Highly resistive and transparent (HRT) layer
It has been shown that the insertion of a highly resistive (101 − 104 Ω.cm) oxide layer
between the TCO front contact and n-type CdS window layer can significantly improve
device performance [22]. It is widely accepted that the key reason for this improvement is
through the layer’s ability to limit the negative effect that pin-holes in the CdS layer have
on device performance. Typically pin-holes in the CdS give rise to shunt paths that form
between the CdTe and TCO layer which can cause reductions in both the fill factor and the
shunt resistance, Rsh. Both these parameters may be stabilised through the incorporation
of a HRT layer. It has also been shown that the incorporation of a HRT layer reduces the
reverse saturation current, J0, leading to improved J-V characteristics [23, 24]. The extra
stability that this layer affords permits the subsequent CdS layer to be thinned, resulting
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in an increase in the transmittance through to the CdTe layer of wavelengths below the
CdS band gap providing an extra contribution to a photo-current.
Further improvements to device performance, through incorporation of a HRT layer are
believed to arise due to the prevention of the diffusion of electrically active impurities, from
the glass substrate or TCO layer, into the CdS and CdTe layers that may have a negative
impact on device performance (Na, In and Al for example are all n-type dopants in CdTe)
[25]. Also, it is suggested that a HRT layer may act as an electrical barrier, preventing
the formation of complete pin-holes though the CdS or further shunt paths along grain
boundaries following post deposition processing procedures.
The most common materials used for HRT layers are SnO2, ZnO and Zn2SnO4 which
are typically deposited by either CVD or sputtering methods. The use of Zn-based layers
are thought to be of particular benefit due to the potential for inter-diffusion of Zn into the
CdS layer during post-deposition annealing treatments. Such inter-diffusion may generate
an increase in the CdS band gap, thus permitting a higher fraction of the solar spectrum
to be transmitted to the CdTe layer [26].
CdS window layer
In the case of a CdTe device an n-type CdS window layer, having a typical thickness in the
range 100 - 300 nm, is most commonly used. Note that a CdTe homo-junction device (i.e.
consisting of both n-type and p-type CdTe) would be of little use as a PV device due to the
fact that a significant fraction of light would be absorbed before it reached the depletion
zone. The band gap of CdS is ∼ 2.3 − 2.5 eV for polycrystalline material and films are
therefore transparent at wavelengths above ∼ 500− 540 nm. Although absorption due to
direct-transitions increases rapidly below these wavelengths, a significant transmittance is
observed (i.e > 40%) for film thicknesses below 100 nm. A key aim of CdTe device design
is to reduce the thickness of the CdS layer as much as possible in order to maximise the
transmitted light at wavelengths below the band gap of CdS and hence further increase
the photo-current, JL. However, there are problems associated with CdS thinning due to
the increased density of pin-holes within the layer and the assosiated shunt path formation
through these pin-holes between the CdTe absorber and TCO layers. These shunt paths
generate a decrease in the shunt resistance, Rsh, which in turn gives rise to a decrease in the
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fill factor. While the introduction of a HRT layer may prevent a decrease in Rsh it is not
possible to reduce the thickness of CdS indefinitely as eventually there will form a significant
number of HRT/CdTe microjunctions. Although this junction is still a heterojunction and
may contribute to the device performance it will generally operate with a reduced VOC
(e.g. for ZnO/CdTe, VOC ∼ 500 mV) [27].
The extent to which the CdS can be thinned without incurring losses depends primarily
on the density and uniformity of the film, the control of which depend largely on the
choice of deposition technique. Common deposition techniques for CdS include CSS [28],
MOCVD [29–31], CBD [32, 33] and RFMS [34–36] all of which have been used to fabricate
high efficiency (i.e. η > 10%) CdTe devices, however the greatest potential for controlling
these physical characteristics of the film are afforded by RFMS.
CdTe absorber layer
The p-type CdTe layer is referred to as the absorber as it is within this layer that all
incident light is absorbed and the total photo-current generated. Note that any e-h pairs
generated by absorption in the CdS window layer makes a negligible contribution to the
photo-current. To date, the best performing CdTe devices consist of CdTe layers deposited
by CSS [19, 37]. These devices typically have a CdTe thicknesses of between 5 − 10 µm,
significanly more than required to absorb all incident light (∼ 2 µm). Such thicknesses are
required to ensure the reduction of the density of pin-holes and other leakage paths (e.g.
along grain boundaries) that arise from post-deposition processes such as acid etching (see
section 3.3.3). However, it has been shown that performance can be maintained for films
deposited by RFMS down to thicknesses of ∼ 800 nm [38], due to high quality of sputtered
films. This is significant because it presents an opportunity to dramatically reduce the
amount of CdTe used in module production, a key objective due to the increasing scarcity
of Te [1, 39]. Other deposition techniques include electro-deposition [40], evaporation [41],
PLD [42] and MOCVD [43].
CdTe films deposited by all of the above techniques are polycrystalline. They are also
typically weakly p-type due to the high population of intrinsic electrically active centres
that arise from a difference in the vapour pressures between Cd and Te. Films typically
grow with an excess of Te generating both singly and double ionised cadmium vacancies,
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V −Cd and V
2−
Cd , which act as acceptors [44, 45]. The concentration of these vacancies is of the
order 1017− 1019 cm−3 [46, 47] but their contribution to the conductivity of the material is
limited by the formation of neutral or singly ionized donor complexes of the form VCdTeCd
[48]. The level of compensation increases in line with increases in the VCd concentration
meaning that a net p-type carrier concentration greater than 1014 − 1015 cm−3 is difficult
to achieve [49]. A detailed review of intrinsic defects is given by Zoppi [30].
The resultant grain structure of the CdTe films is related to device performance, with
features such as grain boundaries, twins, dislocations and voids all potentially acting as
recombination centres within the layer and having a negative effect on performance. Grain
boundaries in particular give rise to a significant level of recombination and therefore it
is desirable that CdTe films have large grain sizes, > 1 µm, so that the total density of
grain boundaries is reduced. Indeed, the best performing devices that have been reported
consist of CdTe films that are composed of grains the size of the entire film width, i.e with
no grain boundaries lying in a plane (i.e. columnar grains) that might oppose the flow of
current through the device. Such grain structures are generally only achieved through the
re-crystallisation of as-deposited layers during post-deposition treatments.
3.3.2 Post-deposition treatment
In general, it is not possible to generate high efficiency CdTe solar cells without some
form of post-deposition treatment. Ubiquitous to all such treatments is the use of some
Cl containing compound to which the as-grown device is exposed. Furthermore, most
treatments involve annealing the as-grown device in either an oxygen rich or air ambient
at a temperature between 350− 450◦C and for a typical duration of 20− 30 mins [50]. An
optimised treatment procedure will result in the complete formation of a heterojunction,
such as that described in section 3.2.2, where the electrical junction coincides with the
position of the CdTe/CdS interface (i.e the metallurgical junction).
There are several effects that the post-deposition treatment have on the CdTe absorber
layer: Firstly, the introduction of Cl to the layer during annealing creates VCdCl
2−
Te acceptor
complexes [51] which make the film more p-type and significantly reduces the resistivity of
the layer [52]. Note that on the introduction of a very large concentration of Cl, compen-
sation occurs through the formation of ClTe donors. Secondly, small grained (i.e < 1 µm)
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as deposited CdTe films undergo significant re-crystallisation [53] which generates a high
degree of grain growth through the coalescence and consumption of smaller grains [54].
Also, films with a high degree of orientation, typically in the (111) direction, become more
randomised following recrystallisation during treatment. As-grown films will undergo re-
crystallisation naturally during annealing in an air ambient with no Cl present. However,
the introduction of Cl dramatically increases the rate at which re-crystallisation occurs
[55].
Thirdly, the post-deposition treatment promotes the intermixing of the CdS and CdTe
layers [56]. This is beneficial as it removes defect states at the interface between the layers
that are created due to the strain arising from a 10 % lattice mis-match between CdS and
CdTe. An improvement in VOC is generally observed as a result of inter-mixing [26] and
also a reduction in the reverse saturation current J0 [57]. Lastly, in as-grown CdTe layers a
high concentration of defect states located at grain boundaries present a barrier to current
flow. It has been shown that following the introduction of Cl during annealing, the grain
boundaries are no longer electrically active, i.e they are passivated [58–60].
Many post-deposition treatment approaches have been reported, however the most
common approach is the deposition of a thin (50 − 200 nm) film of CdCl2 via thermal
evaporation followed by an air anneal at ∼ 390◦C for ∼ 20 min [19, 54, 61]. Other
approaches include the in-situ incorporation of Cl (e.g. during CdTe deposition) [62, 63],
dipping the back CdTe surface in a methanol solution of CdCl2 and allowing a CdCl2
deposit to form on evaporation [64], or annealing in a chlorine containing gas, typically
a freon. Of all these post-deposition treatments that involving the evaporation of CdCl2
prior to annealing has produced devices with the highest efficiencies.
It has recently been demonstrated that annealing a device in the presence of Cl contain-
ing freons can also generate devices with efficiencies up to 15.8% [37, 65, 66]. This route
is advantageous as it eliminates the use of toxic CdCl2. It also presents an opportunity to
increase the rate of module production by removing the extra evaporation step associated
with the use of CdCl2. A key disadvantage of the technique is the use of gases that con-
tribute to ozone depletion, however this effect can be minimised through the recycling or
pyrolisation of process gas.
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3.3.3 The back contact
An Ohmic metal contact to the back surface of the CdTe is required. However, this is
difficult to achieve due to the high electron affinity, φp ∼ 5.7 eV [67], of CdTe which is
higher than most metals. Therefore, in most cases a Schottky junction is formed at the
interface between the CdTe back surface and the metal contact (which, in research lab tests,
is most commonly gold). Figure 3.9 shows an energy level diagram for such a junction. The
junction possesses a potential barrier Vbi that opposes the flow of photo-current generated
by the heterojunction at the CdTe/CdS interface.
To overcome this problem the back surface of the CdTe may be doped highly p-type, i.e.
p+, prior to contact deposition. This will reduce the width of the potential barrier. There
are several approaches that have been adopted to achieve this doping: Most common, is
the introduction of Cu, a p-type dopant in CdTe, to the back surface via either the direct
deposition of a copper film [68] or the application of a copper containing graphite paste
[69]. Subsequent annealing is required for doping to be achieved and the formation of a
thin, highly conductive CuxTe phase (where x < 1.4) at the back surface. However, the
use of copper can be disadvantageous due to it diffusing freely throughout the rest of the
device structure. The segregation of Cu at grain boundaries, forming shunt paths [70], and
Figure 3.9: Formation of a Schottky junction at p-type CdTe/metal contact inter-
face. φp and φm represent the work functions of the CdTe and metal respectively.
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its diffusion into the CdS where it acts acts as a p-type dopant [71], generate losses in the
fill factor and VOC . Note that it has been shown that copper diffusivity can be controlled
to an extent by limiting the thickness of a deposited Cu layer to ∼ 4 nm [72]. Aresenic
doping has also been shown to create a sufficient p+ layer at the CdTe back surface [30, 73].
It has also been shown that the use of copper doped intermediate layers such as ZnTe:Cu
[74] and HgCdTe:Cu [75] can help stabilise devices by preventing an excess Cu diffusing
into the device. It has also been demonstrated that the used of materials such as NiTe2
[76] and Sb2Te3 [77, 78] can eliminate the need for Cu altogether.
In most cases the formation of a p+ layer is aided by chemically etching the CdTe back
surface using bromine methanol (BM) [79] or nitrophosphoric (NP) acid [80] prior to doping
and contact deposition. Etching removes Cd from the back surface of the film, leaving it
Te rich and more p-type, reducing the width of any subsequent Schottky junction Hence,
the transport of current via tunnelling is encouraged. However, etching is often more
pronounced at the grain boundaries and therefore the likeliness of shunt paths forming
through the film is increased. Thicker layers of CdTe are required to overcome this problem.
Note that for fully sputtered devices it has been shown that etching is unnecessary [72].
This is significant as the elimination of an etching step is likely to reduce module production
costs.
3.4 Concluding Remarks
The market position of thin-film PV continues to strengthen year on year. This is partic-
ularly so for CdTe based PV with First Solar now producing over 2 GW per annum at an
average module cost of less than $1/Wp. However, in order to ensure the future success of
the CdTe platform further reductions in processing costs and increases in module efficien-
cies are necessary. Some of the key areas of new research within the field of CdTe solar
cells are:
 Design of high performance TCOs: The achievement of sheet resistances below
5 Ω/2, while maintaining high transmittance (> 85%), is key to the reduction of
device series resistance and the improvement of fill factors. The development of
TCO materials via RF magnetron sputtering is the subject of Chapter 5.
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 Reduction of optical losses: The device JSC may be further improved by min-
imising the reflection from material interfaces. In the case of superstrate designs an
immediate 4% reduction can be achieved through development and application of an
efficient anti-reflection (AR) coating the front glass surface. Further reductions may
be achieved by finding optimum device configurations through a consideration of the
constituent film dispersion properties. The modelling of AR coatings and optimised
device structures is the subject of Chapter 7.
 Reduction of CdTe thickness: The biggest concern regarding the sustainability
of CdTe solar cells is the availability of Te. The thinning of the CdTe absorber layer
while maintaining high device efficiencies is therefore a key objective within the field.
 HRT layers: Investigations that lead to a full understanding of the effects that HRT
layers have on cell stability are desired. This will aid the design of existing and new
HRT materials and improve their performance within device configurations. Such
layers are key for maintaining stability under the reduction of both CdS and CdTe
film thicknesses.
 Substrate devices: The development of efficient solar cells orientated in the sub-
strate configuration immediate eliminates the reflection losses associated with the
air/glass interface. Furthermore, the potential for the use of metal foils or possibly
even polymers as substrates instead of glass presents an excellent opportunity for
module cost reduction.
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Chapter 4
Experimental Methods
4.1 Introduction
A variety of growth and characterisation techniques were used within this work. The
following description of these techniques is divided into three sections. Firstly, the key
growth technique (i.e radio frequency magnetron magnetron sputtering) is discussed with
regards to the deposition of single layers and multi-layered structures and this is followed
by a summary of the procedures used in the processing of CdTe PV devices. Secondly, the
measurement techniques employed in the electrical, optical and structural characterisation
of single films is discussed. Lastly, the techniques used in the electrical and structural
characterisation of completed CdTe devices are presented.
4.2 Film deposition and device fabrication
In this section the technique of magnetron sputtering and the subsequent processing steps
used in device fabrication are described in detail. Common features of the deposition
and processing are presented but a discussion of conditions and parameters associated
with specific materials or experiments are deferred until the relevant points in subsequent
chapters.
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4.2.1 Radio frequency magnetron sputtering
Radio frequency magnetron sputtering (RFMS) is a thin-film deposition technique that
can be used to deposit a wide range of dielectric and semiconductor materials. Figure
4.1 shows schematic of the magnetron/substrate arrangement used within this work. The
magnetrons contain a symmetrical configuration of permanent magnets to which a disc of
the desired target material is fixed. They are water cooled to prevent the targets from
overheating. A summarised description of the sputtering process, from a single target, is
as follows:
 The vacuum chamber is filled with a pressure (1 - 20 mTorr) of argon.
 An RF voltage (13.56 MHz) is applied accross the substrate holder and the mag-
netron.
 Residual electrons, within the vacuum chamber, are accelerated by the voltage and
confined to spiral paths around the magnetic field lines at the target surface.
 The Ar atoms within the region of the target surface are ionized by electrons, forming
a plasma, and are accelerated towards the target. The motion of the Ar+ ions is not
influenced by the magnetic field because of their large mass, relative to electrons.
Figure 4.1: Schematic of sputtering chamber.
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Figure 4.2: AJA Orion Phase II-J dual chamber sputtering kit.
 Ar+ ions that impact upon the target surface knock out neutrally charged species
of target material which travel, with long mean free paths, until they encounter the
substrate.
For a more detailed description of the principles behind the sputtering process and technical
reviews of the current state of the art the reader is referred to references [1–5].
The use of an RF voltage is necessary for dielectric materials in order to overcome
the build-up of positive charge at the target surface. Because of this, the growth rates
associated with RFMS are typically half those of direct current magnetron sputtering
(DCMS) as the Ar+ ions spend as much time travelling away from the target as travelling
towards it. In general, it is only possible to use DCMS to deposit from metallic targets
where the high conductivity of the materials prevent a charge build-up. In this work, RFMS
was performed using an AJA Orion Phase II-J dual chamber kit (figure 4.2). Chamber
1 was used in the deposition of metal-oxides (i.e. In2O3, SnO2, ZnO, TiO2, SiO2) and
chamber 2 was used to deposit semiconductor films required for PV devices (i.e. CdS and
CdTe). Features of the kit include:
 Substrate heating: halogen lamps located behind the substrate holder were used to
heat substrates to a maximum of 800◦C.
 Growth monitoring: A quartz crystal oscillator, located in the vicinity of the sub-
strate, could be used to monitor the change in film thickness during deposition. How-
ever, it was necessary to calibrate this oscillator against a physical measurement, e.g.
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surface profilometry (section 4.3.3).
 Reactive gases: incorporation of H2, O2, CHF3 and CF4 gases to the chamber during
deposition permitted reactive sputtering, achieving reduction, oxidation and doping
of resultant films respectively. Gas flow rates were controlled by mass flow controllers
(MFCs) that permitted flows in the range 0.15 - 10 sccm.
 Co-sputtering: the arrangement of multiple magnetrons within each chamber (four
in chamber 1 and two in chamber 2) permitted materials from different targets to be
deposited simultaneously and the growth rates from each to be controlled indepen-
dently.
 DC bias: The application of a DC voltage between the substrate and chamber gener-
ated a plasma that was confineable to the substrate surface and used to back-sputter
from the substrate surface. This feature was used exclusively prior to deposition to
clean the glass substrates.
 Load lock: substrates were loaded into chambers via a load lock so that the chambers
did not have to be opened after each run. This helped to preserve the conditioning
of the targets and dramatically reduced the pumping time required.
 Chamber transfer: the substrates were transferred between chambers 1 and 2 without
breaking vacuum.
 Computer control: All runs could be programmed and completely automated using
a LabView based program. This was particularly useful for the deposition of com-
plicated multi-layer structures and eliminated the potential for human error during
growth. The use of datalogging software during growth also ensured that if a run
was aborted then it was possible to determine why.
The three key deposition parameters of RFMS are RF power, pressure and substrate
temperature. Some general characteristics relating to the effect on the growth rate of
varying these three parameters include:
 A linear increase in the growth rate of a material with RF power.
 An increase in growth rate with a reduction in pressure.
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 A relatively small decrease in growth rate with increasing substrate temperature.
4.2.2 Device fabrication and processing
The following is a brief description of how CdTe devices were prepared from start to finish.
In general all devices were deposited onto 10 cm × 10 cm × 3.2 mm low Fe soda-lime glass
(SLG) substrates provided by Pilkington (OptiWhite). The thickness uniformity of layers
deposited on this scale was deemed excellent with a typical variation of < 5% accross each
layer. Following deposition, via RFMS, the 10 cm × 10 cm samples were cut into either
four 5 cm × 5cm or sixteen 2.5 cm × 2.5 cm pieces. Doing this permitted investigations
into the effect of multiple post growth treatments, the details of which are deferred to
section 6.3.2.
Glass cleaning
Prior to deposition the substrates underwent the following cleaning regime:
 EX SITU
– Scrub with nylon brush and de-ionized (DI) water.
– Ultrasonication in boiling DI water + 2% Decon90 detergent.
– Rinse with DI water followed by rinse with isopropanol alcohol.
– Nitrogen blow dry.
 IN SITU
– 10 - 15 min DC bias plasma etch: RF power = 50 W, pressure = 5 mTorr (Ar
only)
RFMS of device structures
Each target was pre-sputtered, under the conditions of the subsequent film deposition, for
a minimum of 10 mins prior to the opening of the shutter (located directly above target
surface). This helped to ensure that any contaminants were removed from the target
surface before deposition. The TCO (ITO) and buffer (ZnO) layers were deposited firstly
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in chamber 1 (see section 4.3.1) and then the sample was transferred, under vacuum, to
chamber 2 where films of CdS and CdTe were deposited. The sample underwent natural
cooling to room temperature (typically taking ∼ 1 hour) before being removed via the load
lock.
Post growth treatment with CdCl2
The 10 cm2 samples were quartered into 5 cm2 pieces and films of CdCl2 were deposited onto
the CdTe surfaces of each piece via vacuum evaporation using a custom built evaporator
unit. A CdCl2 thickness of 200 nm, determined by a callibrated oscillator crystal, was
maintained for all samples within this work. Each piece was then quartered again into
2.5 cm2 pieces and annealed, one by one, in a tube furnace in air. A range of annealing
temperatures (375 - 420◦C) and times (5 - 35 min) were used, the specific details of which
are described at the relevant points in Chapter 7. Following annealing, each piece was rinsed
in warm DI water and dried with nitrogen prior to contacting. Note that no chemical etch,
commonly used for such devices, was performed prior to contacting.
Contacting
Back contacts were formed by vacuum deposition of Au (99.999% purity) in a Leybold
Univex 300 evaporator system. The contacts, deposited using a mask array, were square
and 5 mm × 5 mm in size. It was possible to deposit nine such contacts onto each 2.5 cm2
piece. A front contact was made by using a scalpel blade to scratch away part of the CdTe
film at the edge of each piece. A cotton bud swab of a dilute hydrochloric acid was used
to remove the CdS beneath this and reveal the ZnO layer to which a direct contact could
be made during electrical characterisation of the device (see section 4.4).
4.3 Characterisation of single films
The characterisation of single films refers almost exclusively to TCO materials within this
work and it is principally the electrical and optical properties of these materials that are
of interest. The key properties that can be determined directly from electrical methods
described below are the sheet resistance, R2, and the sheet carrier concentration n2. From
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these measurements further electrical characteristics can be calculated, namely the resis-
tivity, ρ, bulk carrier concentration, ne, and the carrier mobility, µe, provided that the
thickness, d, of the film is known. Note that the subscripts ‘e’ denote that the origin of
the conductivity is due to electron donors (i.e. ‘n-type’ conductivity) and this is the case
for all TCO materials studied within this work. The key optical properties of single films
that are of interest are the direct band gap, Ed, the integrated transmittance, T˜ , and the
dispersion (i.e. refractive index, n, and extinction coefficient, κ). These can be determined
using the optical methods described below. It is also possible to determine values for the
electrical properties from these optical methods however these do not necessarily provide
absolute values, unlike those provided by the electrical methods.
4.3.1 Electrical methods
Van der Pauw
The van der Pauw technique [6, 7] allows the sheet resistance of a square sample to be
measured. Two characteristic resistances, RA and RB, are measured using a square contact
geometry such as that shown in figure 4.3, where
RA =
R+A +R
−
A
2
=
V43/I12 + V34/I21
2
(4.1)
RB =
R+B +R
−
B
2
=
V23/I14 + V32/I41
2
(4.2)
The subscripts for I denote the contacts into which current is injected into, e.g. for I12 the
current flows into contact 1 and out of contact 2. Similarly, the subscripts for V denote
the contacts across which the corresponding (positive) voltage is measured. Two Kiethley
2400 source meters were used seperatly to apply a current to the sample and measure the
corresponding voltage. The subscripts ‘+’ and ‘-’ denote the resistances measured when the
current was applied in positive and negative directions respectively. The sheet resistance
was calculated by iteratively solving the following relation for R2:
exp
−piRA
R2 + exp
−piRB
R2 = 1 (4.3)
The error associated with this sheet resistance value was calculated as the standard devia-
tion between a minimum of three repeated measurements. For further reviews on resistance
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measurements using the van der Pauw technique the reader is directed to the folllowing
references, [8, 9]
All measurements were made using custom built equipment and software. A contact
relay was used to automatically swap the orientation of the contacts for each measurement.
This eliminated the need to manually disconnect and reconnect the contacts. Also, by
ensuring that contacts were not moved throughout the measurement the systematic error
associated with changes in contact position were avoided. Note that for the measurement
of RA and RB to be reliable an Ohmic contact was required otherwise equations 4.1 and 4.2
were not applicable. Prior to measurement, a simple I-V curve was taken for each contact
geometry and an appropriate current (typically in the region of between 1 - 100 mA) was
applied that corresponded to an ohmic response corresponding to the linear region of this I-
V curve. For samples with reasonably low sheet resistance values (i.e. < 200 Ω/2) suitable
contacts were made by applying spring loaded gold probes directly to the sample surface.
For films with larger R2 values the quality of the contacts was improved by applying a
small amount of silver paste to the sample corners.
To ensure that the equipment measured correctly, a sheet resistance measurement was
regularly performed on a calibration sample of TEC15 SnO2:F coated glass (Pilkington),
it having a known sheet resistance, R2 = 13.2± 0.1 Ω/2.
Hall effect measurements
Hall measurements were made using the same contact geometry as that used in the van der
Pauw measurement (i.e corner contacts on a square sample) but the injected current and
Figure 4.3: Contact configuration for van der Pauw resistivity measurement.
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measured voltages were made across the diagonals of the sample as shown in figure 4.4.
Additionally, the method requires a uniform magnetic field directed orthogonally to the
sample surface. The technique involved the direct measurement of eight separate voltages.
The first four are denoted by V24p, V42p, V13p and V31p, where the subscript ‘24’ corresponds
to the voltage measured across corners 2 and 4 when a current flows from 1 to 3 and the
subscript ‘42’ corresponds to the voltage measured when the current is reversed (i.e flow
from 3 to 1). The subscripts ‘13’ and ‘31’ correspond to voltages that are similarly defined.
The ‘+’ subscript denotes that these voltages were measured when the magnetic field was
in a positive direction. The same four voltages were measured for a reversal of the magnetic
field and denoted by the subscript ‘-’.
Following the measurement of these eight voltages the following characteristic differ-
ences were calculated:
VA = V24+ − V24− (4.4)
VB = V42+ − V42− (4.5)
VC = V13+ − V13− (4.6)
VD = V31+ − V31− (4.7)
and using the sum of these differences it was possible to calculate the sheet carrier density
n2 according to [10]
n2 =
∣∣∣∣ 8.1× 10−8IBe(VA + VB + VC + VD)
∣∣∣∣ (4.8)
where I is the current injected into the sample and B is the magnetic field strength (in
Gauss). By combining results from both the van der Pauw and Hall methods the carrier
mobility µe can be calculated from
µe =
1
qn2R2
(4.9)
The same equipment was used for the Hall measurement as that described above for
the van der Pauw measurement. A bench top permanent magnet, with a field strength
of 3850 G (0.385 Tesla), was also used. Samples were placed centrally between the two
poles of the magnet, the diameter of which were 7 cm. A comparison between voltages
measured for different sample sizes of the same material, ranging from 1 cm2 to 5 cm2,
showed an excellent consistency indicating that the uniformity of the field between the
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Figure 4.4: Example of single contact permutation for Hall measurement of a single
thin-film sample.
poles was very good. Again a calibration sample of TEC15, having a known sheet carrier
density of n2 = 1.46 ± 0.02 × 1015 cm−2, was measured regularly to ensure that the Hall
method was reliably accurate.
4.3.2 Optical methods
Spectrophotometry (SP)
A Shimadzu SolidSpec-3700DUV dual beam spectrophotometer was used to measure the
specular transmittance of single films. Features of this equipment include:
 An integrating sphere with three separate detectors to cover the wavelength range
165 - 2600 nm. The limits of the detectors are as follows,
– Photomultiplier (PMT): 165 - 1000 nm.
– InGaAs detector: 700 - 1800 nm.
– PbS detector: 1600 - 3000 nm.
 A computer controlled X-Y stage for measuring multiple points on large samples
(maximum sample size = 310 mm2).
 Automated scanning capability.
 5◦ reflectance attachment for measuring reflectance spectra in conjunction with X-Y
stage.
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Figure 4.5 shows a schematic ray diagram that summarises the configuration for a
transmittance measurement. The sample beam and reference beams are split from the same
source and the reference beam is used to correct for fluctuations in the signal generated
by the light source and the detectors. For all samples, measurements were made in the
range 250 - 2000 nm using a slit widths between 2 - 8 nm and resolutions of between 0.5
- 1 nm. Samples were orientated ‘face-up’ during the measurements, i.e with the sample
beam entering through the glass substrate and leaving through the film.
Following a transmittance measurement the data was exported to the program SCOUT3.0
[11]. This program was used to model the dielectric permittivity of the measured material,
according to the theory described in Chapter 2, and fit the transmittance data. Figure
4.6 shows a flow chart of the algorithm that was implemented during the fitting. Prior to
fitting, rough estimates for the parameters of each of the model components (e.g. Drude,
Lorentz, Inter-band), including the film thickness, were input. A downhill simplex method
[12] was then used to increment the parameters until a value for the mean squared error
(MSE), calculated as the standard deviation between experimental and theoretical spectra,
of < 0.0001 was achieved. The key parameters (e.g. d, Ed, ωp, γlow) were then extracted
from the model. Also, the fitted model was used to calculate the dispersion spectra (n and
κ) which were then exported to a library of optical data for use in subsequent multi-layer
models (Chapter 6). The fitting method described above is in later chapters referred to as
the SP method.
Figure 4.5: Schematic of beam and sample configuration for spectrophotometry
measurement.
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Figure 4.6: Flow chart algorithm describing extraction of dispersion data according
to the spectrophotometry (SP) method. See text for further details.
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Spectroscopic ellipsometry (SE)
Ellipsometry was also used to determine similar parameters for single films as those de-
scribed above in the SP method. The key difference in the principle behind each of tech-
niques is that spectrophotometry is simply used to measure the transmitted intensity of
light through a sample whereas ellipsometry measures the changes in polarisation states
of an incident beam of light following its reflection from a sample’s surface. A Woollam
M2000UI variable angle spectroscopic ellipsometer and CompleteEASETM software [13]
(located at Cranfield University, UK) was used for the measurement and analysis of single
films. Figure 4.7 shows a schematic representation of the equipment. The incident beam,
emitted by a white light source was linearly polarized before undergoing a reflection from
the sample surface. A rotating compensator, analyser and CCD were then used to measure
the plane polarized, rp, and vertically polarized, rs, components of the beam’s electric field
over the range in wavelengths 250 - 1500 nm. The phase difference, ∆, and the amplitude
ratio, Ψ, between the two components was then calculated, as a function of wavelength,
according to
rp
rs
= tan(Ψ) exp(i∆) (4.10)
Each film was scanned at multiple incident beam angles of 50◦, 60◦ and 70◦. To eliminate
reflections from the back surface of the glass substrate the surface was lightly brushed with
a fine sandpaper and covered with PTFE tape [14]. The set of six optical spectra (i.e. ∆
Figure 4.7: Schematic of ellipsometry measurement of a thin-film sample.
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Figure 4.8: Flow chart algorithm describing extraction of dispersion data according
to the spectroscopic ellipsometry (SE) method. see text for further details.
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and Ψ measured at the three separate angles) were then input into the CompleEASE
software and fit simultaneously according the the algorithm represented by the flow chart
in figure 4.8. The fit algorithm is very similar to that described for the SP method.
However, the inter-band transition component of the model is represented by a stand alone
PSEMI-M0 oscillator [15, 16] which was parameterised by values for the direct band gap,
Ed, and amplitude, APSEMI . The parameters of the combined model components were
varied until a value for the mean squared error of MSE < 0.0001, or lower, was achieved.
In this case the MSE value was calculated as
MSE = ×
√√√√ 1
3l −m
l∑
i=1
[Nei −Ngi ]2 + [Cei − Cgi ]2 + [Sei − Sgi ]2 (4.11)
where l is the number of wavelengths, m is the number of fit parameters within the model,
N = cos(2Ψ), C = sin(2Ψ) cos(∆) and S = sin(Ψ) sin(∆). Subscripts e and g are ascribed
to experimental and generated parameters respectively. The method for fitting ellipsometry
data is referred to in the remainder of this work as the SE method. For a detailed review
of spectroscopic elliposometry the reader is referred to [17].
4.3.3 Other methods
Surface profilometry
An AMBIOS XP 200 surface profiler was used to measure the thickness of single films. In
the case of soft films, e.g. CdTe, a scalpel was used to scratch away a small region of the
sample surface at the point of measurement. The needle of the profiler (figure 4.9) was
then scanned accross the step at the edge of this region. For harder films, e.g. oxides,
a mask was used during deposition to generate such a step or silver paste was applied
to a small area of the substrate before deposition and then removed with acetone post
growth, creating a distinct step edge between film and substrate. In the case of CdS films
it was necessary to remove the film using a dilute hydrochloric acid solution. For each
measurement an estimated error was calculated from the standard deviation of multiple
(at least three) repeat readings. In general, the minimum limit to the measurable thickness
of the profiler was ∼ 20 nm and film thickness could be determined to an accuracy of ∼ 5%.
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Figure 4.9: Schematic of profilometry measurement.
X-Ray diffraction
X-Ray diffraction (XRD) was used to characterise the crystal structure of single films of
CdTe deposited onto OptiWhite substrates. The technique permitted the preferred orien-
tation of the grains within the films and also the lattice parameter, a, to be determined.
Samples were measured in the Bragg-Brentano geometry [18, 19] as shown in figure 4.10.
Incident X-rays, provided by a monochromatic X-ray tube source, underwent diffraction
from the sample and their intensity was measured as a function of angle, θ, using a pho-
tomultiplier tube. Peaks in the intensity spectra were observed when the Bragg condition
was met according to
mλ = 2dhkl sin θ (4.12)
where m is the order of reflection (assumed to be m = 1) and dhkl corresponds to the
spacing between the lattice planes defined by the Miller indices h, k and l. For a cubic
structure (i.e CdTe) the lattice parameter can be calculated according to the equation
dhkl =
√
a
h2 + k2 + l2
(4.13)
Measurements were made with a Siemens D5000 diffractometer (located at Northumbria
University, UK) and samples were scanned using a CuKα1,2 emmision line (1.5406 A˚) and
over the range 20◦ − 90◦, in 2θ.
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Figure 4.10: The Bragg-Brentano (θ-2θ) geometry for XRD measurement.
4.4 Device characterisation
4.4.1 Current - voltage measurements
Current - voltage (J-V) measurements were made on completed CdTe devices to determine
their performance parameters, i.e. η, FF , JSC and VOC . Devices were illuminated under a
100 mW/cm2 (AM1.5) source, provided by an Oriel 81160 solar simulator calibrated using
a reference Si cell, and the current was measured as a function of applied bias voltage.
The voltage was sourced and the current measured using a single Kiethley 2400 source
meter. The measurement was automated using a custom built LabView program [20]
that interfaced with the Kiethley source meter via a GPIB connection. The resultant J-V
curves were used to extract the performance parameters according to the theory described
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in Chapter 3. All measurements were made at room temperature (21 ± 2◦C) and over a
range in bias of -1V to +1V. Care was taken to ensure that the temperature of the sample
remained approximately constant throughout.
4.4.2 Current - voltage - temperature measurements
A selection of samples were also contacted and mounted inside a cryostat chamber (CTI
cryogen refrigerator, Helix Technology Corporation) to make J-V measurements as a func-
tion of temperature (i.e J-V-T). The measurement involved the same experimental setup
as that described above. All measurements were made under dark conditions over a range
in temperature 120 - 330 K.
4.4.3 External quantum efficiency measurements
The external quantum efficiency (EQE) of a solar cell device is defined as the ratio of
incident photons to the number of electrons generated, measured as a function of wave-
length. In this work, EQE spectra were measured for CdTe devices using custom built
equipment, a full description of which is presented in [21]. Measurements were made over
the wavelength range 350 - 900 nm and at room temperature.
4.4.4 Electron microscopy
Electron microscopy was used to probe the resultant micro-structure of completed multi-
layer devices. While little quantitative information was determined using the microscopy
techniques a great deal of qualitative information concerning grain structure and mor-
phology, film adhesion, recrystallisation and inter-diffusion was observed. Analysis of
cross-sectional imaging also permitted the confirmation of layer thicknesses thus provid-
ing another method by which the growth rate of the films could be calibrated. Three
key microscopy techniques were applied to a selection of multi-layer samples within this
work: Scanning electron microscopy (SEM), scanning transmission microscopy (TEM),
and electron beam induced current (EBIC).
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Scanning electron microscopy
This technique involves the injection of a highly focussed beam of electrons into a sample
surface and the collection of subsequent electrons that are re-emitted from the sample.
The detection of these electrons as the e-beam is scanned across an area of the sample
permits the build up of an image of the sample surface. A schematic for the interaction
of the incident e-beam with a sample is shown in figure 4.11a. Depending on where in
the generation volume electrons are re-emitted from corresponds to different interaction
mechanisms. Each set of electrons (e.g. secondary, backscattered or Auger) can provide
information on different material properties. For example, the detection of secondary
electrons provides a high resolution image contrast that allows key features of the film,
such as voids, grain boundaries etc., to be investigated. Backscattered electrons however
provide compositional information and permits the distinction of separate material phases.
The detector geometries for imaging of secondary and backscattered electrons is shown in
fig 4.11b.
Cross-sectional samples were prepared and secondary electron imaging performed using
a FEI Helios Nanolab 600. A focussed beam of Ga+ was used to mill away material from
the sample to form a cross-section. A layer of platinum was deposited onto the sample
Figure 4.11: Principles of scanning electron microscopy. (a) The characteristic
generation volume associated with an incident electron beam. (b) Secondary and
backscattered detector configurations.
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surface prior to milling to ensure that a uniform polishing of the cross-section was achieved.
Backscattered imaging was performed using a Hitachi SU-70 FEG SEM.
Further book length reviews of scanning electron microscopy are provided in references
[22, 23].
Scanning transmission electron microscopy
Higher resolution images of device cross-sections were achieved using scanning transmission
electron microscopy. The principles of image formation using TEM is distinctly different
to that of SEM, and an excellent reviews of this technique is provided by [24]. Thinly
polished (< 100 nm) cross-sections were prepared, again using the focussed ion beam, and
transferred using an in-situ Omniprobe system to a TEM sample grid. The samples were
then transferred to a JEOL 2100 FEG TEM microscope for imaging.
Electron beam induced current (EBIC) measurements
This technique was used to provide qualitative analysis of the electrical response of CdTe
device cross-sections and performed simultaneously to SEM imaging using the Hitachi SU-
70. A single contact on a completed device, following FIB preparation, was connected via
back and front contacts to an amplifier. The signal generated as a function of position
from the injected e-beam was then measured and provided information concerning the
location of the junction within the cross-section (i.e whether it was at the CdTe/CdS or
buried elsewhere within the CdTe layer). The results were indicative of the efficacy of the
CdCl2 post treatment process. Extensive reviews on the EBIC technique and its use in the
characterisation of CdTe solar cells are provided by [25, 26].
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Chapter 5
Deposition and Characterisation of
TCOs
5.1 Introduction
This chapter presents an experimental study of several TCO materials, namely In2O3,
SnO2 and ZnO. The key aim of the work was to achieve and quantify the best optical
and electrical performance for each material with respect to the design criteria set for
CdTe based PV and to generate films that can potentially be incorporated into completed
device structures (Chapter 7). The use of RF magnetron sputtering presented an excellent
opportunity to develop and optimize each material by providing a high degree of control
over deposition parameters and maintaining an excellent run to run consistency in film
properties once the optimum parameters had been found.
A further aim of the work was to develop an optical technique, based upon simple
transmittance measurements and the theory laid out in Chapter 2, for the rapid and accu-
rate characterisation of TCO films. A non-contact method of materials characterisation is
highly desirable for routine use given the high sample throughput that is achievable with
magnetron sputtering. Reliance on contact based electrical measurements (e.g. van der
Pauw and Hall) reduces the speed with which new materials can be developed. Further-
more, the optical technique permits the extraction of fundamental parameters such as n(λ)
and κ(λ) which can be incorporated into models for the behaviour of multi-layer structures
(Chapter 6). Throughout this chapter, such an optical technique is repeatedly applied and
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assessed with respect to each of the TCO materials studied.
Section 5.2 presents a short study of Sn doped In2O3 films and provides an initial
benchmark with which subsequent films can be compared. Section 5.3 explores, in detail,
alternative doping routes to F doped SnO2, which include the use of reactive sputtering in
the presence of trifluoromethane (CHF3) and tetrafluoromethane (CF4), sputtering from a
mixed composition SnO2:SnF2 target and co-sputtering from independent SnO2 and SnF2
targets. Section 5.4 investigates the properties of intrinsic, highly resistive ZnO as well as
Al and F doped ZnO films. The chapter is concluded with a comparison of the performance
of each of the materials described and also includes two commercial TCO materials, namely
Pilkington TEC8 and TEC15 which have both been used extensively by several groups as
substrates for CdTe solar cells [1–5].
5.1.1 Experimental and analytical methodology
The general methodology of RF magnetron sputtering has been outlined in Chapter 3 and
in this chapter any specific description of growth conditions are deferred to the appropriate
subsections. All materials were deposited onto 3 mm thick, low Fe OptiWhite soda-lime
glass substrates (Pilkington NSG group). Fabrication of wedge shaped or combinatorial
samples involved the use of an aluminium substrate holder which ensured that uniform
heating of the substrate during deposition. A target-substrate separation of 10 cm was
maintained throughout all experiments.
Electrical measurements were made using the custom built equipment described in
Chapter 3 and were performed on square samples of sizes 5 × 5 cm2 or 2 × 2 cm2. They
were contacted at the four corners by gold pins and in general, samples were conductive
enough for the contact resistance to be ignored. However, in cases of highly resistive films
silver paste was used to ensure that a stable contact was achieved. The experimental errors
associated with each resistivity or Hall measurement were determined from the standard
deviation in multiple (at least 3) measurements. In general, the reproducibility of electrical
results using the electrical set-up was very good with repeat readings typically being withn
5% of each other.
Optical transmittance spectra in the range 250 to 2000 nm were recorded using a
Shimadzu Solid Spec 3600 spectrophotometer (see Chapter 3). These spectra were then
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fitted according to a physical model for the dielectric permittivity which was constructed
from the theory described in chapter 2 and consisted of Lorentz, Drude (and extended
Drude), and inter-band transition components. Fitting was achieved using commercial
software (SCOUT [6] - see section 4.3.2) which implemented a downhill simplex iteration
to model parameters (i.e ωp, τ , ∆BM etc). After each iteration the parameters were used to
calculate the components ε1 and ε2 over full range of the spectrum. These components were
then passed to a transfer matrix algorithm [7] to calculate a model transmittance spectrum
that was then compared directly with the measured data. The iteration continued until the
mean squared error, MSE, between the experimental and model spectra was minimised.
The final MSE value indicated the quality of the resultant fit. MSE values below 1× 10−4
indicated that the resultant model parameters yielded a good fit to the transmittance
spectra. The procedure is illustrated by a flow chart in figure 4.6.
5.2 In2O3:Sn
As discussed in Chapter 2, Sn doped In2O3 (ITO) is currently the most ubiquitous TCO,
but the increasing scarcity of In means that it is unlikely to remain so. A key focus
of this chapter was therefore to investigate alternative materials based upon Sn and Zn,
the relative costs of which are significantly lower than In. Nonetheless, the fabrication of
In2O3:Sn films served as an exercise in which the experimental capabilities of the deposition
equipment, in terms of reproducing results reported by others (see table 2.2), could be
assessed. Furthermore, the films served as a reference with which subsequent SnO2 and
ZnO based TCOs could be compared.
Films were deposited from a standard In2O3:SnO2 (10% wt.) target (99.99% purity,
Pi-Kem Ltd.) the use of which is widely reported. Initial attempts to sputter from the
target were complicated by an unusual type of circular arcing confined to the surface of the
target. A high density plasma discharge was observed precessing around the circumference
of the target and within minutes of applying an RF power a circular trench, approximately
2mm in depth and 1 mm in diameter had been carved from the target surface. The
phenomenon occurred repeatedly at powers greater than 50 W. To overcome the arcing
problem, the target was conditioned at a very low RF power (20 W) for a period of 5 hours
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following which the arcing did not reoccur. Similar occurrences have since been observed
following the installation of other target materials; most notably CdTe, in which the arcing
is particularly violent and damaging to the target. In all cases, the arcing can be overcome
by low power conditioning of the target surface.
The optimum deposition parameters for films of In2O3:Sn (ITO) were established as
being an RF power of 60 W, a substrate temperature of 400◦C and an Ar pressure of 1
mTorr. The separation between target and substrate was approximately 10 cm. Under
these conditions the electrical resistivity of the films reached a reproducible minimum of
1.2 ×10−4 Ω.cm. These parameters were arrived at via an empirical approach and no
systematic investigation into the effect of the sputtering parameters on film properties was
made. This was partly due to the fact that all films were generally of a very good quality
(i.e. good uniformity and adhesion, with typical resistivites below 1×10−3) regardless of the
deposition parameters, provided that a substrate temperature above 300◦C was employed.
In general, however films deposited at Ar pressures below 2 mTorr were electrically superior
and had considerably higher carrier densities of the order ne > ×1020 cm−3. This is
explained by the fact that at lower pressures, Ar ions undergo less scattering as they
Figure 5.1: Direct transmittance of Sn doped In2O3 (ITO) film deposited from an
In2O3:Sn (10% wt.) target. The film was deposited onto an OptiWhite soda-lime
glass substrate under the following conditions: RF Power = 60 W, pressure = 1
mTorr, Tsub = 400
◦C, deposition time = 120 mins.
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are accelerated toward the target. The impact energy of ion bombardment is therefore
much higher and both In2O3 and SnO2 present in the target are more likely to completely
dissociate into their constituent elements as they are ejected from the target. More free
Sn atoms are available to take part in doping processes at the surface of the substrate as
a result.
Figure 5.1 shows transmittance data of the baseline In2O3:Sn film deposited under
optimum conditions. A model for the dielectric permittivity of TCO materials, consisting
of Lorentz, Drude and inter-band transition components (see Chapter 2) was used to fit
the transmittance data. The fit was achieved using the SCOUT software [6] according
to a downhill simplex method. The only fixed input to the model was the direct band
gap which was set at the value of Ed = 3.75 eV generally found in the literature [8]. All
other initial parameter values were input using physically reasonable estimates. The fitting
process, which typically lasted no longer than 20 seconds, was allowed to continue until
an MSE value of < 1× 10−4 was achieved. The parameter values yielded from the fit are
shown in table 5.1. Note that while the parameters from both Drude and extended Drude
components are shown together within the table, they were not used within the model
simultaneously.
Table 5.2 compares the experimentally determined electrical properties of the ITO
baseline sample, determined by van der Pauw and Hall measurements, with those values
calculated from the parameters extracted from the models. Both types of Drude compo-
nents generated well matched values for the carrier density but only the extended Drude
component accurately predicted the value of the electron mobility. The assumption that
the scattering is frequency dependant (extended Drude) is therefore better than that of
a constant scattering parameter (Drude) which leads to much higher predicted values of
electron mobility. Subsequent values for R2 and ρ are therefore incorrect according to the
Drude component but match extremely well if the extended Drude component is used.
The effective electron mass was calculated in both instances using the plasma frequen-
cies determined from the model and the experimentally determined carrier density (in
accordance with equation 2.28). A value of me = 0.4 m0 was determined in both cases
which is slightly higher than the value of 0.3 me quoted in the literature for intrinsic In2O3
[9]. This is expected as it has been shown by Ruske et al. [10] that in the case of heavily
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doped TCO films the effective mass is generally increased. It was also possible to estimate
the size of the effective electron mass from the Burstein-Moss shift, ∆BM , extracted from
the inter-band transition component of the model, according to equation 2.54. A value of
0.39 m0 is in good agreement with the other values.
Table 5.1: Parameters extracted from fitting the model to the optical transmittance
spectrum of the baseline ITO sample. The symbols used are explained in Chapter
2.
Model Component Parameter Value
A0 (eV) 196.9
Lorentz Oscillator h¯ω0 (eV) 19.67
τ (eV) 0
h¯ωp (eV) 1.73
Drude
γ (×1013 s−1) 1.68
h¯ωp (eV) 1.72
γlow ( ×1013 s−1) 8.68
Extended Drude γhigh (×1013 s−1) 1.40
ωcross (eV) 0.21
ωδ (s
−1) 0.13
Ed (eV) 3.75
E
′
d (eV) 4.15
Direct Transitions ∆BM (meV) 394
D (eV3/2) 29.93
γw (eV) 0.54
Ei (eV) 2.58
Indirect Transitions Ep (meV) 7.9
D
′
0.21
d (nm) 249.8
MSE (×10−5) 7.5
T˜ 0.83
α˜ (cm−1) 3419
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Table 5.2: A comparison between electrical properties of the ITO baseline sample
determined by experiment and by fitting to optical data.
R2
(Ω/2)
n2
(×1016 cm−2)
ne
(×1020 cm−3)
µe
(cm2V−1s−1)
ρ
(×10−4 Ω.cm)
me
(m0)
Experimenta 5.1 2.1 8.9 58.4 1.2b –
Drude 1.1 2.2 8.6 261.7 0.3 0.40c
Extended Drude 5.2 2.1 8.5 56.9 1.3 0.40c
B-M shift – – – – – 0.39d
a van der Pauw and Hall measurements
b Calculated using d = 249.8 nm value extracted from model
c Calculated according to equation 2.28
d Calculated according to equation 2.54 and using values determined by extended Drude component
Figure 5.2: Determination of effective direct and indirect band gaps of ITO baseline
sample via extrapolation of linear regions of (αhν)2 and (αhν)1/2 plots. α was
calculated according to α = −1d ln TTsub . Values of Ed = 4.2±0.2 eV and Ei = 3.4±0.2
eV were determined from the plots.
Figure 5.2 shows (αhν)2 and (αhν)1/2 vs E plots for the ITO baseline sample. A value
of the effective direct band gap of the film was extrapolated as E
′
d = 4.2 ± 0.2 eV which
compares favourably to the value of 4.15 eV (i.e. Ed + ∆BM) given by the model. This
again suggests that equation 2.54 is correct and that the only reason for a shift in the
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effective band gap is due to a BM effect. There was, however, a considerable discrepancy
between the extrapolated and model determined values of the indirect band gap, the values
being 3.4 ± 0.2 eV and 2.58 eV respectively. Without a third means of investigating the
indirect band gap it is hard to say which method gives a reliable value, or indeed if either
is correct. All that can be certain is that there is a relatively small component to the
absorption coefficient that is generated by indirect transitions at energies above ∼ 2.5 eV.
The full optical behaviour (complex dielectric function, refractive index and absorp-
tion), shown as a function of wavelength, determined by the model’s fit to the transmit-
tance spectrum, is presented in figure 5.3. The shapes of the plots include all the features
expected of a heavily doped semiconductor, as described in Chapter 2. Knowledge of the
film’s wavelength dependent properties permit the simulation of transmittance spectra at
any chosen film thickness, which is of great use in the theoretical design of optical stack
structures.
To further test the model’s ability to accurately extract electrical and optical behaviour
it was applied to 72 separate transmittance spectra taken over a single wedge shaped film of
In2O3:Sn deposited under the optimum conditions but with the substrate rotation turned
off. The resultant thickness profile, determined by repeated model fits, is shown in figure
5.4. The profile varies smoothly as a function of position, with no anomalous spikes in
thickness indicating that the fitting procedure is self consistent. The carrier concentration
across the sample remained roughly constant at 1.01±0.04×1021 cm−3, as did the effective
band gap at 4.27 ± 0.03 eV. However, a small variation in mobility was observed as a
function of thickness, as shown in figure 5.5. Values of mobility increased from around 33
cm2V−1s−1 at thicknesses close to 100 nm, to around 40 cm2V−1s−1, as the film thickness
increased beyond 400 nm.
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Figure 5.3: Optical behaviour of the baseline ITO sample as determined from fitting
the model to the experimental transmittance spectrum: a) Components of complex
dielectric permittivity. b) Corresponding n and κ spectra. c) Absorption coefficient.
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Figure 5.4: The thickness profile of a wedge shaped ITO sample (deposited under
the same conditions as the ITO standard). The profile was determined by fitting
72 transmittance spectra taken from points separated by intervals of 1 cm over a 10
cm2 sample.
The reason for this variation is likely to be a consequence of the polycrystalline structure
of the film. A component of the scattering of free carriers can be attributed to grain
boundaries, the density of which decreases as grain size increases with film thickness.
Therefore, the electron scattering is reduced and in turn electron mobility increased in
thicker regions of the film. This indicates some potential for reducing the resistivity further
through tailoring the grain size. This might be achieved through further variation of the
sputtering parameters.
To summarise, Sn doped In2O3 was a reasonably easy material to sputter and very little
effort was required to discover a set of deposition parameters that yielded high quality films.
In fact the lowest achievable resistivity of 1.2 × 10−4 Ω.cm equals the best values quoted
in the extensive literature regarding ITO (see table 2.2). The sputtered ITO films provide
an excellent bench-mark to which other TCO materials can be compared. They are also
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Figure 5.5: The mobility values over the wedge shaped sample of ITO were seen to
increase with thickness. It may be speculated that the increase can be attributed to
changes in micro-structure (e.g. grain size and texture) as the film thickens.
highly reproducible, with properties varying very little on a run to run basis, and the films
are potentially compatible with a CdTe device structure (Chapter 7).
5.3 SnO2
The most common deposition technique for SnO2 based TCOs, in particular fluorine doped
SnO2, is chemical vapour deposition (CVD) [11–13]. Relatively few attempts have been
made to create such materials using magnetron sputtering and the technique is generally
unable to reproduce the quality of CVD deposited films which typically have sheet resis-
tances reported to be below 20 Ω/2 and transmittances above 0.8. In this section, a range
of alternative doping routes for SnO2:F are explored and the limitations of RF magnetron
sputtering for this material system firmly established. The range of different doping routes
used were:
 Reactive sputtering from a SnO2 target in Ar with partial pressures of CHF3 or CF4
gases.
 Sputtering from a mixed composition, SnO2:SnF2 (10% wt.), target.
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 Co-sputtering from separate SnO2 and SnF2 targets.
However, prior to these investigations a brief assessment of the effect of deposition param-
eters on the properties of undoped SnO2 films is presented.
5.3.1 Undoped SnO2
All SnO2 films were deposited from a SnO2 ceramic target (99.99 % purity, Pi-Kem Ltd.)
under a constant total chamber pressure of 5 mTorr. Initially, the effect of the substrate
temperature on resultant film properties was investigated over the range 17 - 450◦C, while
maintaining a constant RF power of 100 W. Figure 5.6 shows the effect on growth rate, resis-
Figure 5.6: The effect of Tsub on (a) growth rate, (b) resistivity and transmittance
for films of undoped SnO2 films deposited from a ceramic SnO2 target at a fixed
RF power of 100 W and a 5 mTorr pressure of Ar (The resistivity values obtained
are subject to run-to-run variability that gives scatter greater than indicated by the
measurement error bars).
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Figure 5.7: The effect of RF power on (a) growth rate, (b) resistivity and transmit-
tance for films of undoped SnO2 films deposited from a ceramic SnO2 target at a
fixed substrate temperature of 250◦C.
tivity and transmittance. A modest reduction in growth rate from 5 nm/min to 4.2 nm/min
was observed, decreasing linearly over the temperature range. The integrated transmit-
tance, T˜ , remained independent of substrate temperature and in general maintained a
value above 0.8. On the other hand, the film resistivity fluctuated between 0.5×10−1 Ω.cm
and 4× 10−1 Ω.cm, with the lowest resistivity being achieved at a temperature of 250◦C.
Substrate temperatures of > 250◦ were chosen for all subsequent experiments involving
SnO2. and it is thought, based on work by Stjerna et al. [14], that this is sufficient to
promote the effects of extrinsic doping following the incorporation of a fluorine containing
gas.
Figure 5.7 shows the variation in growth rate, resistivity and transmittance with RF
power, over the range 50 - 300 W, for films deposited at a constant substrate temperature
of 250◦C. A linear increase in the growth rate, from 2 to 16 nm/min, is observed with
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increasing power. Again, T˜ is maintained at values of ∼ 0.8 over the range. In general the
resistivity was seen to decrease with increasing sputter power with a minimum value of
2.1× 10−2 Ω.cm achieved at an RF power of 250 W. This power was therefore chosen for
all subsequent doping experiments as it would be expected to promote further reductions
in resistivity whilst allowing practical growth rates (i.e. films of thickness > 100 nm could
be grown within ∼ 1 hour). Note that while there were no attempts to introduce extrinsic
dopants to the SnO2 films represented in figures 5.6 and 5.7, they were far from being
intrinsic (i.e. non-conducting) and possessed measurable sheet resistances, probably due
to native oxygen vacancies, Vo.
An attempt to manipulate the level of oxygen vacancies was made by introducing partial
pressures of oxygen (0 − 8%) into the chamber during deposition. Figure 5.8 shows that
the film resistivity increased with O2 partial pressure as expected, there being an order of
magnitude increase in ρ upon increasing it from 0 to 8%, at an RF power of 250 W and
a substrate temperature of 250◦C. Further analysis was performed on a film sputtered in
a 1% partial pressure of oxygen through application of the optical model. The fit to the
transmittance spectrum, shown in figure 5.9, used the parameters listed in table 5.3
Figure 5.8: Reactive sputtering of SnO2 from a SnO2 ceramic target with Ar and
oxygen. The variation in resistivity as a function of oxygen partial pressure is shown.
Films were sputtered at a constant RF power and substrate temperature of 250 W
and 250◦C respectively.
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Figure 5.9: Direct transmittance of SnO2 deposited under the following conditions:
RF power = 250 W, pressure = 5 mTorr (+ 1% O2 pp.), Tsub = 250
◦C. The thick
line shows the model fit and the dotted line the substrate transmittance.
Figure 5.10: Determination of direct and indirect band gaps for a SnO2 film sput-
tered in a 1% partial pressure of O2. Values of Ed = 3.9±0.2 eV and Ei = 2.96±0.08
eV were estimated from the intercepts.
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Table 5.3: Parameter values extracted from model fit to transmittance spectrum of
an undoped SnO2 film sputtered in a 1% partial pressure of O2 (Figure 5.9). The
symbols used are defined in Chapter 2
Model Component Parameter Value
A0 (eV) 90.52
Lorentz Oscillator h¯ω0 (eV) 52.51
1
τ
(eV) 0.42
Ed (eV) 3.94
∆BM (meV) 0
a
Direct Transitions
D (eV3/2) 17.3
γw (eV) 0.35
Ei (eV) 2.85
Indirect Transitions Ep (meV) 5.75
D
′
0.35
d (nm) 502.4
MSE (×10−5) 7.9
T˜ 0.87
α˜ (cm−1) 820
a Fixed value and not used as a fitting parameter.
and yielded an MSE value of 7.9× 10−5.
Throughout the fitting procedure a value for the Burstein-Moss shift of ∆BM = 0 was
maintained as it was assumed that the shift was negligible, the carrier density most likely
being below the critical density, nc required for a degenerate population of carriers. Instead,
Ed (usually a fixed parameter) was allowed to vary in order to find the material’s effective
band gap. A value of Ed = 3.94 eV was determined using the model and corroborated
through extraction from an (αhν)2 plot (figure 5.10).
This value is significantly higher (+0.2 eV) than the expected value of around 3.7 eV
given in the literature for undoped SnO2. The assumption that the BM shift is negligible
is justified since to induce a shift, a carrier concentration of ne ∼ 1020 cm−3 is required.
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This would correspond to a resistivity of the order 10−3 Ω.cm (assuming a mobility of ∼ 30
cm2V−1s−1) which is an order of magnitude lower than the value actually measured. The
shift in the effective band gap must therefore be explained by another mechanism, e.g.
through quantum confinement effects caused by a small, < 10 nm, grain size [15–20].
Note that due to the low level of doping in the sample, no Drude component was required
for the fitting of the transmittance spectra. The expected carrier density of < 1019 cm−3,
determined from fitting, would correspond with a plasma frequency greater than h¯ωp = 0.3
eV (i.e. 4 µm) which is far beyond the range of measurement for transmittance spectrum,
making a Drude component redundant for fitting in the range studied.
5.3.2 F doped SnO2
Reactive sputtering with Ar and CHF3 or CF4
i) CHF3: A series of films was grown in an Ar/CHF3 ambient at a total pressure of 5
mTorr and with the partial pressure of CHF3 being adjusted in the range 0 - 15%. Figure
5.11 shows the variation of the film properties obtained. Generally the resistivities fell in the
range 1 - 4 ×10−2 Ω.cm (there being some anomalous points with high resistivity that were
attributed to run to run variation rather than a systematic effect). The lowest achievable
resistivity was found at a CHF3 partial pressure of 8% and was 1× 10−2 Ω.cm. Over the
range investigated the integrated optical transmittance remained approximately constant
at 0.85. Table 5.4 shows the parameters used in a model of the optical transmittance of
the film sputtered in 8% CHF3. Note that in this case, Ed was set at the literature value
of 3.7 eV and ∆BM was used as a fitting parameter. The value for the resultant BM shift,
∆BM = 0.19 eV, is bigger than expected when considering the film’s resistivity. As for the
undoped SnO2 (5.3.1) the extended shift is likely due to a small grain structure, but the
effect is less pronounced than for films sputtered in oxygen.
ii) CF4: A second sequence of gas doping trials was conducted under identical conditions
but using CF4, with partial pressures being in the range 0 - 15 %. For these samples the
resistivity was high compared to the previous set of samples: For 1% CF4 the resistivity was
11.5 Ω.cm for a 450 nm thick film (R2 = 250 kΩ/2). Higher partial pressures generated
films with resistances that were immeasurably high using the van der Pauw method (i.e.
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Figure 5.11: Reactive sputtering of SnO2:F in CHF3. The variation of ρ and T˜ as
a function of CHF3 partial pressure is shown. A constant RF power and Tsub of 250
W and 300◦C respectively was maintained throughout. The minimum resistivity
was achieved at a CHF3 partial pressure of 8%.
R2 > 10 MΩ/2). Again, all films in the series had a transmittance of ∼ 0.85.
Whereas the use of CHF3 served to reduce the resistivity of undoped SnO2 from 2.1×
10−2 Ω.cm to 1 × 10−2 Ω.cm, the use of CF4 caused a significant increase in resistivity
to ρ > 10 Ω.cm. It may be concluded that CHF3 imparts doping to SnO2 but the effect
cannot be extended to give higher doping simply by the use of a more fluorine rich species.
It may therefore be speculated that either H· or CH· radicals contribute to the doping
mechanism, possibly by influencing the population of Vo (or VF). On the other hand CF4
may act to introduce a compensating centre.
Doping with SnF2
SnF2 is a white solid with a melting point of 215
◦C [21]. While recognising that it may be
considerably less stable than SnO2 as a sputtering target, the use of SnF2 has nevertheless
been investigated here for use in doping by sputtering from both a mixed target and by
co-sputtering.
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Table 5.4: Parameter values extracted from model used to fit the optical transmit-
tance spectrum of the F doped SnO2 film sputtered in an 8% partial pressure of
CHF3
Model Component Parameter Value
A0 (eV) 124.21
Lorentz Oscillator h¯ω0 (eV) 70.57
1
τ
(eV) 0.33
Ed (eV) 3.7
a
∆BM (meV) 190
Direct Transitions
D (eV3/2) 6.63
γw (eV) 0.42
Ei (eV) 2.90
Indirect Transitions Ep (meV) 4.90
D
′
0.47
d (nm) 487.1
MSE (×10−5) 8.3
T˜ 0.85
α˜ (cm−1) 1265
a Set at value and not used as a fit parameter.
i) Sputtering from a mixed SnO2/SnF2 (10% wt.) target: Film growth using the
mixed SnO2/SnF2 target was attempted using the following deposition parameters: An RF
power of 250 W, substrate temperature of 250◦C, and an Ar pressure of 5 mTorr. However,
the use of this RF power caused severe differential sputtering of the mixed target. SnF2-
rich regions of the target, ∼ 1 mm in diameter, were rapidly denuded of material over very
few runs leading to the formation of voids in the target. Hence, the target became unusable
for doping experiments under these sputtering conditions and further investigations were
abandoned. In principle it may be possible to find conditions having more equal sputtering
rates (at low RF power) but this was not attempted in this work.
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ii) Co-sputtering of SnO2/SnF2: Since it was demonstrated that SnO2 and SnF2 have
disparate sputtering rates, co-sputtering was investigated as an alternative doping route
that involved the use of two separate SnO2 and SnF2 targets, to which the power could be
varied independently. In order to make a rapid assessment of the composition ratios likely
to effect optimised doping, a combinatorial approach was adopted in which a compositional
gradient - over the width of a 10 cm2 substrate - was generated by sputtering simultaneously
from each of the targets without substrate rotation. In preliminary experiments, each
of the targets was used separately to generate a sample with a wedge shaped thickness
distribution. The profile of these wedges were measured, via fitting to optical transmittance
spectra, as a function of position (x) through a centered cross section for both SnO2
deposited at 300◦C and SnF2 deposited at room temperature with RF powers of 100 W
and 50 W respectively. The SnF2 target was stable at a power of 50 W. A co-sputtered
sample was fabricated at a substrate temperature of 300◦C and at the same values of
RF power. The thickness profile through a centered cross-section was again determined
optically. The resultant film profiles are shown in figure 5.12. Note that the resultant
profile of a co-sputtered film is not given exactly by the superposition of thickness profiles
from the seperate targets. This is because of the interference effects that both plasmas,
Figure 5.12: Thickness profile through films of separately sputtered SnO2 and SnF2
and resultant profile for a co-sputtered SnO2:SnF2 film. In all cases, films were
deposited with the substrate rotation switched off.
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Figure 5.13: Variation in resistivity as a function of position in a co-sputtered
SnO2:SnF2 sample. Resistivity values at positions below 50 mm were too high for
measurement.
located over the target surfaces, have on each other when running simultaneously.
Figure 5.13 shows the corresponding variation in resistivity across the co-sputtered
sample as a function of position. Van der Pauw measurements were made on 1 cm2 pieces
cut from the middle segment of the sample, the resistivity values are therefore averaged
over these areas. At positions below 50 mm, i.e the parts of the sample closest to the SnF2
target, the resistivities were very high and hence figure 5.13 only shows data for positions
above this. The composition of the film at these points was likely to have contained phases
of both SnO2 and SnF2. However, at positions beyond 50 mm a rapid decrease in resistivity
was observed indicating a compositional change in the film to SnO2:F rather than a mixture
of phases. The most conductive part of the film (ρ ∼ 1.2 × 10−2 Ω.cm) was located at
a position furthest away from the SnF2 target at x = 90 mm. It is therefore likely that
further exploration of this low-doped region, achievable by increasing the relative difference
between the powers applied to each target, will yield films with lower resistivities than the
best value obtained here.
Table 5.5 shows a summary of results for SnO2 and the properties for the best SnO2
films from each doping study. It was not possible using RF magnetron sputtering to match
the opto-electrical properties of films deposited via CVD whose resistivities tend to be
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Table 5.5: A summary of sputtering parameters for films that exhibited the lowest
achievable resistivity for each doping route.
Target
Reactive
gas
pp.
(%)
Power
(W)
Tsub
(◦C)
Pressure
(mTorr)
d
(nm)
R2
(Ω/2)
ρ
(Ω.cm)
T˜
α˜
(cm−1)
SnO2 – – 250 250 5 380 550 2.0× 10−2 0.81 1996
SnO2 CHF3 8 250 300 5 430 232 1.0×10−2 0.85 1432
SnO2 CF4 1 50 350 1 250 460 k 11.5 0.85 2464
SnO2:SnF2
a – – 100:50 300 5 900 154 1.2×10−2 0.74 13000
a Co-sputtered from separate targets.
at least two order of magnitude lower. However, some potential for further reduction in
resistivity for sputtered films has been identified either by incorporating hydrogen into
the deposition or investigating the co-sputtering route further by reducing the fractional
composition of SnF2.
5.4 ZnO
There is increasing interest in doped ZnO films, particularly for application in thin-film
solar cells. The use of ZnO is desirable for two key reasons: Firstly, the relative cost of
Zn compared with both In and Sn is significantly lower, providing excellent opportunity
for large scale cost reduction. Secondly, unlike SnO2 based TCOs, which favour deposition
via CVD and spray pyrolysis techniques, magnetron sputtering seems particularly well
suited for the deposition of ZnO. This is advantageous in the case of thin-film PV where
sputtering is considered more compatible with the need in some cases for lower substrate
temperature and a high degree of control over deposition parameters. In the case of CdTe
based devices, the use of ZnO:Al has already been demonstrated as an effective front
contact TCO material [22].
In this section, the use of radio frequency magnetron in the deposition of high quality
Al and F doped ZnO TCOs is investigated according to two distinct growth strategies:
 ZnO:Al: Deposition from a mixed composition target (section 5.4.2).
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 ZnO:F: Reactive sputtering of a ceramic ZnO target in an Ar/H2/CHF3 ambient
(5.4.3).
Prior to these investigations however, a study is made of the deposition and resultant
properties of undoped ZnO films from a single ZnO target.
5.4.1 Undoped ZnO films
Initially, the influence of RF power on the growth and properties of ZnO films was in-
vestigated. Films were deposited from a ZnO (99.999%, Pi-Kem Ltd.) target at room
temperature and a pressure of 5 mTorr over a range of powers from 50 W to 175 W. RF
powers above 175 W were not applied to the target following previous trials where, at these
powers, ZnO targets suffered cracking and deformation which rendered them unusable with-
out potential damage to the magnetron guns. Figure 5.14 shows the effect of power on the
growth rate, Ed and T˜ . Resistivity could not be investigated as a function of power because
all the films deposited in this study possessed sheet resistances greater than 1 MΩ/2 (i.e.
beyond the measurement capability of the van der Pauw system). Growth rate was seen
to increase linearly with increasing RF power as expected, from ∼ 0.8 nm/min at 50 W
up to 4 nm/min at 175 W. Note that at all RF powers, growth rates were approximately
half those observed when sputtering from a SnO2 target. Over the range, values of Ed
and T˜ remained constant at 3.2 ± 0.02 eV (consistent with published values for undoped
films [23]) and 0.85 respectively. This indicates an excellent run to run consistency in film
properties, despite changes in RF power, which was helpful in the determination of any
key trends in opto-electric parameters in later reactive sputtering experiments.
Figure 5.15 shows the refractive index the undoped ZnO (deposited at 150 W) deter-
mined using the optical method described earlier in section 4.3.2 and outlined in figure 4.6.
This is compared to data extracted using the Swanepoel envelope method [24, 25] which
permitted the extraction of n at wavelengths corresponding to maxima and minima in the
fringe profile of the transmittance spectrum in the region of high transmittance only (i.e.
at wavelengths above the band gap). The data points in figure 5.15 therefore represent a
collective analysis of all films shown in figure 5.14. The data points were fitted using a
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Figure 5.14: The effect of RF power on (a) growth rate, (b) direct band gap and
transmittance for films of undoped ZnO films deposited from a ceramic ZnO target
at a fixed substrate temperature of 17◦C. For all films, the resistivity was too high
for measurement (i.e R2 >1 MΩ). An average band gap for all films was determined
as 3.2± 0.02 eV.
Sellmeir function of the form
n(λ) =
a21λ
2
λ2 − b21
+
a22λ
2
λ2 − b22
(5.1)
where a1, a2, b1 and b2 are constants. The two curves are not in complete agreement, the
Swanepoel analysis yielding slightly higher values, but a difference of no more than 0.1
(i.e ∼ 5%) is observed over the measurement range. Indeed, the shapes of the curves are
very similar with an increase in n observed in both cases at wavelengths close to the band
edge and a levelling out of the curves at wavelengths beyond 1000 nm. This flat tail in
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Figure 5.15: Refractive index of undoped ZnO films sputtered from a ZnO target
under 5 mTorr Ar and at room temperature. Data points have been extracted from
transmittance curves of multiple films using the Swanepoel envelope method. The
functional form of n(λ) is determined using a Sellmeir fit (· · · · ·). The shape of the
dispersion is also calculated by fitting a single transmittance curve according to the
SP method (—–).
n indicates that the doping level within the films is low (< nc) and is consistent with the
fact that the films are highly resistive.
Of the two methods, the SP method is considered to be the more reliable in extracting
the dispersion as it makes use of every data point within a transmittance spectrum during
its fitting procedure. The Swanepoel method only makes use of data points located at the
maxima and minima for fringes located in the region of the transmittance spectra located at
wavelengths above the band edge and relies upon a “zero-absorption” approximation which
is not completely accurate. A large number of samples, deposited under identical conditions
but of different thicknesses, are required to generate a reliable Sellmeir fit whereas the SP
method can extract continuous relations for n and κ from a single transmittance curve.
Furthermore, the SP method is regarded as being of particular use in extracting n at
wavelengths below the band edge. This is not possible using the Swanepoel method.
123
5.4.2 Al doped ZnO
Films of ZnO:Al (AZO) were deposited from a mixed composition, ZnO:Al2O3 (2% wt.)
target. Again, as for the deposition of In2O3:Sn films, the optimum sputtering parameters
were found by an empirical approach. It was found that any combination of RF power
and chamber pressure, in the ranges 50-180 W and 150-300◦C, generally yielded films with
resistivities below 1× 10−3 Ω.cm provided that substrate temperatures above 150◦C were
used. The most significant deposition parameter was again found to be the pressure, with
lower pressures (< 2 mTorr) giving rise to superior electrical properties. The best films
were generated at the lowest achievable pressure of 0.5 mTorr, below which the plasma
could not be sustained with enough stability to ensure continuous deposition from the
target.
Figure 5.16 shows the transmittance of a film deposited under 150 W, 0.5 mTorr Ar and
at a substrate temperature of 150◦C. A deposition time of 120 mins was used to establish
a film with an approximate thickness of 500 nm. The model fits using either a Drude
Figure 5.16: Direct transmittance of an Al doped ZnO (AZO) film deposited from
ZnO:Al2O3 (2% wt.) target. The film was deposited onto an OptiWhite soda-lime
glass substrate under the following conditions: RF Power = 150 W, pressure = 0.5
mTorr, Tsub = 150
◦C, deposition time = 120 mins.
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Table 5.6: Parameter values extracted from model fit to AZO standard transmit-
tance spectra (Figure 5.16). The symbols used are defined in Chapter 2.
Model Component Parameter Value
A0 (eV) 108.6
Lorentz Oscillator h¯ω0 (eV) 46.4
τ (eV) 0
h¯ωp (eV) 1.33
Drude
γ (×1013 s−1) 1.85
h¯ωp (eV) 1.22
γlow (s
−1) 16.31× 1013
Extended Drude γhigh (s
−1) 0.30× 1013
ωcross (eV) 0.55
ωδ (s
−1) 0.20
Ed (eV) 3.20
a
∆BM (meV) 519
Direct Transitions
D (eV3/2) 16.3
γw (eV) 0.52
Ei (eV) 3.02
Indirect Transitions Ep (meV) 2.6
D
′
0.31
d (nm) 516.7
MSE ×10−5 5.1
T˜ 0.84
α˜ (cm−1) 1371
a Fixed value and not used as a fitting parameter.
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Table 5.7: A comparison between electrical properties of the AZO standard deter-
mined by experiment and model fit.
R2
(Ω/2)
n2
(×1016 cm−2)
ne
(×1020 cm−3)
µe
(cm2V−1s−1)
ρ
(×10−4 Ω.cm)
me
(m0)
Experimenta 9.1 2.2 4.3 30.8 4.7b –
Drude 1.0 2.2 5.1 237.5 0.5 0.35c
Extended Drude 10.5 2.0 3.8 30.8 5.4 0.35c
B-M shift – – – – – 0.17d
a van der Pauw and Hall measurement
b Calculated using d = 249.8 nm value extracted from model
c Calculated according to equation 2.28
d Calculated according to equation 2.54 and using values determined by extended drude component
or extended Drude component, in conjunction with Lorentz, direct inter-band and indirect
inter-band components, are also shown in the figure. The corresponding model parameter
values for the fits are shown in table 5.6. The fit that uses the extended Drude component
clearly achieves a better fit, particularly at wavelengths above the plasma edge.
Table 5.7 compares the experimentally determined electrical properties of the AZO film
with those calculated from the parameters extracted from the Drude and extended Drude
model components. Neither model component was able to accurately predict the experi-
mentally determined value for the carrier concentration, however the value of 3.8 × 1020
cm−3 given by the extended Drude component (according to equation 2.28) is significantly
closer to the experimental value of 4.3× 1020 cm−3. In the case of the carrier mobility, the
Drude component, based upon a constant electron scattering factor, again fails to predict
the mobility determined by the Hall measurement and actually gives a value that is almost
an order of magnitude higher. This renders subsequent estimates for ρ and R2 wholly
inaccurate. The extended Drude model however, matches the experimental mobility value
exactly and thus values of ρ and R2 are calculated that are very close (to within ∼ 10%)
of the experimental values.
In the cases of both Drude and extended Drude model components, the effective electron
mass was calculated (according to equation 2.28) as 0.35 m0. This is slightly higher than
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Figure 5.17: Optical behaviour of an AZO film as determined by the model fitting a
physical model to its transmittance spectrum: a) Components of complex dielectric
permittivity, b) Corresponding n and κ spectra, c)Absorption coefficient.
values of ∼ 0.30 m0 given in the literature [26] but again, this is expected to be due
to increased values being predicted for heavily doped films [10]. It was also possible to
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Figure 5.18: Determination of effective direct and indirect band gaps via extrapo-
lation of linear regions of (αhν)2 and (αhν)1/2 plots. Values of Ed = 3.67± 0.05 eV
and Ei = 3.02± 0.04 eV are determined from the plots.
calculate a value for me from the Burstein-Moss shift, ∆BM , extracted from the model
according to equation 2.54. A value of 0.17 m0 is in poor agreement with the other values
and clearly indicates that the size of the BM shift is much bigger than that expected. In
fact, should the shift in the effective direct band gap result solely from a BM shift then a
shift of no more than 0.27 eV could be expected. The observed shift is almost double this.
The resultant optical behaviour extracted from the model is shown in figure 5.17. Again,
all the expected features are present and the spectra permit the recreation of the trans-
mittance, via the transfer matrix method, for AZO films of different thicknesses. The
absorption coefficient, α, over the range 400 - 850 nm is significantly lower than that of the
baseline ITO film described in section 5.2. This suggests that thicker films of AZO can be
deposited while maintaining a good transmittance in order to further reduce resistivity.
Figure 5.18 corroborates the model’s value for the effective band gap, E
′
d = 3.72 eV, by
yielding a value of 3.67 ± 0.05 eV from a (αhν)2 vs E plot. Also, unlike the case for the
baseline ITO film, the extrapolated value of Ei = 3.02± 0.04 eV agrees very well with the
value of Ei = 3.02 eV generated by the model. For the AZO film, the relative contribution
to the absorption coefficient from indirect transitions is much higher and therefore the
model gives a more reliable set of fitting parameters for its indirect inter-band transition
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Figure 5.19: The sheet resistance over the wedge shaped AZO sample, as determined
by the model, is seen to obey equation 2.63. The line fitted to the data gives a value
of ρ = 5.6± 0.1× 10−4 Ω.cm.
Figure 5.20: The Burstein-Moss shift is shown to decrease as a function of thickness
for the AZO wedge sample. At low thickness values the magnitude of the shift is
double that predicted by the inter-band transition model. However, as the thickness
increases the size of the shift decreases towards the predicted value.
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component.
The model was further tested by using it to fit 81 consecutive transmittance spectra
taken at 1 cm intervals over a wedge shaped ZnO:Al sample deposited under the optimum
conditions from a single mixed composition (ZnO:Al2O3 (2% wt.)) ceramic target and
with the substrate rotation turned off. As for the In2SnO3 wedge, the resultant thickness
profile (not shown) was smooth and continuous, with no anomalous spikes, indicating that
the model has a good degree of self consistency.
The carrier concentration and electron mobility across the wedge remained approxi-
mately constant at values of ne = 3.4 ± 0.5 × 1020 cm−3 and µe = 32 ± 5 cm2V−1s−1
respectively. This gave rise to the expected relationship between R2 and d (stated by
equation 2.63) as shown in figure 5.19. Note that, unlike in the case of the In2O3:Sn
wedge, there was no obvious correlation between values of µe and thickness. However,
figure 5.20 shows that there is a significant correlation between ∆BM and thickness.
At thicknesses below 500 nm the BM shift remains artificially high, as previously dis-
cussed for AZO, but as the thickness increases beyond 500 nm values for ∆BM are seen to
decrease towards the expected value. Again, it may be speculated that the extra compo-
nent of the band gap shift is related to the grain size within the film and that as the film
thickness increases, promoting grain growth, the band gap shift is reduced until it reaches
the value of ∼ 0.2 eV predicted by equation 2.54. Further investigations of the wedge
sample (e.g. using XRD or SEM techniques) might be used to verify any such relationship.
The above result reveals the huge advantage that the application of the SP method
to wedge shaped samples affords. The determination of such a result using conventional
methods would have involved the fabrication of multiple films and proved extremely time
consuming. Furthermore, any run to run variation between samples may serve to negate
the observed effect. By incorporating all measurements into one sample this run to run
variation can be completely removed.
5.4.3 F doped ZnO
While it has been shown that high quality Al doped ZnO films can be fabricated using
RF magnetron sputtering, ZnO:Al may not prove to be the best candidate for use as a
TCO front contact in CdTe solar cells. This is due to the potential for out-diffusion of
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the electrically active group III Al dopant at the processing temperatures used in the case
of close space sublimation (∼ 500◦C), which could lead to detrimental effects on device
performance. It has been shown [27] that ZnO films may instead be doped with fluorine
via CVD and achieve electrical and optical properties comparable to those of Al doped
films.
In this section, a systematic study of the doping of ZnO with F via RF magnetron
sputtering is presented. The aim is to discover the limits of doping using the technique
and assess the potential for use of ZnO:F films in thin-film solar cells. Furthermore, opti-
cal analysis of the effective band gap shifts with respect to doping levels provides further
insight into the fundamental properties of the free carriers. Firstly, the effect of hydrogen
incorporation in the chamber during sputtering was investigated, following the conclusion,
drawn from reactive sputtering of F doped SnO2 using CHF3, that the presence of hy-
drogen is significant to the doping mechanism. Secondly, CHF3 was used in combination
with hydrogen in an attempt to further increase the substitutional doping of oxygen with
fluorine.
Effects of growth in an Ar/H2 plasma
The partial pressure of H2 was varied over the range 0 − 5% and a power of 100 W was
maintained throughout, with experiments being performed at substrate temperatures of
250◦C and 350◦C. Figure 5.21 shows that there was a marked influence of H2 partial pressure
on resistivity, it being reduced by several orders of magnitude, with a minimum level of
∼ 5× 10−2 Ω.cm achieved for partial pressures above 3%. This behaviour is considered to
result from a reduction of the films leading to an increased concentration of Vo. The most
conductive film, sputtered at 250◦C in 3% H2 had a resistivity of ρ = 2± 0.2× 10−2 Ω.cm,
a carrier density ne = 1.6± 0.2× 1019 cm−3 and a carrier mobility µe = 20± 2 cm2V−1s−1.
It was found that the lower substrate temperature (250◦C) encouraged the earlier onset
of the resistivity decrease. However, a lower limit of resistivity was achieved for films
deposited at 350◦C at H2 partial pressures > 3%, with values typically reduced by ∼ 20%
compared to the lower substrate temperature. Overall, compared to the undoped ZnO
films, the resistivities of the films grown in H2 were reduced by at least four orders of
magnitude.
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Figure 5.21: The effects of hydrogen incorporation on the resistivity of ZnO films
sputtered at 100 W and at substrate temperatures of 250◦C and 300◦C.
Effects of growth in an Ar/H2/CHF3 plasma
In an attempt to achieve substitutional doping of ZnO with F, trifluoromenthane (CHF3)
was used at partial pressures in the range 0−7% in addition to a constant partial pressure of
5% H2. Given the results with hydrogen (previous section) the experiments were continued
at 350◦C. In order to control any memory or progressive target conditioning effects, all runs
were undertaken in order of increasing CHF3 partial pressure. Since cumulative effects were
suspected, the CHF3 partial pressure was never decreased during the sequence, and prior to
each run the target was pre-sputtered for 10 minutes under the conditions of the subsequent
run.
Figure 5.22 (a, b and c) shows the variation of resistivity, carrier concentration and
carrier mobility for ZnO films as a function of CHF3 partial pressure in the presence of a
5% partial pressure of H2. Each curve shows a clear dependence on the pressure of CHF3.
Inclusion of low concentrations of CHF3 (< 1%) caused a reduction in the resistivity from
∼ 3 × 10−2 Ω.cm to ∼ 9 × 10−3 Ω.cm. In this range there is a corresponding increase in
both carrier concentration and mobility. For concentrations in the range < 4% a lower
base level of resistivity was achieved. In this range, the carrier concentration increased,
but the mobility decreased accordingly, leading to the low level of variation in resistivity
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observed.
For higher concentrations of CHF3 (5 − 6%) the resistivity increased markedly, this
being caused by a simultaneous decrease in both ne and µe as shown in figure 5.22. Further
increase in CHF3 partial pressure to 7% resulted in visible degradation of the films. They
appeared mottled, with regions several mm in size appearing as though the film had been
etched away. This was attributed to attack of the film by the high concentrations of the
fluorine species used. All films represented in figure 5.22 had a thickness of between 90
and 200 nm. A linear decrease was observed in the growth rate as a function of CHF3
partial presure ranging from 3 nm/min at 0% to 1 nm/min at 6%. It is known, in the
case of doped ZnO, that the film thickness can influence the mobility, with thicker films
generating higher mobilities [28]. It is assumed in this case that the film thickness does not
vary widely enough between films for this effect to dominate over changes observed with
respect to the variation of sputtering parameters.
Figure 5.23 (a, b and c) shows the effect that increased RF powers have on the electrical
properties of films sputtered under a 4% partial pressure of CHF3. Initially, as power is
increased to 120 W, an increase is observed in both ne to 8.5 ± 0.5 × 1019 cm−3 and µe
to 26.5 ± 0.5 cm2V−1s−1, resulting in a film with a resistivity of 2.9 ± 0.1 × 10−3 Ω.cm.
This was the lowest film resistivity achieved within this work for fluorine doped ZnO. As
power increased further, carrier concentrations steadily decreased while a gradual increase
in mobility was observed until 200 W where it drops again. Overall, the resistivity of films
increased as a function of RF power over the range varied. For films sputtered at 200 W it
was possible to manipulate both ne and µe to achieve lower resistivites by decreasing the
CHF3 partial pressure from 4% to between 1 and 3%. All films represented in figure 5.23
have thicknesses between 200 and 300 nm except for the film sputtered at 100 W which
has a thickness of ∼ 100 nm.
For all doped films it was possible to maintain optical transmittances that are as high
as those for undoped films (i.e. > 80%). Again, as for the undoped films, peaks in
transmittance spectra coincide with the substrate transmittance indicating that absorption
is very low and that any loss in transmittance is due to coherent interference effects.
The success of the model in fitting transmittance data and its ability to extract param-
eter values comparable to those determined experimentally is now discussed. A further
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Figure 5.22: The effect of CHF3 incorporation on (a) resistivity (b) carrier con-
centration and (c) carrier mobility of ZnO:F films sputtered at an RF power of 100
W, a pressure of 5 mTorr (5% H2 + x% CHF3), and at a substrate temperature of
300◦C.
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Figure 5.23: The effect of varying RF power on (a) resistivity (b) carrier concentra-
tion and (c) carrier mobility of ZnO:F films sputtered at an RF power of 100 W,
and at a substrate temperature of 300◦C.
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Table 5.8: A selection of FZO film parameters determined from both experiment
and the modelling of transmittance curves.
CHF3
(%)
dS
(nm)
nHe
a
(×1019 cm−3)
µHe
(cm2V−1s−1)
ρa
(×10−3 Ω.cm)
∆expBM
(meV)
∆modelBM
(meV)
γw
(eV)
Ei
(eV)
Ep
(meV)
dSP
(nm)
0 65 1.15 14.2 38.2 75 64 0.49 2.64 3.6 68
1 65 3.14 23.4 8.5 87 82 0.52 2.88 4.4 69
2 115 3.34 24.5 7.6 89 99 0.50 3.06 3.6 119
3 106 3.25 19.8 9.7 94 99 0.52 3.08 4.4 111
4 91 5.83 19.2 5.6 134 138 0.52 3.10 1.8 91
5 95 3.27 9.6 19.9 110 114 0.52 3.06 3.1 104
a Calculated using dSP
discussion is also presented concerning the suitability of the model’s assumptions and ways
in which they can be improved. Table 5.8 shows the experimental and modelled results
for a selection of F doped ZnO films. The experimental and model values for the BM
shift, ∆BM , agree typically to within 5%, except for the samples with the lowest carrier
concentrations where the error in determining such small shifts in the direct band gap
become larger. For all samples, the modelled values of γw (i.e. the extent of the Urbach
tail) were ∼ 0.5 eV.
Values extracted for indirect band gaps were in the range 2.6 − 3.1 eV and, as for
the effective direct band gaps, increased with doping concentration. However, it is not
possible to put as much confidence in the accuracy of these values due to the relatively
small contribution to ε2 compared with that for direct transitions.
Comparing the film thicknesses extracted using the Swanepoel method (dS) and from
the SP method (dSP ) it is clear that the values agree, although the model values are
consistently higher by around 5%. Again, the thickness values extracted by the model may
be considered more accurate because all the experimental data points within each spectra
are utilised and not just those located at the maxima and minima of the fringes within the
low-absorption region according the Swanepoel method.
Figure 5.24 shows an example of a typical fit to a transmittance spectrum for a film
deposited in a CHF3 partial pressure of 5%. It is clear that the model achieves an excellent
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Figure 5.24: Transmittance spectrum for F doped ZnO sample deposited under the
following conditions: RF power = 200 W, pressure = 5 mTorr Ar (5% H2 + 5%
CHF3). An excellent model fit is achieved.
fit to the experimental spectrum, there being a very low MSE value of ∼ 6 × 10−5. The
corresponding fit parameters for this sample are shown in table 5.9 and the resultant optical
properties of the film, as calculated from the fit parameters, are shown in figure 5.25.
The reliability of the model and the validity of its assumptions will now be discussed:
Firstly, the model assumes that the increase in the Fermi level (and hence the effective
direct band gap) with carrier density is attributed solely to a BM shift (equation 2.54).
However, it is apparent that a linear plot of ∆modelBM vs n
2/3
e (figure 5.26) does not extrapolate
through the origin suggesting that there is a component to the increase in Ed that is not
due to the BM shift alone. Thus, equation 2.54 can be re-written as
Ef = ∆BM + ∆x =
h¯2
2me
(3pine)
2/3 + ∆x (5.2)
where ∆x is the component of the shift not attributed to a BM effect. It must be noted that
because the relationship between ∆BM and n
2/3
e is linear over the range shown in figure
5.26, ∆x must be independent of ne and must also be constant over the range. Becuase all
the films were of similar thicknesses (∼ 100− 200 nm) it is expected that all films within
the study had a similar grain size. This is in agreement with the value of ∆x being constant
over the range of ne observed if the extra shift in the effective grain size is indeed related
to grain structure.
Because ∆BM is independent of ∆x it is still possible to make an estimate for the value
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of the effective electron mass me from the slope of the line in figure 5.26. A value of
me = 0.35 ± 0.3 m0 was calculated. This value is higher than the value of me = 0.24
m0 measured for undoped bulk ZnO [29]. Again, this is expected as me has been shown
to increase as a function of ne [10] and the value is in accordance with other reported
values for doped, polycrystalline ZnO [30, 31]. Note that shifts in the band gap due to the
presence of other phases, such as ZnF2 are unlikely due to the high volatility of fluorides
[32].
Table 5.9: Parameter values extracted from model used to fit the transmittance
spectrum of F doped ZnO film sputtered in a 4% partial pressure of CHF3
Model Component Parameter Value
A0 (eV) 40.5
Lorentz Oscillator h¯ω0 (eV) 16.3
1
τ
(eV) 8.59× 107
Ed (eV) 3.20
a
∆BM (meV) 113
Direct Transitions
D (eV3/2) 25.48
γw (eV) 0.52
Ei (eV) 2.74
Indirect Transitions Ep (meV) 3.6
D
′
0.24
d (nm) 103.1
MSE (×10−5) 6.2
T˜ 0.82
α˜ (cm−1) 2751
a Determined from undoped samples
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Figure 5.25: Optical behaviour of F doped ZnO film (figure 5.24) as extracted
from the model: a) Components of dielectric permittivity, b) corresponding n and
κ spectra, c) absorption coefficient.
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Figure 5.26: Experimental values of BM shift and carrier concentrations determined
from the model and van der Pauw measurements respectively, permit the estimation
of the effective electron mass in ZnO:F.
Indeed it has been shown that F doped ZnO films deposited by magnetron sputtering
generally consist of a single ZnO phase [33]. Secondly, within the experimental range of
investigation the use of a Drude component within the model for ZnO was redundant
as the carrier concentrations in the films were not high enough to create a discernible
change in the dielectric background. Indeed, at the carrier densities observed, plasma
frequencies of h¯ω > 0.6 eV (i.e. below 2 µm) could not have been achieved. Thus, unless
the experimental range of measurement or the carrier concentrations of future films is
increased it is not necessary to include a Drude component within the model.
5.5 Conclusions
Table 5.10 shows a summary of the best achievable set of opto-electronic properties for each
of the TCO materials discussed in sections 5.2-5.4. The best quality films, with respect to
the criteria discussed in Chapter 2, section 2.4 were undoubtedly those of In2O3:Sn (ITO).
In this case, the attainment of high carrier densities (up to 8.9× 1020 cm−3) in addition to
high carrier mobilities (40−60 cm2V−1s−1) and transmittances (> 0.82) resulted in typical
figures of merit (equation 2.64) well above the desired value of 5× 10−2 Ω−1, specified for
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Table 5.10: A summary of the best opto-electronic properties of the TCO materials
reported in this chapter.
Material:
dopant
Tsub
(◦C)
ne
(cm−3)
µe
(cm2V−1s−1)
ρ
(Ω.cm)
E
′
d
(eV)
R2
(Ω/2)
T˜
d
(nm)
φ
(Ω−1)
In2O3:Sn 400 8.9×1020 58.4 1.2× 10−4 4.20 5.1 0.83 249 8.3
SnO2:F 300 – – 1.0× 10−2 3.89 232.5 0.85 430 0.3
ZnO:VO
a 350 1.5× 1019 14.2 3.8× 10−2 3.2 5.6 k 0.82 68 0.01
ZnO:Al 150 4.3× 1020 30.8 4.7× 10−4 3.67 9.1 0.84 517 5.2
ZnO:F 350 8.5× 1019 26.5 2.9× 10−3 3.34 115 0.82 251 0.4
TEC 8 b – 4.1× 1020 36.0 4.3× 10−4 3.78 8.2 0.69 520 0.8
TEC15 b – 4.6× 1020 32.0 4.3× 10−4 3.79 13.4 0.79 318 [34] 1.9
a Commercial TCO supplied by NSG Pilkington Group. SnO2:F deposited by CVD onto soda-lime glass.
b Undoped - the conductivity is usually though to arise from VO.
applicability in thin-film solar cell design. The incorporation of such ITO films as front
contact layers in CdTe based solar cells provides an excellent opportunity to establish a
working device structure, and this is indeed attempted with some success in Chapter 7.
However, the key objective remains to find a TCO material that possesses equivalent
properties to ITO but is not based on In. RF sputtered ZnO:Al (AZO) films, deposited
from a standard mixed composition ZnO:Al2O3 (2% wt.) target, show the most promise
in meeting this objective. While the best achievable resistivity for these films are nearly
four times that of the ITO films, a lower absorption coefficient permits the achievement of
low sheet resistances (< 10 Ω/2), simply by growing thicker films, without generating a
significant reduction in the transmittance. Therefore, a figure of merit greater than 5×10−2
Ω−2 can readily be achieved for sputtered AZO films, making them good candidates for
use in CdTe devices. Another advantage of AZO films is that they can be deposited
at significantly lower temperatures than ITO. Their use in the development of devices
arranged in a substrate configuration (i.e. where the TCO is deposited last) is therefore
preferable over ITO, the deposition temperature of which (400◦C) is likely to generate a
degradation in the resultant device performance. Indeed the use of an AZO based TCO
has already been demonstrated in CdTe devices deposited on flexible molybdenum foils
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Figure 5.27: The figure of merit as a function of thickness calculated for the best
performing TCO material from each section of this chapter. The points are for the
best performing films.
[35, 36].
Figure 5.27 shows the figure of merit, φ, calculated as a function of film thickness for
ITO, FTO, AZO and FZO. The plots were determined by passing the extracted n, κ and α
spectra for each material to a model based on a transfer matrix method, and re-calculating
T˜ as a function of film thickness, d. The resultant plots were then calculated according
to equation 2.64. The horizontal lines in the figure represent the performance limit of
two commercial TCOs: TEC8 and TEC15 (Pilkington NSG group): these are commonly
used in the industrial manufacture of thin-film PV as well as in lab scale devices. The
sputtered ITO and AZO films demonstrate a significant improvement in φ compared to
the commercial substrates suggesting that superior device efficiencies may be achieved
using the sputtered films.
The lowest achievable resistivity limit for reactive sputtering methods was ∼ 3× 10−3
Ω.cm, this being for films of ZnO:F sputtered in H2 and CHF3. This value is an order
of magnitude higher than that of films sputtered from mixed composition target. There-
fore, reactively sputtered films of SnO2:F and ZnO:F did not meet the TCO criteria set
for application in CdTe devices. Furthermore, the use of reactive gases during sputtering
generated a considerable reduction in growth rates making deposition from mixed compo-
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sition targets preferable. Nonetheless, one important conclusion can be drawn from the
work on reactively sputtered films: The presence of hydrogen during sputtering is a key
requirement for doping to occur. In cases where no hydrogen was introduced to the system,
e.g. sputtering SnO2 in CF4, only highly resistive and stoichiometric films were achieved.
In general, oxide layers possess a native doping due to the formation of oxygen vacancies
within the film. The incorporation of CF4 during film deposition serves to eliminate this
native doping. This result may be applied to the development of highly resistive and trans-
parent ‘buffer’ layers that are used in CdTe devices, inserted between the TCO and CdS
layers, to improve device stability.
Further opportunities to explore the limits of F doping in both SnO2 and ZnO are likely
to lie with co-sputtering techniques; i.e. film deposition that involves the use of two or
more targets. In the case of SnO2:F, sputtering from separate SnO2 and SnF2 targets has
demonstrated that co-sputtering permits a large range of compositions to be probed. Fur-
thermore the work suggests that the exploration of compositions with lower concentrations
of SnF2, may yield films with significantly lower resistivities. In the case of F doped ZnO,
co-sputtering may be achieved through use of both ZnO and ZnF2 targets. Indeed the
merits of using a ZnF2 target in reactive sputtering experiments has already been demon-
strated by Tsai et.al [33] for the deposition of high quality ZnO:F films, the properties of
which are akin to the AZO films within this work. In both cases (SnO2:F and ZnO:F),
co-sputtering presents a huge opportunity for the rapid combinatorial determination of the
optimum sputtering parameters and film compositions required to generate TCO materials
that can be used in CdTe based devices. The model of TCO dielectric permittivity and
its use in fitting transmittance data provides a key tool for the automated processing of
the large amounts of data that will arise from this experimental approach. Also, further
investigations via XRD and SEM into the origin of anomalous shifts in the effective direct
band gap, strongly suspected to be the result of the grain microstructure, will allow this
effect to be incorporated into the model.
To conclude, RF magnetron sputtering has been demonstrated as an excellent deposi-
tion technique for the further development of high performance TCO materials. The high
degree of control over deposition parameters (pressure, power and substrate temperature)
permit significant control over and manipulation of the resultant film properties. The abil-
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ity to sputter any material, provided it can be pressed into a ceramic target, gives rise to
a significant scope for new TCO materials that avoid the use of In, such as ZnO:Si [37]
and TiO2:Nb [38–40]. The technique is also highly comparable with device fabrication
procedures, particularly in the case of fully sputtered CdTe solar cells.
The key disadvantages of using RF magnetron sputtering, on the laboratory scale, is
the inefficient use of target material and the relatively slow growth rates compared to other
competing techniques. However, these problems are easily overcome in the industrial scale-
up of thin-film deposition through the use of alternative target geometries and rotating
targets [41].
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Chapter 6
Device Fabrication and
Characterisation
6.1 Introduction
The key objective of the work presented in this chapter was to develop a prototype fully
sputtered CdTe solar cell device structure that yielded efficiencies comparable to those
deposited via other methods, e.g. close space sublimation CSS [1–3]. Compaan et al.
have already shown that RFMS is a viable deposition technique for the deposition of CdTe
devices that have efficiencies > 14% [4–7]. The use of RFMS has several advantages
over other techniques, these include a high degree of control over deposition parameters
(i.e. RF power, pressure, substrate temperature, growth rate), excellent reproducibility of
film properties over a large series of runs, and the use of lower substrate temperatures.
Furthermore, at an experimental scale, the uniformity of films over areas greater than
5 × 5 cm2 is superior to that of CSS methods. The technique also provides further scope
for combinatorial development and rapid optimisation of device configurations (see section
6.4). Despite these advantages, RFMS is a relatively underused technique for the deposition
of the CdTe absorber layer.
In this chapter, section 6.2 presents an assessment of a high number of cell results based
on a prototype device structure and a consistent set of processing conditions. Investigations
as to how the prototype device structure could be further optimised through the variation
of key in-situ and ex-situ processing parameters is then explored in section 6.3. There is
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a focus on device characterisation in section 6.3.3, where the results of J-V-T, EBIC and
TEM measurements made on a typical device are presented. Finally, some opportunities
for future work and the further optimisation of fully sputtered devices are outlined in
section 6.4
6.2 Prototype CdTe device baseline performance
6.2.1 Experimental details
Figure 6.1 shows the layer structure of the prototype device design. The fabrication process
was as follows: ITO was sputtered from a combined In2O3:SnO2 (10% wt.) target and using
the sample deposition parameters described in section 5.2 , i.e. an RF power of 60 W, an Ar
pressure of 1 mTorr, and a substrate temperature of 400◦C. The resultant films had typical
sheet resistances of ∼ 6 Ω/2 for a thickness of 230 nm and integrated transmittances of
T˜ > 85% over the visible range. A high resistivity (> 10−2 Ω.cm, 50 nm thick) layer of
ZnO was sputtered from a ceramic ZnO target (purity 99.99%, Pi-Kem) at a power of 100
W, a pressure of 5 mTorr and at room temperature. The substrate was then transferred
under vacuum to the second chamber, where a 200 nm layer of CdS was deposited at 60 W,
under 5 mTorr Ar and at a substrate temperature of 350◦C. A 3% partial pressure of CHF3
was incorporated during growth to improve the quality of the film. According to Romeo
et al. [3] the decomposition of CHF3 in the plasma introduces F
− ions that back-sputter
the growing CdS film which helps to remove voids within the material and hence increases
Figure 6.1: Prototype device structure. All layers were deposited by RFMS except
the evaporated Au back contact.
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the film density.
A 2 µm thick CdTe layer was sputtered from a CdTe target (of purity 99.99 %, AJA)
at 70 W, under 5 mTorr of Ar and at a substrate temperature of 350◦C. A growth rate of
∼ 7.3 nm/min was achieved. The finished 10 × 10 cm2 plates were then quartered, and
onto each a layer of CdCl2 was evaporated according to the description given in section
4.2.2. Each sample was annealed in a tube furnace for 9 - 11 mins in air at 390◦C and
contacted. J-V curves were then measured for all 5×5 mm2 contacts as described in section
4.4.1.
6.2.2 Device results
The distribution of efficiency values from 201 separate ‘cells’ (i.e. 5 × 5 mm2 contacts) is
shown in figure 6.2. Three distinct populations of devices were identified and these were
attributed to being under-treated, optimised and over-treated by the CdCl2 process. In
preliminary experiments the shorter CdCl2 anneal times used (∼ 5 mins) typically led to the
low device performance associated with under-treatment. However, for devices annealed
in the optimum time window (9 - 11 min) it was often found that some parts of a given
5× 5 cm2 plane were visibly degraded. The cell performance parameters, η, FF , JSC and
VOC are given in table 6.1 and selected J-V and EQE curves, that represent the typical
Table 6.1: Average performance characteristics of typical under-treated, over-treated
and optimised device populations. The best device performance achieved is also
included.
Under-
treated
Over-
treated
Optimised Best
η (%) 3.1 2.2 9.3 12.4
VOC (V)) 0.69 0.77 0.80 0.82
JSC (mA/cm
2) 10.1 6.4 19.6 24.9
FF (%) 43.9 44.6 58.6 61.0
Rs (Ω.cm
2) 23.6 22.1 8.39 7.61
Rsh (Ω.cm
2) 641 1113 731 2011
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Figure 6.2: Distribution of efficiency of 201 5 × 5 mm2 contacts taken from 12
separately processed sample plates. An average efficiency of 8.6±2.2 % was achieved
for the group of contacts that received an optimum CdCl2 treatment.
behaviour of each population, are shown in figures 6.3 and 6.4 respectively. The behaviour
associated with each population is described below.
Figure 6.3: J − V curves for under-treated (η = 3.1 %), optimised (η = 9.34 %)
and over-treated (η = 2.5 %) devices.
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Figure 6.4: The corresponding external quantum efficiency (EQE) of devices from
figure 6.3. The curves are normalised in order to allow comparison of their shape.
For the under-treated device, the behaviour is characteristic of a buried junction.
Optimised devices:
The main group of cells in the distribution shown in figure 6.2 is for high performing devices
that have an average efficiency of 8.6±2.2%. EQE results for a typical cell from this group
(see figure 6.4) indicate that the junction is at an optimised position at the CdTe/CdS
interface, with a high response over the range 550-800 nm. Poor response in the sub 500
nm range is attributed to the absorption in the CdS, which was 200 nm thick.
The best cell in the group had the following parameter values: η = 12.4%, FF = 61%,
JSC = 24.9 mA.cm
−2 and VOC = 0.82 V. Its high performance was associated with a
relatively low series resistance, Rs = 7.6 Ω.cm
2, and a high shunt resistance, Rsh = 2011
Ω.cm2, leading to good rectification behaviour and a high fill factor.
Over-treated devices:
As mentioned above, over-treatment was clearly identified since there was visible physical
degradation of the layer. In particular, the films showed signs of bubbling and exfoliation,
and had poor adhesion. Viewing from the glass side revealed discolouration from the more
usual black to an orange-grey. The efficiencies (3.3± 1.3%) were correspondingly poor.
Although the shapes of their EQE were comparable to those for optimised cells, their
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magnitudes were reduced, leading to a reduced JSC . Another factor contributing to the low
efficiency of the cells is the series resistance which was typically twice that of the optimised
cell population.
Under-treated devices:
Short CdCl2 processing times (∼ 5 mins) gave rise to the J-V and EQE curves shown in
figures 6.3 and 6.4. The EQE curve shape is typical for buried junction behaviour, and
this is consistent with the depth of chloride diffusion being insufficient to form a junction
at the correct position in the CdTe.
The population of under-treated cells shown in figure 6.2 was for cells on the 5 × 5
cm2 device plates which were treated for 9 - 11 mins, i.e. the same conditions as for the
main series of samples. They were distinguished from optimised contacts on the basis of
their low efficiency and/or low FF (≤ 35%), since they were visibly indistinguishable from
other parts of the plate. The average efficiency of this population was 4.4± 1.6%, the low
performance being due to a relatively low FF together with low JSC and VOC values.
Cross sectional SEM
SEM was performed on an FIB-milled cross section of a single cell (contact) that had
a performance typical of those within the optimised population (η = 10%). Following
the preparation of the cross section, according to the methodology described in section
4.4.4, imaging was performed using the secondary electron detector. Figure 6.5a shows the
geometry of the cross-section of the thin films of the solar cell, which are clearly visible
at “X”, even at low magnification. Figure 6.5b shows a ×50, 000 magnification image of
the same polished cross-section. The complete layer structure shows high contrast and it
was possible calculate estimates for the layer thicknesses: CdTe(1.7±0.1 µm)/CdS(100±4
nm)/ZnO(100±10 nm)/ITO(180±10 nm). Furthermore the grain structure of the CdTe is
clearly visible and composed mainly of large grains, > 1 µm, but with smaller grains, < 500
nm, located at grain boundary intersections. This indicates that the film has undergone
a high degree of re-crystallisation during the post-deposition treatment process, it being
known from preliminary investigations that the maximum grain size within as-grown CdTe
films does not exceed ∼ 200 nm.
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Figure 6.5: SEM imaging of a cross section of a completed device (η = 10 %). (a)
The sample was prepared via cutting and polishing with a focussed ion beam of
Ga+ ions and imaged in secondary electron mode. (b) The full cross-section shows
that all layers (i.e. Au/CdTe/CdS/ZnO/ITO) within the layer are distinct and can
easily be distinguished from each other. (c) The interface between the Au and CdTe
is slightly porous and a change in contrast of the CdTe at the interface indicates
some compositional change (e.g. an excess of Te). (d) The CdS layer has a distinct
grain structure and voids are clearly present within the layer.
In some of the larger CdTe grains, twin bands are seen (see for example figure 6.5d).
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Such defects are common in bulk CdTe [8–10]. While coherent twin boundaries are not
strongly electrically active, random grain boundaries orientated such that the photo-current
must cross them, might be expected to have a deleterious effect on PV performance [11].
Figure 6.5c shows a high magnification (×150, 000) image of the interface between the
back surface of the CdTe and the Au contact. Small voids are clearly observed along this
interface. This is unusual, as previously [12] it has been assumed that such voids are a
consequence of a nitro-phosphoric (NP) acid etch, commonly used prior to contact CSS
deposited CdTe films but not used in the case of these sputtered devices. Furthermore, a
very thin dark layer is observable at the interface indicating the presence of some other
phase. In the case of NP etched surfaces prepared for contacting, enrichment of Te has been
demonstrated. For this material however, the interface phase has not been identified. Fur-
ther characterisation, via techniques such energy dispersive X-ray analysis (EDX), Auger
electron spectroscopy (AES) or X-ray photoemission spectroscopy (XPS), is required to
confirm this hypothesis. An alternative hypothesis is that a Cd-O phase may form at the
back surface when annealing in air [13].
Another high magnification image, this time of the CdTe/CdS/ZnO interfaces is shown
in figure 6.5d. The grain structure of the CdS consists of grains typically ∼ 200 − 400
nm in width and spanning the thickness of the film. Again, significant re-crystallisation
has occurred in this layer following the post-deposition treatment, the grain sizes in as-
grown sputtered films being generally too small to determine using SEM. Significant voids
are present throughout the CdS layer and are thought to arise from the re-crystallisation
process which is likely to involve a densification of the film. Note that while in some
cases these voids span the entire width of the CdS layer, at no point along the CdTe/CdS
interface does the CdTe layer break through and come into contact with the underlying
ZnO layer. Therefore it can be assumed that such voids are passive and do not short the
devices. This is consistent with high efficiency CSS devices in which voids within the CdS
layer are even more numerous than those that are fully sputtered [12].
6.2.3 Discussion of prototype devices
It has been shown that the all-sputtered prototype device fabrication process is capable
of producing excellent device results for the CdTe/CdS/ZnO/ITO/glass structure, with
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efficiencies as high as 12.4%. The results presented from this initial sample set provide a
baseline from which further optimisation and device design improvements may be made.
It was recognised that the process is particularly sensitive to the CdCl2 annealing step.
This can lead to profound differences over a 5 × 5 cm2 plate, leading to three separate
populations of cell performances as described above. The sensitivity is considered unlikely
to be the result from variation in the CdCl2 thickness, since an excess thickness (∼ 200
nm) is applied over the entirety of each plate. It is more likely that the differences arise
from temperature non-uniformity within the tube furnace (an analytical treatment of the
radial temperature distribution in tube furnaces is given in reference [14]).
The response of the CdTe films to CdCl2 treatment is known to take the form of Cl
in-diffusion, re-crystallisation and grain growth. Moutinho [15] has demonstrated that such
metallurgical changes are accelerated in material having small grains and high strain. Since
these are characteristics of as-grown sputtered CdTe films (typical grain size ∼ 200 nm),
extreme sensitivity to minor temperature variations is expected. Moreover, this degree
of sensitivity is neither observed nor expected for CSS deposited material which has a
significantly larger grain size [16, 17].
6.3 Further optimisation of prototype design
In the previous section, the initial deposition and post-deposition treatment parameters
(e.g. film thicknesses, anneal times) were chosen according to insight given by the litera-
ture surrounding such devices (see section 3.3). While these parameters yielded a prototype
device that has a good baseline efficiency, it is necessary to optimise each deposition pa-
rameter in order to improve the efficiencies further. In this section, the effect of changes in
two process parameters are studied. Firstly, the effect of varying the sputtering pressure,
in the range 5 - 20 mTorr, on the resultant crystal structure of as-grown CdTe films on
glass substrates was investigated using XRD. Secondly the effect of changes in the CdTe
sputter pressure and the duration of the CdCl2 post-deposition treatment for completed
device structures is investigated. These studies were performed with the aim of improving
recrystallisation of the CdTe layer so that all sub-micron grains (see figure 6.5) are con-
sumed by further growth of the surrounding grains and horizontal grain boundaries, which
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are thought to contribute significantly to recombination [2, 18], are removed.
6.3.1 XRD of as-grown CdTe single films of glass as a function
of Ar pressure
Figure 6.6a shows the XRD spectra measured for CdTe films deposited at pressures of 5, 10,
15 and 20 mTorr. Other deposition parameters, i.e. substrate temperature and RF power,
Figure 6.6: X-ray diffraction of as-grown CdTe layers deposited on glass substrates
with varying chamber pressures. (a) For all pressures the (111) orientation dom-
inates, however at 20 mTorr a more random orientation was achieved. (b) An
increased shift in the (111) peak is observed as a function of increasing pressure
corresponding to a reduction in compressive strain.
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Table 6.2: Lattice parameter of sputtered CdTe film deposited at pressures in the
range 5− 20 mTorr. Values of a were calculated from the (111) diffraction peak.
Ar pressure
(mTorr)
(111) Peak pos.
2θ (◦)
d (A˚) a (A˚)
5 23.695 3.755 6.504
10 23.725 3.751 6.496
15 23.734 3.749 6.494
20 23.727 3.750 6.496
refa 23.759 3.745 6.487
a Bulk value [19]
were consistent with those used in the initial baseline study. Over the range 5 - 15 mTorr
the (111) cubic reflection is dominant indicating that the films have a highly orientated
grain structure. Significant (333) Bragg peaks are also observed, the plane being parallel to
the (111) plane, but this intensity might be contributed by the overlapping 511 reflection,
the (511) plane being the twin orientation presented on a (111) surface when twinning is an
inclined close packed plane. At 20 mTorr the structure of the film becomes more randomly
orientated with increases in (220) and (221) being observed at the expense of the (111)
peak. Nonetheless, the intensities of these peaks are still relatively small compared to the
(111) reflection. For all spectra, no other phases were identified other than stochiometric
CdTe having the zinc-blende structure.
Figure 6.6b shows how the position and intensities of the (111) peak changes with
pressure (a Nelson-Riley plot was not possible in this instance owing to the small number of
peaks available). The lattice parameter, a, was calculated for each film according equations
4.12 and 4.13. Table 6.2 shows that the lattice parameters of the sputtered films do not vary
significantly as a function of pressure, the biggest change being a decrease from 6.504 A˚ to
6.496 A˚ between films sputtered at 5 and 10 mTorr. All films had lattice parameters larger
than the bulk powder diffraction value of a = 6.48 A˚[19], indicating that all the sputtered
films are under compressive stress. It is likely that this compressive stress contributes
significantly to the high degree of re-crystallisation observed following the post-deposition
treatment process, it being shown previously by Moutinho [15] that such stresses have a
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significant influence on the nucleation and development of the new CdTe grain structure.
6.3.2 Effects of CdTe sputter pressure and post-deposition treat-
ment time on device results
The growth rate of CdTe on glass as a function of Ar pressure is shown in figure 6.7. This
callibration curve was used to ensure that the CdTe thickness in subsequent devices was
constant. The duration of the CdTe deposition was changed accordingly to achieve a film
thickness of ∼ 2 µm. A further four 10 cm2 samples were fabricated with a layer structure:
CdTe (2 µm)/CdS (100 nm)/ZnO (100 nm)/ITO (200 nm), the Ar pressure for the CdTe
deposition being varied in the range 5 - 20 mTorr. Each 10 cm2 sample was then divided
into sixteen 2.5 cm2, twelve of which underwent CdCl2 annealing for times ranging from
10 to 35 mins. The device results for the series, extracted from J-V curves, are shown
in figure 6.8. Each point represents an average parameter value over 18 separate 5 mm2
contacts and the error bars correspond to the standard deviation of this average.
Devices with CdTe layers deposited under 10 mTorr Ar gave rise to the best perfor-
mances for anneal times ≤ 20 mins, the best efficiency of 7.1 ± 1.1% being observed for
a 20 min anneal. At longer anneal times the efficiency decreased steadily due to signifi-
Figure 6.7: The growth rate of CdTe as a function of sputter pressure. The growth
rate is maximised at 10 mTorr.
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Figure 6.8: Device parameters as a function of both CdCl2 anneal time and sputter
pressure. Each point represents the average value taken from a set of 9 5× 5 mm2
contacts on a 2.5 cm2 sample.
cant reductions in the fill factor, despite maintaining steady values for the JSC and VOC .
At longer anneal times, the device with a CdTe film deposited at 15 mTorr achieved the
best performances due to improved fill factor values (> 55%). Indeed, the highest quality
devices were achieved for CdTe deposited at 15 mTorr and annealed for 25 mins.
The performance for all devices with CdTe films deposited at 5 mTorr were relatively
poor (i.e. ≤ 5%) over all anneal times. This slightly lower than the results from the
original prototype design (η = 8.6± 2.2) , in which a 5 mTorr deposition pressure was also
used. The change in performance between the separate series may be explained by the
installation of new ZnO and CdS targets, from which the optimal deposition parameters
may have been different. Despite this, the results from the second series show that a 5
mTorr Ar pressure used for the deposition of CdTe is far from optimal and that the use of
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higher pressures. i.e. 10 or 15 mTorr, can generate higher device efficiencies.
6.3.3 Further device characterisation
The following subsection is concerned with a deeper investigation of the electrical behaviour
of a single contact for a device sputtered under 10 mTorr of Ar and annealed for 20 mins,
i.e. one of the best devices from the study described above (see figure 6.8). The contact
was investigated using J-V, EQE, J-V-T, C-V, EBIC and TEM techniques. The aim of
applying such a wide range of techniques is to build a deeper understanding of the factors
that affect the performance of fully sputtered devices. Such an understanding will provide
insight into how the devices can be optimised further.
EQE and J-V
Figure 6.9a shows the EQE curve measured for the contact. Again, due to difficulties in
callibrating the intensity of the spectra to absolute values, the magnitude of the EQE signal
cannot be compared to other devices and is measured on an arbitrary scale. The shape
of the curve however is indicative of device performance. The ‘top-hat’ shape of the EQE
curve is indicative of a fully formed junction at the CdTe/CdS interface. A comparison of
the EQE curve with that of an optimised device from the previous prototype study (section
6.2) shows that there is an increased response at wavelengths below the CdS band gap (i.e
Figure 6.9: EQE and J-V curves for a typical device (η = 6.8%) sputtered in a 10
mTorr Ar pressure and treated for 20 mins.
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λ < 500 nm) for this device. This is expected as the CdS in the second set of devices was
thinned from 200 to 100 nm. The effect of CdS thickness and the potential for improving
device performance, due to an improved blue response, is explored in detail in Chapter 7.
The dark and illuminated J-V curves are shown in figure 6.9b. The working device
parameters were extracted from the illuminated data and were: η = 6.8%, FF = 47.52%,
VOC = 0.63 V, JSC = 22.52 mA/cm
−2. There are some key differences between these values
and those extracted for the optimised cells in the prototype study. Clearly, the efficiency of
the device is lower and this was generally true for all devices within the second study. This
reduction in efficiency was a consequence of both lower FF and VOC values. It is believed
that the decrease in FF was caused by an increase, by almost ×2, in the series resistance,
Rs, from ∼ 7 Ωcm2 to ∼ 13 Ωcm2. The result was to make the slope of the J-V curve
at positive bias more shallow and reduce the ‘squareness’ of the full J-V response. This
increase in the series resistance is attributed solely to changes in the ITO layer. While the
same deposition conditions were used for the ITO layer in both device series, it is common
for the resultant sheet resistance to increase on a run to run basis. This increase is caused
by a drift in the calibration of the chamber’s pressure gauge. It is difficult to determine
the exact cause of the reduction in VOC but it is most likely due to non-optimised CdCl2
treatment conditions. While, the efficiency of the devices were optimised with respect to
treatment time it is expected that the variation in treatment temperature is important for
further optimisation.
Compaan has demonstrated [7] that it possible to achieve devices with efficiencies
greater then 14% using an all-sputtered process. Compared to the device parameters
reported above, Compaan’s devices have significantly higher VOCs (> 800 mV) and fill
factors (> 70%). The JSCs however are similar, having values of ∼ 23 mA/cm−2.
Dark J-V-T and C-V characteristics
To determine the nature of the electrical transport mechanism across the junction of the
device dark J-V measurements were made as a function of temperature over the range 120
- 330 K. Figure 6.10 shows the forward bias results of the study with the current plotted on
a log scale. The diode ideality factor of, A, and the reverse recombination current, I0, can
be estimated for each dark J-V curve making the following approximation to the Shockley
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equation (equation 3.9),
I = I0
[
exp
(
qV
AkBT
)
− 1
]
≈ I0 exp
(
qV
AkBT
)
(6.1)
Note that this equation is expressed in terms of the current I not the current density J .
The use of I is simply a consequence of the experimental set-up. Equation 6.1 can be
re-written as
ln I = ln I0 +
qV
AkBT
(6.2)
Therefore, it was possible to extract values of A from the gradients of the linear parts
of the J-V curves and I0 from the points at which the curves intercepted the x-axis at
V = 0. The resultant plots of A and I0 as a function of 1000/T are shown in figure 6.11.
Both plots indicate that there are two distinct regions in temperature where the behaviour
transport mechanisms are different. At temperatures > 250 K the ideality factor has a
value of A ∼ 1.6 and remains temperature independent up to 330 K. This behaviour, and
also the result that lnJ0 ∝ 1/T over this region, is indicative of recombination in the
depletion region of the device due to traps located, in energy, at the centre of the CdTe
band gap (i.e. ∼ Ed/2) [20, 21]. For this behaviour, known as Shockley-Read-Hall (SRH)
recombination [22, 23], the reverse saturation current may be expressed as
I0 = I00 exp
∆E
AkBT
(6.3)
where I00 as a constant and ∆E is the activation energy which is related to the built in
potential, Vbi, according to
A∆E = Vbi (6.4)
By considering the gradient of the log plot of I0 versus 1000/T . A value of ∆E = 0.713
eV was extracted and from this a value of Vbi = 1.14 eV was calculated. This value is
similar to, but slightly smaller than, the value of Vbi = 1.2 eV deduced from the difference
between CdS and CdTe work functions [24]. At temperatures below 250 K the value of A
varies linearly with respect to 1/T , increasing with decreasing temperature. This behaviour
is indicative of current transport that is dominated by multi-step tunnelling through the
depletion region via a uniform distribution of trap states [25]. Similar J-V-T behaviour is
observed by Das and Miller [26] who report a value of A∆E = 1.18 eV.
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Figure 6.10: Dark I-V-T characteristics of a device with efficiency η = 7 %.
Figure 6.11: The characteristics of the diode quality factor A and reverse saturation
current I0 as a function of 1000/T , as derived from the data in figure 6.10
Figure 6.12a shows a capacitance-voltage (C-V) curve measured for the contact at a
frequency of 150 kHz. The shape of the curve shows a typical response for a p-n junction
except for an additional feature in the region of 0.5 - 0.6 V. This extra bump in the C-V
curve may be explained by an additional capacitance associated with a second junction
located at the Au/CdTe interface [27]. From this it is immediately established that despite
the device having a well-behaved J-V curve, the contact between the CdTe and Au is
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Figure 6.12: Plots of (a) C vs V and (b) 1/C2 vs V for data taken at room temper-
ature and a frequency of 150 kHz.
non-ohmic. The corresponding 1/C2 vs V plot is shown in 6.12b. At reverse bias the flat
plateau indicates that the CdTe layer is fully depleted (i.e. the junction is as wide as the
film is thick). The solid line in the figure shows the expected response of the junction
minus the effect of the back contact capacitance. It is possible to estimate a value for
the dopant concentration of the CdTe film of NA ∼ 4 × 1014 cm−3 according to equation
3.8. This value is consistent with that reported by Sites [28, 29] and Ringel [30] for CdTe
solar cells. Furthermore an independent value of Vbi = 1.11 eV can be estimated from the
extrapolation of the line to the V axis of the graph. This value agrees with other reported
values that were calculated using the same method [26, 31].
EBIC
EBIC measurements were performed on the same contact on which the previous electrical
measurement were made. Figure 6.13a shows a secondary electron image of the cell cross
section prepared by the FIB method. Figure 6.13b shows the same image but with the
EBIC signal superimposed. The bright band of signal indicates the location of the cell’s
depletion region in which e-h pairs are generated following the excitation from the incident
electron beam. It is clear that the location of the depletion region is deep within the
CdTe layer and not at the CdTe/CdS interface which suggests that the cell’s EQE and
J-V spectra should conform to that expected for a buried junction, i.e. a strong peak in
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Figure 6.13: FIB prepared cross-sections of a η = 7 % contact. (a) Secondary
electron image, (b) Superimposed EBIC signal on SE image.
EQE close to the CdTe band gap but a reduced response at wavelengths below 700 nm
(for example see the under-treated device response in figure 6.4) and a much reduced JSC .
However, this is clearly contrary to actual EQE and J-V measurements (figure 6.9).
The location of the active junction must therefore vary over the area of a single 5 mm
× 5 mm contact. The overall performance of the device must result from a mixture of
fully formed (i.e. at the CdTe/CdS interface) and buried junction behaviour. This would
explain the observed ‘good’ EQE and J-V responses but also explain reductions in the
device VOC compared to the best contacts of the previous study. Localised regions in
which the junction is buried suggests that the post-deposition treatment conditions are
not optimal and that the devices are partially under-treated.
TEM
From the same contact a cross-section was prepared for TEM imaging using the FIB and
Omniprobe system (described in section 4.4.4). Figure 6.14a shows the full cross-section
and again, as in figure 6.5, the layer structure is distinctly visible. Estimates made for each
of the layer thicknesses were: CdTe (1.7±0.1 µm)/CdS (106±8 nm)/ZnO (120±5 nm)/ITO
(240 ± 10 nm). Again, the CdTe film is seen to be composed of two distinct populations
of grains, one possessing a grain size in the range 0.5 - 1 µm and the other < 500nm.
Furthermore, the larger grains are generally located towards the back surface of the film
while the smaller grains are located towards the CdTe/CdS interface. This suggests that,
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Figure 6.14: Transmission electron microscope images of the same η = 7 % device
contact shown in figure 6.13. (a) shows the full cross-section and (b) highlights
the re-crystallisation of the CdS layer. (c) shows a high magnification image of the
ZnO/CdS and CdS/CdTe interfaces. (d) shows an example of twinning within CdTe
grains.
as previously stated, the post-deposition treatment is non-optimal. In the case of optimal
treatment, further re-crystallisation and thus larger grain sizes, more comparable with the
entire width of the film, are to be expected.
The re-crystallisation appears to propagate from the back surface towards the CdTe/CdS
interface. It is widely believed that during recrystallisation doping occurs within the CdTe
grains through the formation of Cl-VCd complexes [32, 33]. Therefore, in this case it is
expected that the doping concentration is higher towards the back surface than the front.
It may therefore be speculated that there is a p-p+ junction formed between low and high
doped regions within the CdTe film (i.e. a buried junction) in agreement with the EBIC
measurements. Note that cracks and bend extinction contours within the CdTe film shown
in figure 6.14a are likely to be a feature of the sample preparation method and not of
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recrystallisation. Similarly the bright bands orientated normal to the interface are likely
to be thickness artefacts remaining from FIB thinning.
Figure 6.14b and c show a higher magnification images of the CdTe/CdS/ZnO/ITO
interfaces. Again, any variation in the diffraction contrast due to grain structure is not
observed in the ITO and ZnO layers indicating that the grains are very small (< 50 nm).
The upper surfaces of the CdS is rougher that the lower and undulates with a periodicity
of 100 − 200 nm. Indeed, the film is made up of grains that are of this size in width
and which span the whole film (i.e. ∼ 100 nm) in height. Figure 6.14d shows a higher
magnification image of the CdTe layer. Regions of strong diffraction contrast are associated
with orientation, e.g. between grains and at twin boundaries. In this sample the grain
boundaries appear to be particularly disrupted, with the complex contrast arising from
residual strain or perhaps dislocations decorating the boundaries. Recently it has been
demonstrated that for sputtered CdTe solar cells it is the grain boundaries rather than the
twins that make a deleterious contribution to device performance [11].
6.4 Conclusion and future Work
A fully sputtered CdTe solar cell fabrication process has been established that generates
devices with an average efficiency of 8.6± 2.2% and a maximum efficiency of 12.4% which
is comparable to the current record for such devices of 14.5% [4]. The use of RF sputtering
enables excellent uniformity to be achieved over a 10 cm2 area and provides high repro-
ducibility for a set of consecutive runs. The technique also affords a high degree of control
over growth rates and the resultant layer thicknesses, particularly in comparison to close
space sublimation (CSS) which is commonly used in the deposition of CdTe layer for such
devices. The prototype design of the fully sputtered device provides a good platform from
which a further optimisation of the device efficiency can be achieved.
The spread of device performance for the repeated fabrication of the prototype struc-
ture, and the identification of three separate populations (under-treated, over-treated and
optimised) of performance, is attributed solely to variations in the CdCl2 post-deposition
treatment. The key limitation of the treatment, which is highly sensitive to changes in
temperature, is the temperature non-uniformity of approximately ±10◦C over a 2.5 cm2
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sample associated with the use of a tube furnace [14]. Further optimisation of the post-
treatment parameters, i.e. anneal temperature and time, will therefore be difficult unless
the uniformity of the treatment can be improved. This improvement may be achieved
through use of a different heating geometry, e.g. a large muﬄe furnace instead of a tube
furnace, in which the temperature gradient across the sample is uniform.
A further suggestion for a change to post-deposition treatment would be to eliminate
the use of CdCl2 altogether. Romeo et.al [34, 35] have shown that it is possible to achieve
device efficiencies upwards of 15% without CdCl2 and instead through the use of a Cl
containing gas (a freon) during annealing. The potential for such a treatment is highly
significant as it is likely to reduce the sensitivity to temperature. Furthermore it eliminates
the need for CdCl2, which is highly toxic. However, the freon process does involve the use
of a high flow of a chloro/fluorocarbon (CFC) gas, the manufacture of which are being
phased out due to their contribution to ozone depletion [36]. The volume of gas used may
be greatly reduced by incorporating a small partial pressure during sputter deposition and
the decomposition of the gas within the plasma during film growth may be expected to
generate a uniform distribution of Cl within the CdTe layer. The subsequent anneal (at
atmospheric pressure) is likely to generate a similar recrystallisation within the film. Also,
the uniform distribution of Cl is likely to ensure that the doping level throughout the film is
constant and the device junction forms at the CdTe/CdS interface instead of being buried
within the CdTe layer. This route should be investigated experimentally.
The investigation, via XRD, into the crystallographic structure of as-grown CdTe films
deposited on glass substrates shows that the lattice parameter, a, of the sputtered material
is increased relative to that of bulk and powder samples and indicates compressional strain
within the film. It is believed that such strains are responsible for the high degree of
recrystallisation observed following post-deposition treatment, whereby the grain size of
the CdTe film increases from < 50 nm to as much as 1 µm. The variation of the Ar
pressure, in the range 5 - 20 mTorr, used for the deposition of CdTe is not thought to have
a significant impact on the level of strain within the layer but it is shown that the best
device performances are achieved when a 10 - 15 mTorr pressure is used.
Another route to improved device performance, other than changes to the post deposi-
tion treatment, must include investigations into the effect of each of the constituent layer
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thicknesses. In particular, it is likely that changes to the ZnO and CdS layers will generate
considerable changes in both the electrical and optical response of the devices. Whether
these changes have a positive or negative effect on device performance needs to be estab-
lished. Chapter 7 describes a method for the calculation of the theoretical optical gains
that may be achieved by manipulating the ZnO and CdS layer thicknesses. Inevitably
however, a full understanding of the effect that ZnO and CdS thickness has on device per-
formance will come from the fabrication and characterisation of real devices. Such a study,
involving the making of many samples, could potentially be very time consuming and risks
being distorted by inconsistencies in the processing of each individual sample. A solution
to this is the design of combinatorial experiments in which the size of the sample set can
be greatly reduced. Figure 6.15 shows the thickness profiles of ZnO and CdS films over
the surface of a 10 cm2 substrate that arise when the rotation is turned off during growth.
A wide distribution of film thicknesses, in the range 10-100 nm for ZnO and 20-200 nm
for CdS, mean that the incorporation of such wedge shaped profiles into a 10 cm2 sample
will permit the resultant device performance as a function of both ZnO and CdS thickness.
Figure 6.16 shows the potential ZnO/CdS combinations that may be achieved, over a 10
cm2 area, by overlapping the two profiles. Such an experiment would reduce the size of
the experiment to the growth of a single sample, thus eliminating any discrepancies in
Figure 6.15: Thickness profiles of as-deposited layers of (a) ZnO and (b) CdS on
glass substrates (deposited with no substrate rotation). The profiles were determined
according to optical method described in Chapter 7.
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Figure 6.16: Potential range of ZnO/CdS thickness combinations achievable by
overlaying the two profiles shown in figure 6.15.
Figure 6.17: Thickness profile of an as-grown CdTe film on glass, determined by
the automated SP method (see section 4.3.2).
the results associated with run to run consistancies within a multi-sample set. Note that
this combinatorial approach depends critically on the uniformity of the post-deposition
treatment.
A similar combinatorial method could be implemented to investigate the effect of the
CdTe film thickness on device performance. Figure 6.17 shows that by turning the sub-
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strate rotation off during CdTe depostition, a wide spread of thicknesses (0.3 - 2 µm) are
achievable within a single sample. Such an experiment would be of particular interest to
determine the minimum CdTe thickness that can be used while maintaining good device
performance. This could potentially improve the sustainability of CdTe solar cells with
respect to the current scarcity of tellurium.
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Chapter 7
Optical Modelling of Multi-layer
Structures
7.1 Introduction
In general, the development of thin-film PV device structures is progressed by an empirical
approach. Any new ideas, such as the inclusion of an additional layer or processing step,
are usually tested by the experimental variation of a single parameter (e.g. film thickness
or substrate temperature) and involves the fabrication of large sample sets in order to
determine the optimum result. While such an approach can be very successful, it can
also be extremely time consuming. To increase the speed with which optimum device
structures are realised, some form of modelling is required to predict the most promising
configurations. It is also important that the results from subsequent experiments are fed
back to the initial model in order to refine its ability to make accurate predictions.
A model that contains a complete theoretical understanding of the combined electri-
cal, optical and chemical interactions between each of the layers within a finished device
structure may prove impossible to achieve and by no means is this attempted here. In-
stead, this chapter focuses solely on the development of a model for the optical response
of multi-layer structures based upon on the experimentally determined optical properties
(namely n and κ) of each of the constituent layers. The key objective of the model is the
maximisation of the integrated transmittance, T˜ , calculated at the final interface of any
multi-layer structure. For the case of a CdTe solar cell this interface is always that between
176
the CdS window and CdTe absorber layers.
Section 7.2 describes all of the necessary theory required to build such a model for multi-
layer structures on soda-lime glass substrates and section 7.3 describes the experimental
details regarding film deposition, the optical analysis performed on single films and the
implementation of the multi-layer model. Section 7.4 presents the results of optical analysis
performed on single films and 7.5 describes several scenarios in which the subsequent multi-
layer model is tested. In section 7.6 the multi-layer model is used to determine the optimum
CdTe device structure that maximises the amount of light transmitted into the CdTe
absorber layer.
7.2 Optical theory of multi-layer assemblies
To predict the transmittance of a multi-layer stack of thin films a detailed knowledge of
the interaction between incident light waves and each of the interfaces within the structure
is required. Here, a summary of the key elements of such a theory is presented but for a
full treatment the reader is referred to texts by Macleod [1] and Heavens [2].
In an isotropic medium, the electric field associated with a light wave propagating in
the direction xˆ may be defined according to the following complex solution to Maxwell’s
equations
E = E exp[iω(t− x/v)]xˆ
= E exp[i(ωt− 2pin˜
λ
x)]xˆ (7.1)
where E is the amplitude of the field, v is the speed of the wave in the medium, ω is
the angular frequency of the wave (defined by ω = 2piν = 2pic/λ) and n˜ is the complex
refractive index of the medium, as defined in Chapter 2. A similar expression may also be
derived for the magnetic field, H, associated with such a wave. A further consideration of
Maxwell’s equations permits the relationship between the field vectors to be defined by
H = A(xˆ× E) (7.2)
where A is the optical admittance of the medium and is defined as
A = H
E
= n˜Y (7.3)
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where Y = 2.6544 × 10−3 Ω−1 is the admittance of free space. It shall be shown that the
transmittance of a multi-layer structure can be calculated from the knowledge of A for
each film within the structure.
An important consideration is the flow of energy associated with a propagating light
wave and this can be defined by the Poynting vector [3]
P = E×H (7.4)
where P represents the energy flow per unit area per second. The average energy flow, in
the direction xˆ may then be written as
P¯ =
1
2
<(E×H∗)
=
1
2
<(A)EE∗xˆ (7.5)
and the related scalar quantity, i.e. the magnitude of P¯, is known simply as the intensity
of the wave
I =
1
2
<(A)EE∗ (7.6)
This definition of intensity is very useful and the consideration of the reflected and trans-
mitted intensities of a wave on encountering an interface between two different media is
the basis from which the transmittance of a full stack can be formulated.
Consider a beam of light propagating, at normal incidence, from a medium with optical
admittance A0 into a medium with a different optical admittance A1. By applying the
boundary condition that the tangential components of both the electric and magnetic
vectors are continuous across the interface, the Fresnel reflection (r) and transmission (t)
coefficients can be calculated as
r =
A0 −A1
A0 +A1 (7.7)
t =
2A0
A0 +A1 (7.8)
A further consideration of the net intensity of the beam on either sides of the interface
in terms of the incident beam Ii, reflected beam Ir and transmitted beam It permits the
definition of the reflectance R and transmittance T associated with the interface as
R =
Ir
Ii
= rr∗ =
(A0 −A1
A0 +A1
)(A0 −A1
A0 +A1
)∗
(7.9)
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T =
It
Ii
=
<(A1)
<(A0)tt
∗ =
<(A0)<(A1)
(A0 +A1)(A0 +A1)∗ (7.10)
The above expressions for T and R must now be extended to describe the interaction
of an incident light beam with a thin-film. The term ‘thin-film’ typically describes a layer
of material of thickness d which is smaller than the coherence length of the light. The
calculation of R and T must therefore include the treatment of a second interface and the
coherent interference effects that arise from successive reflections within the film. Figure
7.1 shows the two interfaces defined by a and b respectively. The relationship between
the electric and magnetic field vectors at interfaces a and b can be expressed in matrix
notation according to Ea
Ha
 =
 cosδ (isinδ)/A1
iAsinδ cosδ
Eb
Hb
 (7.11)
where the parameter δ represents the difference in phase in the resultant beam between
the two interfaces and is expressed as
δ =
2pin˜d
λ
(7.12)
For a full derivation of the result given by equation 7.11, see ref [1], pp.32-34. The treatment
of the thin-film described above can be reduced to the original single boundary problem if
Figure 7.1: Terms used in describing
transmittance through a thin film.
Figure 7.2: Transmittance through
an assembly of q thin films
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the assembly is re-defined in terms of a single optical admittance
Y =
Ha
Ea
(7.13)
Then the reflectance R of the assembly can be re-expressed according to equations 7.9
and 7.10 by substituting A1 with Y . Furthermore, equation 7.11 can be re-written as
Ea
 1
Y
 =
 cosδ (isinδ)/A1
iAsinδ cosδ
 1
Am
Eb =
B
C
Eb (7.14)
where the assembly is defined by the characteristic matrixB
C
 (7.15)
and clearly Y = C/B. The above result for a single thin-film can immediately be extended
for a multi-layer structure consisting of q films, see figure 7.2, simply by describing the
characteristic matrix as the product of matrices associated with each of the films, i.e.B
C
 =
 q∏
r=1
 cosδr (isinδr)/Ar
iAsinδr cosδr
 1
Am
 (7.16)
where the subscript r denotes the film number and increases in order from 1 to q. The
resultant reflectance of such an assembly can then be written as
R =
(A0 − Y
A0 + Y
)(A0 − Y
A0 + Y
)∗
=
(A0B − C
A0B + C
)(A0B − C
A0B + C
)∗
(7.17)
The calculation of T involves a consideration of the intensity of the incident and exit
beams. Firstly, consider the intensity of the exit beam that passes through the final
interface, k, into the exit medium.
Ik =
1
2
<(Am)EkE∗k (7.18)
This can be related to the intensity that passes through the first interface, a, according to
Ia =
1
2
EaH
∗
a =
1
2
<(BC∗)EkE∗k (7.19)
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and the incident intensity of the beam, prior to its entrance into the assembly, can be
expressed as
Ii =
Ia
1−R =
<(BC∗)EkE∗k
2(1−R) (7.20)
From equation 7.18 (1−R) can be written as
(1−R) = 2A0(BC
∗ +B∗C)
(A0B + C)(A0B + C)∗
=
4A0<(BC∗)
(A0B + C)(A0B + C)∗ (7.21)
and so an expression for T can be obtained according to
T =
Ik
Ii
=
4A0<(Am)
(A0B + C)(A0B + C)∗ (7.22)
A final consideration must be made in the case of an incident medium that is non-
infinite. This is clearly necessary as all real structures must be deposited on some relatively
thick, yet finite substrate. This introduces another interface at the start of the assembly but
because of the relative thickness of a typical substrate compared to a thin-film, any reflected
component can be calculated without the need to consider the coherent interference from
other interfaces. The above expressions for R and T in the case of a finite, non-absorbing
substrate can therefore be augmented to read
R =
(A0 −As
A0 +As
)2
·
(As − Y
As + Y
)(As − Y
As + Y
)∗
(7.23)
T =
4A0As
(A0 +As)2 ·
4A0<(Am)
(A0B + C)(A0B + C)∗ (7.24)
where the subscripts A0 and As now denote the optical admittances of air and the substrate
respectively. This final expression for T describes the key parameter, the calculation of
which will be the objective of the multi-layer model.
7.3 Methodology
7.3.1 Film deposition
Table 7.1 shows the RF magnetron sputtering deposition parameters for all the films inves-
tigated within this chapter. Successive deposition onto the same substrate of ITO, ZnO,
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Table 7.1: Sputtering parameters for all films presented within this chapter
Film Tsub (
◦C) Power (W) Ar Pressure (mTorr)
In2O3:Sn 400 60 1
ZnO 50 100 5
CdS 350 60 5 (+ 3% CHF3)
CdTe 350 70 5
TiO2 room temp. 300 5
SiO2 room temp. 300 5
CdS and CdTe films constitute a full CdTe device structure. An undoped, highly resistive,
ZnO films is incorporated between the ITO front contact and CdS window layer. The
reasons for the use of such a layer, commonly referred to as a HRT (highly resistive and
transparent) or simply ‘buffer’ layers, are still widely debated [4–7] but it is generally ob-
served to permit the reduction of the CdS layer thickness while maintaining a stable VOC
and limiting the effect of pin-holes in the CdS layer.
A 5% partial pressure of CHF3 was incorporated during the growth of CdS films. This
was not an attempt to dope the CdS (as demonstrated for SnO2 films in Chapter 5) but
was used since CHF3 has been shown to improve the resultant density of the film [7] and
reduce to formation of pin-holes through to the underlying ZnO/ITO layers. All targets
were pre-sputtered, for a minimum of 10 minutes prior to deposition in order to remove
any dust or contaminants that had fallen onto the target surface during the intervening
time between runs. Again, low-Fe soda-lime glass substrates (Pilkington OptiWhiteTM)
were used throughout and were cleaned prior to deposition using a series of nylon brush
scrubs and DI water/isopropanol rinses and finally a 10 min in-situ plasma etch.
7.3.2 Optical methods
The extraction of the optical characteristics, namely the dispersion properties, of single
films was achieved via two distinct methods; one involving the fitting of data generated
from ellipsometry measurements (SE), and the other based on the fitting of transmittance
spectra determined via spectrophotometry (SP). Throughout discussions within this chap-
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ter these two methods will be referred to as SE and SP respectively. The reader is referred
to Chapter 4, section 4.3.2 for a full description of each method.
For both methods, effort was taken to ensure that the lowest MSE values were achieved
while implementing the simplest possible model in each case. In general, it was always
possible to achieve lower MSE values by adding more oscillators, but this increased the
likelihood that the resultant fitted parameter set was non-unique and that the model did
not represent a real physical system. Typically, a model was deemed to be reliable if an
MSE value of < 1× 10−3 was achieved although this was not always possible.
For theoretical multi-layer structures, transmittance spectra were calculated by imple-
menting the theory described in section 7.2 within a FORTRAN90 program (see appendix
B. The inputs of this program were composed of the relevant n(λ) and κ(λ) data, as ex-
tracted via the SE method, and the thickness of each of the films within the structure.
The fitting of experimental transmittance curves, recorded from real multi-layer samples,
was achieved using the SCOUT software and permitted the measurement of each of the
constituent film thicknesses.
7.4 Extraction of dispersion data from single films
The analyses of ellipsometric and spectrophotometric spectra via the two methods is now
presented for the films listed in table 7.1 and a library of optical behaviour, namely n and
κ, for the materials is established.
Figure 7.3 a and b show the spectra of Ψ and ∆ determined by ellipsometry for a bare
glass substrate. The spectra are very simple and can be fitted easily with a B-spline model.
While this model has no physical basis, the development and use of a model based upon the
physical properties of bulk amorphous materials (i.e. glasses) was considered unnecessary
to fit such a simple spectrum. The extracted n and k spectra and corresponding fit of
the model to a transmittance spectrum are shown in figures 7.3 c and d. The analysis
shows that there is some low level absorption (κ ∼ 0.1 × 10−5) at wavelengths λ > 600
nm. However this absorption can be considered negligible and a non-absorbing substrate
approximation can be maintained for use in the multi-layer model.
Figure 7.4 a and b show the spectra of Ψ and ∆ determined for a thin-film of In2O3:Sn
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Figure 7.3: Ellipsometry of uncoated OptiWhite substrate (3.2 mm thick). (a) and
(b) show the ellipsometric spectra of Ψ and ∆ determined from the measurement and
the corresponding fits achieved by the CompleteEASETM (VASE) software according
to a simple B-spline fit. (c) shows the dispersion of n and κ extracted from the
software and (d) shows the fit to a transmittance spectra.
(ITO). An ellipsometric model based upon a single Lorentz oscillator and a Drude com-
ponent identical to those described in Chapter 2 was used to fit the spectra. In this case
however, it was not possible using the CompleEASE software to build into the model
a component that adequately described the behaviour in the vicinity of the band gap.
Nonetheless, figure 7.4 c shows that the model achieved a good fit to the transmittance
spectra which is comparable to the fit achieved using the SP model. Accordingly, the resul-
tant n and κ spectra from the separate SE and SP analyses differ only at wavelengths below
400 nm. Both methods permit the reliable determination of the material’s optical proper-
ties over the range of wavelengths of interest in device design (400-850 nm). Furthermore,
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table 7.2 shows that the electrical properties extracted from the Drude components from
each of the methods agree very well, both with each other and experimentally determined
values. This adds an extra degree of confidence to both approaches.
Figure 7.5 a and b shows the ellipsometric spectra obtained for an undoped ZnO film.
A fit to the data was achieved using a “PSEMI-M0” model [8] based on the work of Johs
et. al [9]. Within the CompleteEASE software no details of the functional form of this
model are given and it is defined solely by a set of parameters. Of these parameters, the
energy E0, represents the critical point at which the onset of absorption occurs and clearly
Figure 7.4: Ellipsometry of ITO film (115 nm) on OptiWhite glass substrate: (a)
and (b) show the ellipsometric spectra and the corresponding fits achieved using
the software. (c) A comparison is made between n and κ dispersion determined by
both the standard model for dielectric permittivity (discussed in detail in Chapters
2 and 5) and the CompleteEASE software. (d) The corresponding model fits to an
experimental transmittance spectra.
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Table 7.2: A comparison between electrical properties of the ITO baseline sample
determined by experiment and the SE and SP fits.
Experiment SE SP
d (nm) 220 a 237 230
ne (×1021 cm−3) 1.20 b 1.3 1.2
µe (cm
2V−1s−1) 43.0 c 42.4 40.0
ρ (Ω.cm) 1.21 1.17 1.23
m∗e – 0.4 0.4
EG (eV) – – 4.27
a Surface profilometry measurement
b van der Pauw measurement
c Hall measurement
represents the direct band gap Ed of the material. In this way a band gap of Ed = 3.33 eV
was determined by the ellipsometric fit. This value is significantly higher (+0.14 eV) than
the value of 3.19 eV determined both by the SP fit and (αhν)2 vs E plots. Nonetheless,
both SE and SP methods determine very similar n and κ spectra and both provide good
fits to the transmittance spectrum (figure 7.5 d). However, the SE fit appears to be better
because it accounts for the slight kink in the spectrum just after the onset of the band
edge. Both fitting approaches also agree on a value of 101 nm for the film’s thickness.
A single PSEMI-M0 model was also used to fit the ellipsometric spectra of a CdS film
(figure 7.6 a, b). Again, a the value for the direct band gap extracted from this model
(2.50 eV) is higher than that determined by the SP fit (2.41 eV) - the latter involved a
single Lorentz oscillator and an inter-band transition component. It is believed that the
SP model achieves a more accurate value as it is closer to that reported previously for
polycrystalline CdS by others [10, 11]. While the shape of the n and κ spectra extracted
from both SE and SP fits are similar, there is an obvious shift between the values of n over
the range with the values determined by the SE fit being around 0.1 higher. Furthermore,
the shapes of both n and κ from both fits are significantly different at wavelengths below
the band gap of the material (λ < 450 nm). Despite these differences, the resultant fits to
the transmittance spectrum for the film are almost identical for both methods, and also
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Figure 7.5: Ellipsometry of a ZnO film on OptiWhite glass substrate. n and κ
spectra extracted from both the standard model and the CompleteEASE software
are in good agreement except in the region λ < 400 nm. A comparison of fittings
to a transmittance spectra show that the SE method provides a more accurate fit
in this region.
a film thickness of ∼ 220 nm is determined in both cases which is in excellent agreement
with profilometry measurements made on the film.
Figure 7.7 a and b shows the ellipsometric spectra of a relatively thick (∼ 1.5 µm)
CdTe film. The spectra are fitted according to two separate PSEMI-M0 oscillators located
at different energies within range measured. The first was located at E1 = 1.51 eV and
corresponded to the material’s direct band gap and the other was located at E2 = 3.08 eV.
The resultant shapes and the positions of the critical points within the n and κ spectra
determined by the SE fit are similar to those previously determined by others for sput-
tered CdTe films [12]. A comparison between the n and κ spectra determined by both
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Figure 7.6: Ellipsometry of a CdS film on OptiWhite glass substrate. A significant
difference is observed in n(λ) extracted from both SE and SP fits. Nonetheless both
sets of extracted n and κ spectra give rise to good fits to the film’s transmittance
spectra.
the ellipsometric and photometric approaches, figure 7.7 c, shows a marked difference at
wavelengths λ < 900 nm. The SP model is incapable of modelling the effect of the second
resonance (E2) because the transmittance measurement does not record a signal below the
band gap (E1). The ellipsometry measurement on the other hand records a signal in this
region to which a fit can be made. Therefore, despite both sets of n and κ being able to
generate reliable fits to the transmittance spectra of the CdTe film (figure 7.7 d) only the
spectra from the SE fit can be trusted when used within a multi-layer model within which
the range of wavelengths of interest are below 900 nm.
Further to the decision to disregard the n and κ spectra determined by the SP method
for CdTe, all other spectra achieved via this method were excluded from further multi-layer
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Figure 7.7: Ellipsometry of CdTe film (∼ 1.5 µm) on OptiWhite glass substrate.
In this case, over the full measurement range, the extracted n and κ spectra from
the SE method is far more reliable than that extracted from a single transmittance
spectra using the SP method for dielectric permittivity (see text).
modelling and only the SE results were incorporated. This was done in order to maintain
a sense of consistency within the multi-layer models and not to confuse the analysis by
combining n and κ spectra from one method with the other.
7.5 Multi-layer test structures
In this section, the theory in section 7.2 is applied to a series of multi-layer test structures.
The first two of these structures that are investigated are those of a narrow band-pass filter
and an anti-reflection (AR) coating, both of which are based on multi-layer assemblies
of alternating high/low refractive index dielectric materials, namely TiO2 and SiO2. The
third investigation tests the multi-layer model’s ability to predict the transmittance of a real
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CdS/ZnO/ITO/glass structure. The objective of these test structures is to demonstrate the
efficacy of the multi-layer model in predicting the transmittance spectra of real structures.
Furthemore, the potential role that such AR coatings might have in improving device
efficiency is discussed.
7.5.1 Narrow band filter
A Bragg reflector typically consists of a multi-layer assembly of high/low refractive index
films, each of quarter wavelength thickness (λ0/4), that generates a high reflectance, R,
over a particular wavelength range centred around λ0. The high reflectance arises because
all reflected beams from all interfaces within the structure recombine constructively at
the front surface. Such structures are common components within laser spectroscopy and
optical waveguides. The multi-layer model was used to determine the optical response of an
assembly, based upon original work by Brand et al. [13–15], consisting of two TiO2/SiO2
Bragg reflectors separated by a relatively thick TiO2 layer. Such a structure yields a
typical reflectance spectrum of a single Bragg reflector but with a very narrow peak of
high transmittance located within the high reflectance region. This structure has potential
applications as a narrow band pass filter and for the generation of terahertz radiation
[16–18].
The n and κ spectra for TiO2 were determined by applying the SP model fitting pro-
cedure to a single film of the material. In the case of SiO2 however, it was not possible
to determine n and κ in this manner due to the inability to distinguish the layer from the
glass substrate (a consequence of their similarly matched refractive indices). Instead, the
refractive index n for SiO2 were adopted from previous ellipsometry analysis performed by
Jellison [19] and it was assumed that the extinction coefficient was zero over the range of
wavelengths modelled. Both sets of n and κ were then fed to the multi-layer model which
was used to calculate the theoretical transmittance of a structure, on a standard OptiWhite
glass substrate, consisting of four repetitions of a TiO2(95 nm)/SiO2(153 nm) bi-layer, a
190 nm thick TiO2 spacer layer and finally four repetitions of a SiO2(153 nm)/TiO2(95
nm) bi-layer (i.e. the inverse of the initial bi-layer stack). The resultant theoretical trans-
mittance spectrum generated by the multi-layer model is shown in figure 7.8 (blue line).
The model predicts that the structure generates a narrow peak (9.6 nm FWHM) in the
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Figure 7.8: Transmittance spectrum for the predicted 17 layer stack structure (blue
line) and the corresponding experimental transmittance (black line) of the real struc-
ture deposited via RF magnetron sputtering. A shift in the predicted position of
the transmittance peak is a result of errors within the initial calibration of growth
rates for the TiO2 and SiO2. An excellent model fit to the experimental transmit-
tance spectrum is achieved using the SCOUT software, especially considering the
complexity of the structure. The corresponding results from the fit are shown in
table 7.3.
transmittance spectrum at a wavelength of 840.9 nm.
RF magnetron sputtering was used to deposit the modelled structure following the
calibration of growth rates from separate TiO2 and SiO2 targets (99.99% purity, PI-KEM)
according to profilometry measurements on single films. At RF powers of 300 W, a chamber
pressure of 5 mTorr Ar and for a substrate held at room temperature the growth rates of
TiO2 and SiO2 films were 2.2 ± 0.2 nm/min and 2.7 ± 0.2 nm/min respectively. The
sputtering system, which is computer controlled, was then programmed to fabricate the
structure. Note that while it was possible to alternately open and close shutters attached
to each of the targets and therefore simply run both targets continuously throughout the
deposition, RF power was only applied to one magnetron at a time in order to preserve
the lifetime of the targets.
Figure 7.8 also shows the resultant experimental transmittance spectrum of the sput-
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Table 7.3: 17 layer TiO2/SiO2 structure. Film thicknesses were extracted from
fitting the multi-layer model to the measured transmittance spectrum.
Layer Material d (nm)
17 TiO2 48.9
16 SiO2 159.9
15 TiO2 100.4
14 SiO2 162.9
13 TiO2 103.5
12 SiO2 164.7
11 TiO2 106.8
10 SiO2 169.4
9 TiO2 210.5
8 SiO2 153.9
7 TiO2 101.9
9 SiO2 157.9
5 TiO2 105.3
4 SiO2 159.9
3 TiO2 107.0
2 SiO2 163.8
1 TiO2 109.5
0 OptiWhite 4 mm
tered assembly. Clearly, there is a significant shift in the predicted position of the narrow
transmittance peak which is found at a wavelength of 905.5 nm). It is believed that this
is due to having made errors in the calculation of the growth rates of each material. The
SCOUT software was used to re-fit the transmittance spectra to the experimental data and
determine the true thicknesses of each layer within the sputtered sample. These results
are shown in table 7.3 and are confirmed via direct measurement of the individual layers
through cross-sectional SEM imaging, shown in figure 7.9, achieved using a focussed ion
beam system located at Durham University. Overall, the average thicknesses of the TiO2
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Figure 7.9: Scanning electron microscopy was performed on cross sections of the 17
layer TiO2/SiO2 structure. a) Secondary electon image. b) Backscattered electron
image. The sample was prepared using a focussed ion beam.
and SiO2 layers excluding the thick TiO2 spacer layer) were 105 ± 5 nm and 162 ± 5 nm
respectively suggesting that in both cases the measured growth rates were lower than those
used in the actual growth run. Despite this, the consistency between the thickness of each
of the alternate layers was very good indicating that the automated deposition control of
the equipment is reliable.
It must be noted from the backscattered SEM image (figure 7.9 b) that the final layer
of TiO2 (top of image) is incomplete. This was the result of a processing error at the
termination of the growth run. Remarkably, the SCOUT software was used produce a
good fit to the transmittance spectrum of this 17 layer structure and the thickness of
the final layer was estimated at 48.9 nm (Table 7.3) which is in clear agreement with
the microscopy. The SCOUT software has therefore proven itself to be a reliable tool for
extracting the individual layer thicknesses of complicated multi-layer assemblies from a
relatively simple transmittance measurement.
A more precise relationship between predicted and experimental results for such struc-
tures could be achieved through a more accurate calibration of the growth rate for each
of the deposited materials. This might be achieved through use of ellipsometry, a tech-
nique which has been demonstrated as an accurate measure of film thickness to the nearest
± 1 nm, unlike the relatively crude profilometry measurement which can only determine
thickness to the nearest ± 10 nm.
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Table 7.4: Optimum designs for 2 layer and 4 layer TiO2 and SiO2 anti-reflection
coatings on OptiWhite substrates.
2 layer 4 layer
Layer Material d (nm) Layer Material d (nm)
2 SiO2 123 4 SiO2 94
1 TiO2 9 3 TiO2 127
2 SiO2 31
1 TiO2 17
7.5.2 Anti-reflection (AR) coating
The combined use of TiO2 and SiO2 films is also relevant to the design of anti-reflection
coatings reflection coatings [20–22]. Such structures are relatively simple compared to the
previous example and consist typically of only one or two repeated bi-layer TiO2/SiO2
structures. They also present an immediate opportunity to further improve the transmit-
tance of a CdTe solar cell structure and in the case of a completed superstrate device, can
be deposited directly onto the back surface of the glass substrate.
The multi-layer model was re-configured to calculate the optical transmittance of a two-
layer and a four-layer TiO2/SiO2 anti reflective coating. In both scenarios, the integrated
transmittance was calculated for every possible thickness configuration by varying the
thickness of each film by 1 nm increments over the ranges 0 - 200 nm. The results were then
analysed to find the configuration that generated the maximum value of T˜ . These optimum
configurations are shown in table 7.4 and the corresponding predicted transmittance curves,
relative to the glass substrate, are shown in figure 7.10. The optimum two layer structure
indicates that there is potential for an increase in T˜ of∼ 0.015, relative to the transmittance
of a bare glass substrate, and for the optimum four layer structure, an increase of 0.03.
No experimental sample was fabricated based on the optimised AR coating designs gen-
erated the multi-layer model. However, the ability of the deposition technique in creating
samples based on such designs, provided that an adequate calibration of growth rate is
made, is demonstrated in the previous example.
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Figure 7.10: The multi-layer model was used to design an optimized anti-reflection
coating for the OptiWhite substrate. The figure shows the potential gains in trans-
mittance for both a 2 layer and 4 layer coating (see table 7.4). In the case of the 4
layer structure a maximum gain in T˜ of +0.03 is predicted relative to the transmit-
tance of a bare glass substrate.
Figure 7.11: Testing of the multi-layer model’s ability to predict the transmittance
of a real stack structure. A good fit is achieved indicating the reliability of the
model.
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7.5.3 Test structure for a CdTe based device
Further testing of the multi-layer model was performed by comparing the experimental
transmittance of a real CdS/ZnO/ITO sample to that predicted by the model following the
incorporation of the n and κ spectra extracted via the SE method (section 7.3). Figure 7.11
shows the experimental transmittance measured for the assembly of CdS(120 nm)/ZnO(105
nm)/ITO(200 nm) films on an OptiWhite glass substrate (3.2 mm). Note that, no CdTe
layer was deposited onto the structure as this would have prevented the measurement, via
spectrophotometry, of any signal at wavelengths below the CdTe band gap. To account for
this within the program an exit medium optical admittance of Am = 1 (i.e air) was used
within equation 7.16. The subsequent output from the multi-layer model (represented by
the solid line) shows a good fit to the experimental spectrum. The fit is particularly good
at wavelengths in the vicinity of and below the CdS band gap. This is important because
any optimisation of the stack’s transmittance is likely to result from changes to this region
of the spectrum (due to thinning of the CdS layer).
7.6 Optical modelling of CdTe solar cells
The demonstrated ability of the multi-layer model to predict the transmittance spectra
of real structures justifies its use in the theoretical optical optimisation of a complete as-
grown CdTe device. The objective of such an investigation is to identify device assemblies
that show improved optical performance relative to the current fully sputtered prototype
design (Chapter 6). It is hoped that these improved designs will correspond immediately
with an improvement of completed device performance (i.e. conversion efficiency).
Following the incorporation of CdTe into the model as an exit medium, the effect of
varying the thicknesses of the ITO, ZnO, CdS layers on the integrated transmittance T˜ was
investigated. The thickness of the layers were varied in the ranges (80-100 nm), (25-200
nm) and (25-200 nm) respectively. The minimum values of these ranges correspond to the
limit in which such structures are likely to yield working devices following post deposition
processes (i.e. annealing/contacting). All results were compared to a baseline structure:
CdS(200 nm)/ZnO(100 nm)/ITO(230 nm). This baseline structure is comparable to that
of the real prototype devices that yielded typical conversion efficiencies of ∼ 8% on average
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Figure 7.12: The effect of the variation in both CdS and ZnO layer thickness on the
resultant fractional transmittance, T˜ , into the CdTe layer. A constant ITO thickness
of 230 nm was maintained.
and maximum efficiencies upwards of 12% (see Chapter 6).
In general, the investigation found that small changes in the thickness of CdS and ZnO
had a greater influence on T˜ than changing the ITO thickness. This is demonstrated by
comparing the baseline structures A and B shown in table 7.5, in which the CdS and ZnO
layers are thinned, resulting in an increase in T˜ of +14.3%. Thinning the ITO (C) caused
a further +3.8% increase in the transmittance. Further reduction in the CdS and ZnO
thickness(D and E) allowed for further gains. This is explored further in figure 7.12, in
Table 7.5: A selection of modelled device configurations and their predicted increase
in transmittance.
dITO (nm) dZnO (nm) dCdS (m) T˜ (300-850 nm) % change
a
A 230 100 200 0.70 -
B 230 50 50 0.80 +14.3
C 115 50 50 0.84 +20.0
D 115 50 25 0.86 +22.9
E 80 25 25 0.87 +24.3
aRelative to current baseline structure, A
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which the ITO thickness is fixed at 115 nm and T˜ is shown as a function of both the CdS
and ZnO thicknesses. It is seen in the figure that changing the CdS thickness for a fixed
ZnO thickness has a greater effect than for vice-versa. For example, for a constant 50 nm
thickness of ZnO, reduction of the CdS from 200 to 50 nm increased T˜ from 0.69 to 0.84.
The dominance of CdS thinning on T˜ is due to the fact that as the film becomes thinner
the absorption at wavelengths below its band gap (λ < 500 nm) becomes less pronounced.
This is demonstrated in figure 7.13 by the progression of T˜ in configurations A → C → E.
A maximum increase in T˜ , relative to the baseline structure, from 0.7 to 0.87 (+24.3%) is
predicted for the device structure E - CdS(25 nm)/ ZnO(25 nm)/ITO(80 nm).
It must be emphasised at this point that while the results of this investigation are
promising in terms of optimising the optical performance of CdTe solar cells, they account
for the optical performance only. The electrical impact of changing the layer thicknesses is
not accounted for and indeed, the potential gains predicted by the optical optimisation may
be completely negated by the resultant effects on the electrical performance of the device.
Furthermore, the spectra n and κ for each material incorporated into the multi-layer model
were extracted from as-grown layers. Therefore, the effect of post growth treatments, which
typically induces a significant change in the morphological structure in the films as well as
inter-diffusion between the layers, is not accounted for. Nonetheless the use of the multi-
layer model provides an indication that device performance can be improved by optimising
the optical response of the constituent layers. Further experiments, whereby real devices
are fabricated, are required to confirm the predictions of the multi-layer model.
The theoretical change in the transmittance of a CdTe device structure on application of
a four layer AR coating, as predicted by the multi-layer model, is shown in figure 7.14 and
is of clear benefit at all wavelengths within the range. If the assumption is made that any
increase in T˜ will be directly proportional to the increase in the photo current generated
within such a device then the incorporation of a four layer AR coating could potentially
increase device efficiency by an extra 0.5%. This is extremely significant, particularly for
high efficiency devices that approach the current world record limit of 16.5% [23].
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Figure 7.13: Significant gains in transmittance, relative to the baseline structure
‘A’ are observed at wavelengths below 450 nm as the ZnO and CdS films are thinned
to thicknesses below 50 nm. Details for spectra A, C and E are given in table 7.5
Figure 7.14: The transmittance of the device structure ‘C’ (see table 7.5) is shown
with and without the optimised 4 layer AR coating.
7.7 Conclusions
The two methods, SE and SP, used to extract dispersion data from optical spectra of single
films have been demonstrated as being reliable for oxide materials (ITO and ZnO) that
have band gaps > 3 eV. However, it was found that the SP method was able to predict
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more accurate values for the band gaps for these materials and that those extracted from
the SE method were, in general, higher than expected. For films of ITO, both methods
extracted very similar values of parameters ωp, ne and µe according to the use of Drude
components. In the case of CdS and CdTe films, the SE method proved to be capable
of extracting n and κ at energies above the band gap. This was particularly so in the
case of CdTe. The SP method however was unable to predict the behaviour at energies
far beyond the band gap where the absorption coefficient became too high for a sufficient
transmittance signal to be detected.
A model to predict the optical response of an assembly of thin films has been developed
that accurately predicts the experimental transmittance of real structures deposited via
RF magnetron sputtering. The model predicts a potential gain upwards of 20% in the
integrated transmittance, T˜ , over the range 400-850 nm following the optimisation of a
baseline device structure. The largest component of this gain arises from the thinning of
the CdS layer to a thickness below 50 nm. Validation of this predicted gain is yet to be
demonstrated through the fabrication of optimised structures.
Overall, the model provides an excellent starting point for further improvements to
the device efficiency of current fully sputtered structures, however further development
is required for several reasons: Firstly, the model only predicts the response of as-grown
materials. The effects of further processing, namely the CdCl2 activation step, must be
incorporated into the model before it can be used to predict the optical response of a
‘working’ CdTe solar cell. During such processing, the films within the assembly are likely
to undergo morphological changes that will inevitably generate a deviation to the predicted
optical response. Therefore, the effect of the treatment on both the individual layers and
completed structures must be determined by ellipsometry and fed back into the model.
Secondly, the effect of voiding within the constituent layers must be considered - it being
shown that, for CdS and CdTe in particular, a significant fraction of sputtered films are
composed of voids [24]. The model may be adjusted to account for such voiding effects on
the resultant transmittance by incorporating a simple Bruggemann model [25]. Finally, the
determination of an empirical relationship between the optical and electrical properties of
the resultant device structures is desirable, i.e. is there a direct proportionality between the
transmittance and the generated photo-current? Such knowledge would help set physically
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sensible limits to the minimum thickness of layers within the model.
The model is used to design a four layer anti-reflection coating for glass that could
potentially increase the transmittance into a device structure by 0.03. Such an increase,
although apparently small, my act to increase the efficiency of a working device by ∼ 0.5%,
which could prove extremely significant for high efficiency devices. While the fabrication
of such an AR coating is not achieved within this work, the demonstrated reliability of RF
magnetron sputtering in creating such structures is extremely promising.
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Chapter 8
Conclusions
8.1 Summary of conclusions
This thesis has demonstrated the applicability of RF magnetron sputtering for the devel-
opment of CdTe PV. In particular, the exploration of several doping routes to a number
of TCO materials, namely In2O3:Sn, SnO2:F, ZnO:Al and ZnO:F, has shown that there is
a wide scope for further design and optimisation of these materials using RFMS. Also, the
development of a fully-sputtered CdTe device platform has yielded efficiencies upwards of
12%, comparable to other such devices reported in the literature [1, 2].
Models for the dielectric permittivity of all of the materials described in this work
have been developed and successfully used to extract key film parameters - e.g. n and
κ, direct band gap, thickness, carrier concentration and mobility - from data recorded
via spectrophotometry and ellipsometry. The potential for rapid screening and analysis
of combinatorial samples via these non-destructive optical methods shows promise for the
further development of materials for CdTe devices, particularly TCOs. Furthermore, the
use of extracted optical data in the development of a theoretical multi-layer model demon-
strates the potential optical gains that may be achieved through the further optimisation
of device design.
Chapter 5 describes several doping routes for the aforementioned TCO materials: films
of In2O3:Sn (ITO) and ZnO:Al (AZO) were achieved by sputtering from compound ceramic
targets while films of SnO2F (FTO) and ZnO:F (FZO) were deposited by reactive sputter-
ing from targets of SnO2 and ZnO respectively while incorporating small partial pressures
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of CF4, CHF3 and H2. A further co-sputtering route to FTO, involving the simultaneous
sputtering from ceramic SnO2 and ZnF2 targets, was also explored.
It was established that of all the TCO materials investigated In2O3:Sn (ITO) had
the best opto-electric properties with respect to the criteria specified for thin-film PV (see
section 2.4). Films of ITO sputtered from a ceramic mixed composition target (In2O3:SnO2
(10% wt.)) at an RF power of 60 W, under 1 mTorr of Ar, and at a substrate temperature
of 400◦C possessed a resistivity of ρ = 1.2 × 10−4 Ω.cm. This value, corresponding to an
electron carrier density and mobility of ne = 8.9 × 1020 cm−3 and µe = 58.4 cm2V−1s−1
respectively, is comparable to the lowest resistivity values reported in the literature [3, 4]
(see table 2.2). The films had an integrated absorption coefficient (see equation 2.62) of
α˜ ∼ 3500 cm−1 over the range 400−850 nm which corresponded to an optical transmittance
of T˜ ≈ 0.83 for films of thickness d ≈ 250 nm. The figure of merit (see equation 2.64)
for these films was therefore calculated at φ ∼ 8 × 10−2 Ω−2 which is higher than that of
commercially available TCOs such as Pilkington NSG’s TEC15 (CVD deposited SnO2:F)
which has a figure of merit of φ = 1.9×10−2 Ω−2. ITO films were consequently incorporated
into fully-sputtered devices in Chapter 7 in order to establish a reproducible prototype
structure.
Sputtering of ZnO:Al (AZO) from a mixed ZnO:Al2O3 (2% wt.) target yielded a
minimum resistivity value of ρ = 4.7 × 10−4 Ω.cm when deposited under the conditions
- 50 W, 0.5 mTorr Ar and Tsub = 150
◦C. Values of ne = 4.3 × 1020 cm−3 and µe = 30.8
cm2V−1s−1 were measured for this film. These values are comparable to those reported
elsewhere for RFMS deposited ZnO:Al [5]. The electrical properties of the best AZO
films were inferior to those for ITO, with ne and µe values for AZO being typically half
those measured for ITO. However, the absorption coefficient for AZO was significantly
lower, α˜ ∼ 1400 cm−1 meaning that for film thicknesses above 500 nm a figure of merit of
φ > 5× 10−2 Ω.cm, i.e comparable to that of ITO, could be achieved.
Attempts to dope ZnO with fluorine via reactive sputtering using partial pressures of
H2 and CHF3 achieved a significant reduction in resistivity, by a factor > 10
5, relative to
un-doped films. The incorporation of H2 during growth was key to this reduction, and
acted to promote the level of F doping within the films. The minimum level of resistivity,
ρ = 2.9 × 10−3 Ω.cm, achieved using deposition parameters of 100 W, 5 mTorr total
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pressure, 5% H2 partial pressure, 4% CHF3 partial pressure and a substrate temperature
of 300◦C. This resistivity value is comparable to those reported by Yoon [6] and Ku [7] for
sputtered FZO films. However, it has been demonstrated by Tsai [8] that lower resistivities,
of the order ∼ 5×10−4 Ω.cm, are achievable using sputtering. Films with such resistivities
are the target of future work (see section 8.2) and are necessary before FZO films can be
incorporated as front contact layers into fully-sputtered CdTe devices.
A similar reactive doping route, i.e involving a partial pressure of CHF3, was investi-
gated for SnO2 (FTO) sputtered from a ceramic SnO2 target was also investigated. It was
not possible to reach resistivity values below ∼ 10−2 Ω.cm. This minimum limit to the
resistivity is almost four times higher than the lowest reported resistivity values for films
reactively sputtered in partial pressures of CF4 [9]. Furthermore, it was shown in this work
that the incorporation of CF4 served to significantly increase the resistivity of FTO films
(to beyond measurable limits).
It is believed that further reductions in the resistivity of SnO2:F (FTO) films is more
likely to be achieved via non-reactive gas methods. For example, Geoffroy [10] has shown
that sputtering from a mixed composition SnO2:SnF2 target can yield a minimum re-
sistivity of 5 × 10−4, i.e comparable to ITO. Attempts, within this work, to explore this
particular doping route were hampered by the large disparity in growth rates between SnO2
and SnF2 which caused the mixed target to become rapidly depleted of SnF2. However,
preliminary experiments that involved the co-sputtering of SnO2 and SnF2 from separate
ceramic targets showed more promise, with a significant decrease in ρ observed as the differ-
ence between the relative growth rates from the SnO2 and SnF2 was increased. For such a
co-sputtering approach, there is also potential for the generation of combinatorial samples,
in which a doping gradient can be introduced. This will permit the rapid optimisation of
film deposition without the need to creation large sample sets.
For ITO and AZO films, where the doping level was sufficient, it was possible to extract
electrical properties from simple transmittance spectra using a model for the dielectric
permittivity that included an extended Drude component. Values extracted for ne and
µe from the spectra were shown to agree to within 10% of the values extracted from van
der Pauw and Hall measurements. Such a method for extracting electrical properties is
advantageous as it is non-destructive and in the case of combinatorial samples, which
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cannot be measured using conventional electrical methods, can be used to generate 3D
plot of the change in electrical properties as a function of position across a sample.
The modelling of the effect of direct inter-band transitions on the dielectric permittivity
also permitted the effective band gaps, Ed, and Burstein-Moss shifts, ∆BM , for highly
doped films to be extracted. However, it was generally observed that the corresponding
carrier densities, ne, extracted from values of ∆BM did not correspond directly with those
values extracted from the Drude component of the model. Through an investigation of the
change in ∆BM as a function of thickness in a wedge profile of AZO with a constant ne,
it was observed that at thicknesses < 100 nm the size of ∆BM was bigger than expected
but decreased towards the expected value as the film thickness increased. It is therefore
speculated that there is some other component to the observed shift in band gap that arises,
e.g. due to a quantum confinement effect that occurs in films with the small (i.e. < 50
nm) grain structure associated with thinner layers. Further structural characterisation of
the films is required, e.g. by X-ray diffraction or atomic force microscopy, to confirm this
micro-structural development.
In Chapter 6 the results from a prototype fully-sputtered device design were reported.
The device structure was CdTe (∼ 2µm)/CdS (100 nm)/ZnO (100 nm)/ITO (180 nm)/glass.
Over a consistent series, involving the fabrication and measurement of over two hundred 5
mm × 5 mm device contacts, three distinct populations were identified according to their
performance. These separate populations, identified as being under-treated, optimized and
over-treated, arose as a result of a non-uniform temperature distribution within annealing
apparatus (a tube furnace) during the post-deposition CdCl2 treatment process. Under-
treated devices were characterised by their low JSC , FF and VOC values and by EQE
measurements that indicated buried-junction behaviour. Over-treated devices showed vis-
ible signs of degradation (i.e blistering and de-lamination) and when measured showed
significant reductions in the JSC . For the optimised population an average efficiency of
9.3 ± 2.2%, and a maximum of 12.5%, was achieved. Such efficiencies are comparable
to the record fully-sputtered device efficiency of 14.5% [1]. Therefore, provided the issue
of treatment non-uniformity can be overcome, the prototype design provides an excellent
platform from which further gains in efficiency may be achieved.
An example of the necessary materials development from the present work is the ef-
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fect upon devices of changing the sputtering conditions used for the CdTe absorber layer.
Varying the Ar pressure in the range 5− 20 mTorr on the structure of as-deposited CdTe
films showed that for pressures of 5, 10 and 15 mTorr the films were highly orientated
in the cubic (111) direction. A CdTe film deposited at 20 mTorr showed a significant
reduction in the intensity of the (111) peak and a more randomised crystal structure. For
all layers the lattice parameter, a, was higher than that reported for bulk CdTe [11] indi-
cating that some degree of lateral strain is present in the sputtered films. It is believed
that this strain helps to promote the extensive recrystallisation and grain growth during
post-deposition treatment [12]. Further studies into the combined effect of CdTe depo-
sition pressure and post-depostion treatment anneal times indicate that the best device
performance is achieved for pressures between 10 − 15 mTorr and for anneal times of 20
mins, at 390◦C.
Further electrical and structural characterisation of the devices gave some important
insights into their behaviour and properties. J-V-T analysis of a 7% efficient device showed
that in the temperature range > 250 K the device ideality factor remained constant at a
value of A ∼ 1.6 and that there was an inverse proportional relationship between the log of
the reverse saturation current J0 and the temperature. This behaviour indicates that, over
this range in temperature, the current transport behaviour across the junction of the device
was dominated by Shockley-Read-Hall (SRH) recombination, the result of a population of
mid-gap (i.e. Ed/2) trap states within the CdTe layer. This transport mechanism has also
been shown to dominate in CSS deposited CdTe [13, 14]. Further analysis of this behaviour
permitted a value for the built in potential of Vbi = 1.14 eV to be estimated which is in
accordance with values reported by other groups [15]. This value was corroborated by a
value of Vbi = 1.11 eV extracted from C-V measurements. C-V analysis also showed that
the CdTe layer, under reverse bias, was fully depleted and that the layer had a net carrier
concentration of NA ∼ 1014 cm−3 which is typical for CSS-grown CdTe devices [16, 17].
Furthermore, an anomalous “bump” in the C-V curve suggests the presence of a secondary
junction within the device. Such a junction may be the result of a CdTe/ZnO interface
(i.e through pin-holes or non-uniformities in the CdS layer) or, more likely, a CdTe/Au
interface located at the back surface of the CdTe.
EBIC measurements, performed on a cross-section of the same 7% device, showed the
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electrically active region of the cell as being located ∼ 0.8 µm away from the CdTe/CdS
interface and ∼ 0.5 µm away from the back surface of the CdTe layer. This suggests
that, over this particular region of measurement, the post-deposition treatment has been
insufficient to promote the full formation of an n-p junction at the CdTe/CdS interface
and instead a p-p+ homo-junction has formed within the CdTe layer. The expected EQE
response of this device would be that of a buried junction however this is not consistent
with what is measured, the EQE showing a normal response for an optimised device. It is
speculated that due to the non-uniformity of the CdCl2 treatment procedure a variation in
the location of the junction may be expected oven over a 5mm × 5mm sized contact. An
alternative explanation could be that a buried homo-junction exists over the entire contact
area is not so deeply buried as to effect the EQE shape.
TEM performed on cross-sections from the same device shows that the extent of re-
crystallisation within the CdTe layer is extensive with grain sizes increasing from < 100
nm to > 1 µm during CdCl2 treatment. Variation in the diffraction contrast within the
TEM images identifies defect structures such as twins and grain boundaries, the latter of
which are generally considered to contribute the most significantly to performance losses.
It is believed that the reduction of in-plane orientated grain boundaries, through further
recrystallisation may improve device quality.
Having demonstrated that competitive devices could be fabricated by an all-sputtered
method, Chapter 7 explores the extent to which the optical design of the TCO, HRT and
CdS layers may contribute to further increased efficiencies. The methodological frame-
work for this was also established. The applicability of the dielectric permittivity models
presented for TCOs in Chapter 2 was demonstrated for other semiconductor materials,
namely undoped (intrinsic) ZnO, CdS, CdTe, SiO2 and TiO2. Two optical methods for
the extraction of n and κ, based on separate measurements via spectrophotometry (SP)
and spectroscopic ellipsometry (SE), are presented and it was shown that both methods
are capable of reliably extracting the optical parameters. The SE method however, is more
advantageous for the characterisation of CdTe as it can extract information at wavelengths
below the gap whereas the SP method cannot. A library of n and κ data for each of the
above named materials was developed and used in a multi-layer transmittance model which
was developed in this work. It was written in FORTRAN and is based on a transfer matrix
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method [18].
The multi-layer model was tested through its application to several test structures. Its
ability to reproduce the transmittance spectra of a 17 layer TiO2/SiO2 narrow band filter
and an air/CdS/ZnO/ITO/glass cell test structure, was demonstrated with a high degree
of agreement between theoretical and experimental spectra. The model was therefore used
to predict the fraction of incident light transmitted to a CdTe absorber layer through a
CdS/ZnO/ITO/glass structure, i.e. a fully-sputtered CdTe device. Furthermore, the model
was used to predict the optical gains associated with changes to each of the component
layer thicknesses. It was shown that changes in the thickness of the ZnO and CdS were
more significant that changes to the ITO thickness and that an increase in T˜ upwards of
20% may be achieved by thinning the CdS layer to around 50 nm. Such an increase would
be extremely significant for a real device with a corresponding increase in JSC expected.
Modelling the effect of a 4-layer TiO2/SiO2 anti-reflection coating, applied to the front
surface of the glass substrate, showed that there is a potential gain of ∼ 2% in T˜ for CdTe
devices. It was therefore demonstrated that optimisation of the HRT and CdS layers had
greater potential for improving efficiency than did an AR coating.
While the multi-layer model was successful at predicting the optical response of as-
deposited devices, the potential effects that post-deposition treatment may have on the
resultant optical properties of the constituent layers were not incorporated into the model.
For the time being therefore, it is not possible to directly predict the exact optimised
structure of a fully-sputtered CdTe solar cell and a full ellipsometric analysis of the effects
of post-deposition treatment shall be required before this is can be achieved. Nevertheless,
the method offers significant design insight in its present-form.
8.2 Suggestions for further work
The work presented in Chapters 5, 6 and 7 now gives rise to several potential routes for
further investigations. These are categorised below according to their relation to TCO
design, the fully-sputtered prototype device structure and the multi-layer optical model:
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8.2.1 Transparent conducting oxides
 Development of a combinatorial approach to TCO improvement: Co-sputtering
from separate ceramic oxide targets while maintaining a fixed substrate (i.e rotation
off) will generate combinatorial samples that contain a continuum of doping con-
centrations. It is hoped that the rapid, non-destructive analysis of these samples
via the optical methods developed in this work will determine the optimum depo-
sition parameters required to achieve TCOs with sufficiently high figures of merit
(i.e > 5 × 10−2 Ω−2) that enable them to be incorporated into CdTe device de-
signs. Suggestions for such experiments include sputtering from ZnO-ZnF2 targets,
to achieve improved ZnO:F films and from TiO2-Nb2O3 targets, to achieve TiO2:Nb
films [19, 20]. TCOs based on TiO2 are of particular interest because of the mate-
rial’s relatively high refractive index > 2.6. This could lead to the development of
AR coatings that are also conductive.
 Investigations into the effects of film structure on shifts in the band gap:
It is hoped that further investigations into the grain structures of sputtered TCOs
my determine a relationship between grain size and shifts in the band gap. The in-
corporation of such a relationship into the existing inter-band transition components
of the dielectric permittivity model may resolve the inconsistencies observed between
Drude and inter-band component values for ne. Furthermore, such a model may be
used to infer grain sizes in subsequent TCO films from simple spectrophotometry
measurements.
8.2.2 Fully-Sputtered devices
 Improving the uniformity of the post-deposition treatment: Future studies
that investigate the effects of systematic changes to the constituent layers of fully-
sputtered devices require a significant improvement to the uniformity of the current
CdCl2 treatment. The use of a muﬄe (box) furnace, the size of which greatly exceeds
that of samples, is likely to significantly reduce any temperature gradient over a
sample surface. This is important due to the large temperature sensitivity associated
with the CdCl2 annealing process.
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 Development of a CdCl2-free post-deposition treatment: The use of chlorine
containing freon gases has been demonstrated by Romeo et. al [21] as achieving
excellent device results, i.e. > 15%. The incorporation of small partial pressures
of such gases during the sputter deposition of CdTe films may introduce Cl to the
as-deposited films. Subsequent annealing of devices, without CdCl2, may lead to
similar activation effects.
 Application of combinatorial methods for device optimisation: The intro-
duction of wedge shaped films of ZnO, CdS and CdTe into devices may prove an
effective way of rapidly optimising device design. It is recognised that a uniform
post-deposition treatment is a key requirement for such studies.
8.2.3 Optical modelling
 Investigating the optical effects of post-deposition treatment: An under-
standing of the changes in the optical properties of TCO, CdS and CdTe is required
for the optical response of real devices to be completely modelled. Spectroscopic
ellipsometry might be used to make a full analysis, i.e. the extraction of n and κ
data for each of the constituent layers within treated devices. The incorporation of
such an analysis into the multi-layer model will strengthen its ability to predict the
optical response of real, completed devices.
It is anticipated that these suggestions will lead to the development of sustainable TCO
alternatives to ITO and improvements in photovoltaic conversion efficiency of CdTe based
devices.
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